
Fans

AXC-H 
High pressure axial fan with integrated outlet guide vanes



AXC-H

Axial fan at its best for industrial and process applications
Ensure maximum performance with the Systemair high pressure axial fan, 
which offers a larger hub ratio and an integrated guide vane. 
Improve effi ciency in high pressure and high volume fl ow applications!

Space saving
Smaller dimensions for 

high pressures – ideal for 

applications with limited 

space.

High effi ciency
Effi ciencies up to 78 %. 

Broad range of 

excellent effi ciency.

Reduced noise level
Operating points can be achieved 

with a 4-pole AXC-H instead of a 

2-pole medium pressure fan. This 

allows lower sound levels.

Cost savings
Smaller sizes suffi cient to 

reach operating points. 

AXC-H can replace double 

stage fans.  

Accessories
The AXC-H is compatible with 

almost the complete range of AXC 

accessories. Whether electrical 

or mechanical accessories, you 

will fi nd the right solution for your 

project requirement in the extensive 

product range. 

See accessories on page 8.



Systemair Confi gurator for axial fans

For our high pressure axial fans (AXC-H), our selection program 

is available at www.systemair.de. Other axial fans such as smoke 

extract fans and explosion-proof fans can also be found in the 

Systemair Confi gurator and in our separate axial fan catalog.

Click here for the Systemair Configurator



Our new high-pressure axial fan is an evolution of our proven technology that 
addresses our customers’ needs,” says Simon Ott, product manager at Systemair. 
“With higher pressures, improved efficiency values and a wide range of accessories, 
we offer our customers a high-performance solution for demanding industrial 
process applications.“

Simon Ott
Product Manager Axial Fans
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Performance data

The AXC-H is available in sizes 630 and 710, each in 2-pole and 4-pole versions.  
Suitable for continuous operation up to 55 °C.

AXC 630-10/xx°-2-H (450)

AXC 630-10/xx°-4-H (450) AXC 710-10/xx°-4-H (450)

AXC 710-10/xx°-2-H (450)

For further technical data, please refer to our selection program.
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Technical data

Type
AXC 630-10/?°-2-H 
(450) (18.5 kW) S IE3

AXC 630-10/?°-2-H 
(450) (22 kW) S IE3

AXC 630-10/?°-2-H 
(450) (30 kW) S IE3

AXC 630-10/?°-2-H 
(450) (37 kW) S IE3

Item number CAHV063120017M CAHV063120017N CAHV063120017O CAHV063120017O
Voltage V 3~400 3~400 3~400 3~400
Frequency Hz 50 50 50 50
Nominal motor power kW 18,5 22 30 37
Nominal motor speed rpm 2955 2960 2970 2970
In A 34 40,3 54,6 67,9
Ia/In 8,5 8,3 7,8 7,7
Fan weight kg 202 243 314 318

Type
AXC 630-10/?°-4-H 
(450) (3 kW) S IE3

AXC 630-10/?°-4-H 
(450) (4 kW) S IE3

AXC 630-10/?°-4-H 
(450) (5.5 kW) S IE3

Item number CAHV063140017G CAHV063140017H CAHV063140001I
Voltage V 3~400 3~400 3~400
Frequency Hz 50 50 50
Nominal motor power kW 3 4 4
Nominal motor speed rpm 1440 1450 1450
In A 6,3 8,3 8,3
Ia/In 7,8 7,0 7,0
Fan weight kg 97 107 107

Type
AXC 630-10/?°-2-H 
(450) (5.5 kW) S IE3

AXC 630-10/?°-2-H 
(450) (7,5 kW) S IE3

AXC 630-10/?°-2-H 
(450) (11 kW) S IE3

AXC 630-10/?°-2-H 
(450) (15 kW) S IE3

Item number CAHV063120017I CAHV063120017J CAHV063120017K CAHV063120017L
Voltage V 3~400 3~400 3~400 3~400
Frequency Hz 50 50 50 50
Nominal motor power kW 5,5 7,5 11 15
Nominal motor speed rpm 2945 2945 2950 2950
In A 10,5 13,9 21 27,7
Ia/In 7,9 8,5 8,5 8,3
Fan weight kg 129 137 182 187

AXC-H 630 2-pole

Type
AXC 630-10/?°-4-H 
(450) (1.1 kW) S IE3

AXC 630-10/?°-4-H 
(450) (1.5 kW) S IE3

AXC 630-10/?°-4-H 
(450) (2.2 kW) S IE3

Item number CAHV063140017D CAHV063140017E CAHV063140017F
Voltage V 3~400 3~400 3~400
Frequency Hz 50 50 50
Nominal motor power kW 1,1 1,5 2,2
Nominal motor speed rpm 1455 1445 1435
In A 2,4 3,2 4,6
Ia/In 7,6 7,4 8,0
Fan weight kg 87 88 101

AXC-H 630 4-pole

All AXC-H series fans are equipped with IP 55 motor and IP 65 terminal box.
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Type
AXC 710-10/?°-2-H 
(450) (22 kW) S IE3

AXC 710-10/?°-2-H 
(450) (30 kW) S IE3

AXC 710-10/?°-2-H 
(450) (37 kW) S IE3

AXC 710-10/?°-2-H 
(450) (45 kW) S IE3

Item number CAHV071120017N CAHV071120017O CAHV071120017P CAHV071120017Q
Voltage V 3~400 3~400 3~400 3~400
Frequency Hz 50 50 50 50
Nominal motor power kW 22 30 37 45
Nominal motor speed rpm 2960 2970 2970 2962
In A 40,3 54,6 67,9 80,3
Ia/In 8,3 7,8 7,7 7,6
Fan weight kg 248 319 323 345

Type
AXC 710-10/?°-4-H 
(450) (4 kW) S IE3

AXC 710-10/?°-4-H 
(450) (5.5 kW) S IE3

AXC 710-10/?°-4-H 
(450) (7.5 kW) S IE3

AXC 710-10/?°-4-H 
(450) (11 kW) S IE3

Item number CAHV071140017H CAHV07114001I CAHV071140017J CAHV071140017K
Voltage V 3~400 3~400 3~400 3~400
Frequency Hz 50 50 50 50
Nominal motor power kW 4 5,5 7,5 11
Nominal motor speed rpm 1450 1460 1465 1479
In A 8,3 10,7 14,1 20,9
Ia/In 7 7,5 8,5 8
Fan weight kg 113 120 148 185

Type
AXC 710-10/?°-2-H 
(450) (7.5 kW) S IE3

AXC 710-10/?°-2-H 
(450) (11 kW) S IE3

AXC 710-10/?°-2-H 
(450) (15 kW) S IE3

AXC 710-10/?°-2-H 
(450) (18.5 kW) S IE3

Item number CAHV071120017J CAHV071120017K CAHV071120017L CAHV071120017M
Voltage V 3~400 3~400 3~400 3~400
Frequency Hz 50 50 50 50
Nominal motor power kW 7,5 11 15 18,5
Nominal motor speed rpm 2945 2950 2950 2955
In A 13,9 21 27,7 34
Ia/In 8,5 8,5 8,3 8,5
Fan weight kg 142 187 192 207

AXC-H 710 2-pole

Type
AXC 710-10/?°-4-H 
(450) (1.1 kW) S IE3

AXC 710-10/?°-4-H 
(450) (1.5 kW) S IE3

AXC 710-10/?°-4-H 
(450) (2.2 kW) S IE3

AXC 710-10/?°-4-H 
(450) (3 kW) S IE3

Item number CAHV071140017D CAHV071140017E CAHV071140017F CAHV071140017G
Voltage V 3~400 3~400 3~400 3~400
Frequency Hz 50 50 50 50
Nominal motor power kW 1,1 1,5 2,2 3
Nominal motor speed rpm 1455 1445 1435 1440
In A 2,4 3,2 4,6 6,3
Ia/In 7,6 7,4 8 7,8
Fan weight kg 93 94 106 103

AXC-H 710 4-pole
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AXC-H accessories

Type Size 630 mm Size 710 mm
Guard grills
Metal protective grills SG-20

254258 254259
SG-20 AXC630 SG-20 AXC710 

Guard grills for inlet nozzles
Metal protective grills SG-20

254259 254260
SG-20 AXC710 SG-20 AXC800 

Silencers
Inlet/outlet duct silencers

RSA*
311364 311365 311368 311369 311370 311371

RSA 630/630/080 (F) RSA 630/945/080 (F) RSA 630/1260/080 (F) RSA 710/710/080 (F) RSA 710/1065/080 (F) RSA 710/1420/080 (F)

Mounting feet
MFA-AR/
AXC

311289 311290
MFA-AXC/AM 630 MFA-AXC/AM 710

Counter flange
GFL-AR/
AXC

8382 8383
GFL-AR/AXC 630 GFL-AR/AXC 710

Flexible connection
EV-AR/
AXC

8358 8359
EV-AR/AXC 630 EV-AR/AXC 710

Inlet nozzle ESD-F
305262 305263

ESD-F 630 ESD-F 710
Outlet cowl
With protection grid

ABS
302956 302957

ABS 630 AXC ABS 710 AXC
AM-extension
Extension with flanges

AM
382081 382082

AM DN=630; L=150 AM DN=710; L=150

*Available in 3 lengths: 1x/1,5x/2x diameter of the fan

Vibration dampers* Type Description
Floor rubber mounts set SD-AXC Rubber mounts for effective impact sound isolation. For use together with MFA-AR/AXC

Ceiling rubber mounts set HNG
Rubber-metal damper for vibration isolation for mounting on the ceiling.  
For use together with MFA-AR/AXC.

Floor spring dampers set FSD-AXC
Steel spring vibration dampfers for active and passive vibration and impact sound isolation.  
For use together with MFA-AR/AXC.

Ceiling spring dampers set ZSD
Spring damper for active and passive tensile vibration loads and sound isolation. 
For use together with MFA-AR/AXC.

*Selection according to the total weight of the fan including directly mounted accessories

Electrical accessories Type Description
Frequency converters FC102  Frequency converter suitable for optimum control in a range of settings

Revision switches REV
Version in red/yellow: service- and emergency off-switch made out of UV- and weather-resistant plastic.
Version in black/grey: service switch made out of UV and weather-resistant plastic.
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Notes



www.systemair.com
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