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–  With brushless pre-heater

–  The thermocouple is located
 inside the mass barrel on the
 outlet, this guarantees a real
temperature control and read
out

–  Cold start protection by mass and
air temperature

–  Every type is available with
a  revolving head (360°) with
 integrated preheat nozzle to
weld in any  direction

–  No wear parts on the rod feed
system

For more information   
visit our website

www.bak-ag.com

We develop individual  
tool  types, especially suited 
for your application.

CALOR LIGADODESTAQUES DA EXTRUSORA– Com pré-aquecedor sem escovas

– O termopar está localizado 
dentro do cilindro de massa na 
saída, o que garante um controle 
real da temperatura e leitura

– Proteção contra partida a frio 
por temperatura da massa e

	 do ar

– Todos os modelos estão 
disponíveis com uma cabeça 
giratória (360°) e bico de pré-
aquecimento integrado para 
soldar em qualquer direção

– Sem peças de desgaste no 
sistema de alimentação da haste

Para mais informações,
visite o nosso site

Desenvolvemos ferramentas 
personalizadas, projetadas
sob medida para atender
às necessidades específicas
da sua aplicação.
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–  With brushless pre-heater

–  The thermocouple is located
 inside the mass barrel on the
 outlet, this guarantees a real
temperature control and read
out

–  Cold start protection by mass and
air temperature

–  Every type is available with
a  revolving head (360°) with
 integrated preheat nozzle to
weld in any  direction

–  No wear parts on the rod feed
system

For more information   
visit our website

www.bak-ag.com

We develop individual  
tool  types, especially suited 
for your application.

CALOR LIGADODESTAQUES DA EXTRUSORA
Small, 
light, 
unique

–  for welding of PE, PP, PVDF and PVC

–  air and mass temperature can be
regulated separately

–  internal air supply built-in in the
control box

–  brushless motor for drive
and blower

Technical Data

Voltage V 230

Frequency Hz 50 / 60

Power consumption W 1300

Output with HDPE material kg / h 0,1 – 0,5

Welding consumable mm 3 and 4 round

Size Extruder (l x w x h) mm 410 x 75 x 100

Size control box (l x w x h) mm 530 x 210 x 410

Weight extruder kg 2,3

Weight control box kg 20 with 5 m cord

Protection class I

Markings

Hand welding extruder

Worldwide the smallest and lightest hand held 
 extrusion welder. Extruder weight only 2,3 kg,  
output up to 0,5 kg / h.

MICRO
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Extrusora de soldagem manual

Pequeno, 
leve,
único

–	Para soldagem de PE, PP, PVDF e PVC.

–	 Temperatura do ar e da massa 
reguláveis ​​separadamente.

–	 Suprimento de ar interno integrado 
à caixa de controle.

–	 Motor sem escovas para 
acionamento e soprador.

A menor e mais leve soldadora de extrusão portátil 
do mundo. Peso da extrusora: apenas 2,3 kg, com 
potência de até 0,5 kg/h.

Dados Técnicos			  Micro	

Código			  DX283

Voltagem	 V	 230

Frequência	 Hz	 50 /60

Consumo de energia	 W	 1300

Saída com material HDPE	 kg/h	 0,1 - 0,5

Consumível de soldagem	 mm	 3 e 4 voltas

Tamanho da extrusora (CxLxA)	 mm	 410 x 75 x 100

Caixa de controle de tamanho (CxLxA)	 mm	 530 x 210 x 410

Peso da extrusora	 kg	 2,3

Caixa de controle de peso	 kg	 20 com 5 m de cabo

Classe de proteção I

Marcações

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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You will only achieve optimal results when 
using original accessories! 

Subject to technical changes.
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available
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Welding consumable mm 5 round pellets
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Pre-heater brushless brushless
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Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Handy, 
fail-proof, 
powerful

–  air and mass temperature can be regulated
separately (ExOn 1)

–  air heated (ExOn 1A)

–  360° rotation of the welding shoe possible

–  2x welding shoes included in your order

–  large range of accessories available

Type ExOn 1 ExOn 1A

Voltage V 230 or 120 230 or 120

Frequency Hz 50 / 60 50 / 60

Power consumption W 2640 2320

Output with HDPE material kg / h max. 1,2 max. 1,2

Welding consumable mm 3 and 4 round 3 and 4 round

Size (l x w x h) mm 500 x 100 x 340 500 x 100 x 340

Weight kg 5 5

Pre-heater brushless brush

Welding materials PE, PP, PVDF, PVC PE, PP

Protection class I

Markings

* air heated hand welding extruder
***  on request also available with digital read out of the air temperature.

Hand welding extruder

Welding is easily possible in tight spaces. The power-
ful motor and the few electronic components make 
the extruder fail-proof and durable.

EXON 1/1 A

ExOn 1A *

ExOn 1 ***

 BAK FL Extruder 22-10 V8.indd   4 16.10.22   14:34

4
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Subject to technical changes.

Extrusora de soldagem manual

Prático, 
à prova 
de falhas, 
poderoso

– A temperatura do ar e da massa pode ser regulada 
separadamente (ExOn 1).

– Aquecimento do ar (ExOn 1a).

– Sapata de soldagem com rotação 360º.

– Ampla gama de acessórios disponíveis.

Dados Técnicos		  ExOn 1	 ExOn 1A             

Voltagem	 V	 230	 230	

Frequência	 Hz	 50 /60	 50 /60

Consumo de energia 	 W	 2640	 2320

Saída com material HDPE	 kg/h	 max. 1,2	 max. 1,2

Consumível de soldagem 	 mm	 3 e 4 voltas	 3 e 4 voltas

Tamanho (CxLxA)	 mm	 500 x 100 x 340	 500 x 100 x 340

Peso	 kg	 5	 5

Pré-aquecedor		  sem escova	 escova

Materiais de soldagem		  PE, PP, PVDF, PVC	 PE, PP

Classe de proteção I

Marcações

A soldagem é fácil em espaços apertados. O motor 
potente e os poucos componentes eletrônicos 
tornam a extrusora à prova de falhas e durável.

* 	 Extrusora de solda manual aquecida a ar
*** 	Também disponível mediante solicitação com leitura digital da temperatura do ar.

Para obter o melhor desempenho,
utilize acessórios originais BAK!

Dados técnicos sujeito a alterações

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Código	 DX297.DIGI.M	 DX298M
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Handy, 
fail-proof, 
powerful

–  air and mass temperature can be regulated
separately (ExOn 1)

–  air heated (ExOn 1A)

–  360° rotation of the welding shoe possible

–  2x welding shoes included in your order

–  large range of accessories available

Type ExOn 1 ExOn 1A

Voltage V 230 or 120 230 or 120

Frequency Hz 50 / 60 50 / 60

Power consumption W 2640 2320

Output with HDPE material kg / h max. 1,2 max. 1,2

Welding consumable mm 3 and 4 round 3 and 4 round

Size (l x w x h) mm 500 x 100 x 340 500 x 100 x 340

Weight kg 5 5

Pre-heater brushless brush

Welding materials PE, PP, PVDF, PVC PE, PP

Protection class I

Markings

* air heated hand welding extruder
***  on request also available with digital read out of the air temperature.

Hand welding extruder

Welding is easily possible in tight spaces. The power-
ful motor and the few electronic components make 
the extruder fail-proof and durable.

EXON 1/1 A

ExOn 1A *

ExOn 1 ***
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Flexible, 
ergonomic, 
efficient

–  air and mass temperature can be regulated
separately (ExOn 2)

–  air heated (ExOn 2A)

–  360° rotation of the welding shoe possible
(ExOn 2A)

–  2x welding shoes included with order

–  optionally for 3 and 4 mm or 4 and 5 mm wire

–  large range of accessoires available

Type ExOn 2 ExOn 2A

Voltage V 230 230

Frequency Hz 50 / 60 50 / 60

Power consumption W 3600 3100

Output with HDPE material kg / h max. 2 max. 2

Welding consumable mm 4 or 5** round 4 or 5** round

Size (l x w x h) mm 560 x 120 x 350 560 x 120 x 350

Weight kg 7 7

Pre-heater brushless brush

Welding materials PE, PP, PVDF, PVC PE, PP

Protection class I

Markings

* air heated hand welding extruder
** indicate on order

Hand welding extruder

The compact dimensions and the high output of up 
to 2 kg/h results in an exceptionally flexible extruder 
that can be used in many areas.

EXON 2/2 A

ExOn 2

ExOn 2A *
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Extrusora de soldagem manual

Dados Técnicos		  ExOn 2	 ExOn 2A             

Código	 DX303M	 DX304M

Voltagem	 V 	 230 	 230	

Frequência	 Hz 	 50 / 60 	 50 / 60

Consumo de energia 	 W 	 3600 	 3100

Saída com material HDPE	 kg / h 	 max. 2 	 max. 2

Consumível de soldagem 	 mm 	 4 ou 5** 	 4 ou 5**

Tamanho (CxLxA)	 mm 	 560 x 120 x 350 	 560 x 120 x 350

Peso	 kg 	 7 	 7

Pré-aquecedor		  sem escova	 escova

Materiais de soldagem		  PE, PP, PVDF, PVC 	 PE, PP

Classe de proteção I

Marcações

As dimensões compactas e o alto rendimento de até 
2 kg/h resultam em uma extrusora excepcionalmente 
flexível que pode ser usada em muitas áreas.

* 	 Extrusora de soldagem manual aquecida a ar
** 	 Indicar no pedido

Flexível,
ergonômico, 
eficiente

– Regulagem independente da temperatura do ar e da massa 
(modelo ExOn 2).

– Aquecimento de ar integrado (modelo ExOn 2A).

– Rotação 360o da sapata de soldagem (modelo ExOn 2A).

– Compatível com arames de 3 e 4 mm ou 4 e 5 mm, 
conforme versão escolhida.

– Ampla variedade de acessórios disponíveis.

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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High quality, 
user-friendly, 
efficient

–  air and mass temperature can be regulated
separately (ExOn 3)

–  air heated (ExOn 3A)

–  2x welding shoes included with order (ExOn 3)

–  1x welding shoes included with order (ExOn 3A)

–  price/performance ratio unbeatable

–  large range of accessoires available

Type ExOn 3 ExOn 3A

Voltage V 230 230

Frequency Hz 50 / 60 50 / 60

Power consumption W 3700 3600

Output with HDPE material kg / h max. 3 max. 3

Welding consumable mm 4 or 5** round 4 or 5** round

Size (l x w x h) mm 650 x 120 x 360 650 x 120 x 360

Weight kg 8 8

Pre-heater brushless brush

Welding materials PE, PP, PVDF, PVC PE, PP

Protection class I

Markings

* air heated hand welding extruder
** indicate on order

Hand welding extruder

The cost-effective extruder with high performance.

EXON 3/3 A

ExOn 3A *

ExOn 3
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Alta qualidade, 
operação simples 
e máxima 
eficiência

– Temperaturas do ar e da massa reguláveis 
separadamente (modelo ExOn 3).

– Aquecimento de ar integrado (modelo ExOn 3A).

– Relação imbatível entre Preço X Desempenho.

– Ampla variedade de acessórios disponíveis.

Extrusora de soldagem manual

Dados Técnicos		  ExOn 3	 ExOn 3A             

Código	 DX305M	 DX306M

Voltagem	 V 	 230 	 230	

Frequência	 Hz 	 50 / 60 	 50 / 60

Consumo de energia 	 W 	 3700 	 3600

Saída com material HDPE	 kg / h 	 max. 3	 max. 3

Consumível de soldagem 	 mm	 4 ou 5**	 4 ou 5**

Tamanho (CxLxA)	 mm 	 650 x 120 x 360 	 650 x 120 x 360

Peso	 kg 	 8 	 8

Pré-aquecedor		  sem escova	 escova

Materiais de soldagem		  PE, PP, PVDF, PVC 	 PE, PP

Classe de proteção I

Marcações

*	 Extrusora de soldagem manual aquecida a ar 
**	 Indicar no pedido

Para obter o melhor desempenho,
utilize acessórios originais BAK!

Dados técnicos sujeito a alterações

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland
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strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available
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Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland
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–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available
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Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering
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A Extrusora com máxima performance e alta 
produtividade com excelente custo-benefício.



E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

High quality, 
user-friendly, 
efficient

–  air and mass temperature can be regulated
separately (ExOn 3)

–  air heated (ExOn 3A)

–  2x welding shoes included with order (ExOn 3)

–  1x welding shoes included with order (ExOn 3A)

–  price/performance ratio unbeatable

–  large range of accessoires available

Type ExOn 3 ExOn 3A

Voltage V 230 230

Frequency Hz 50 / 60 50 / 60

Power consumption W 3700 3600

Output with HDPE material kg / h max. 3 max. 3

Welding consumable mm 4 or 5** round 4 or 5** round

Size (l x w x h) mm 650 x 120 x 360 650 x 120 x 360

Weight kg 8 8

Pre-heater brushless brush

Welding materials PE, PP, PVDF, PVC PE, PP

Protection class I

Markings

* air heated hand welding extruder
** indicate on order

Hand welding extruder

The cost-effective extruder with high performance.

EXON 3/3 A

ExOn 3A *

ExOn 3
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Small 
light 
high output

–  easy handling

–  integrated working light

–  high air flow

–  perfect for weldings in small spaces

Type

Voltage V 230

Frequency Hz 50 / 60

Power consumption W 3500

Output kg / h 1 – 3.3

Temperature range mass °C 150 – 350

Air flow range l / min 300 – 500

Temperature range air °C 40 – 450

Noise dB 75

Size (l x w x h) mm 500 x 100 x 240

Weight kg 7,3

Hand held extrusion welder

The very compact and economic hand extruder 
with high performance. The noises are much lower 
 compared with other extruder in the market. Thanks 
to the integrated working light the overview is never 
a problem, even in dark corners.

EXON C3
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Soldador de extrusão manual

Pequeno,
leve,
alto rendimento

– Manuseio fácil e confortável.

– Luz de trabalho integrada.

– Alto fluxo de ar.

– Ideal para soldagens em espaços reduzidos.

Projetada para operar com níveis de ruído 
significativamente inferiores aos padrões do mercado, 
proporciona maior conforto operacional em turnos 
prolongados. Sua luz de trabalho em LED integrada 
garante visibilidade total da área de solda, mesmo em 
locais de difícil acesso ou com iluminação reduzida.

Dados Técnicos		  ExOn C3	

Código		  DX434M

Voltagem	 V 	 230

Frequência	 Hz 	 50 / 60

Consumo de energia	 W 	 3500

Saída	 kg / h 	 1 – 3.3

Faixa de temperatura da massa	 °C 	 150 – 350

Faixa de fluxo de ar	 l / min 	 300 – 500

Faixa de temperatura do ar	 °C 	 40 – 450

Ruído	 dB	 75

Tamanho (CxLxA)	 mm	 500 x 100 x 240

Peso	 kg	 7,3

BAK Technology AG
Industriestrasse 6  
6064 Kerns / Switzerland
E-Mail info@bak-ag.com

E-Mail contato-br@rothenberger.com
Tel (0**11) 4044-4748



E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Extrusora de soldagem manual

Robusto, 
confiável,
forte

– Compatível com arame de solda de 5 mm
(ExOn 5) ou granulado (ExOn 6).

– Ampla variedade de acessórios disponíveis.

Dados Técnicos		  ExOn 5	 ExOn 6  

Código		  DX309.1	 DX310

Voltagem	 V	 230 ou 400**	 230 ou 400**	

Frequência	 Hz	 50 /60	 50 /60

Consumo de energia 	 W	 5300	 5300

Saída com material HDPE	 kg/h	 max. 5	 max. 6

Consumível de soldagem 	 mm	 5 voltas	 pelotas

Tamanho (CxLxA)	 mm	 660 x 126 x 448	 660 x 126 x 365/600

Peso	 kg	 11 	 12

Pré-aquecedor		  sem escova	 sem escova

Materiais de soldagem		  PE, PP 	 PE, PP

Classe de proteção I

Marcações

*	 Extrusora de soldagem manual aquecida a ar 
**	 Indicar no pedido

Para obter o melhor desempenho,
utilize acessórios originais BAK!

Dados técnicos sujeito a alterações

Com alta potência e excelente desempenho,
a extrusora oferece elevada produtividade e
confiabilidade. Seu design robusto e alongado
a torna especialmente adequada para aplicações
na construção civil.

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering
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ExOn 6

 BAK FL Extruder 22-10 V8.indd   8 16.10.22   14:34

8
You will only achieve optimal results when 
using original accessories! 

Subject to technical changes.

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Unique, 
powerful, 
user-friendly

–  highest performance

–  flexible use due to
mobile control box

–  brushless motor

–  easy operation

Technical data

Voltage V 3 x 400

Frequency Hz 50 / 60

Power consumption W 11 000

Output kg / h max. 12

Welding consumable pellets

Size (l x w x h) mm 1040 x 600 x 660

Weight kg 210

Protection class I

Markings

Heated hose extruder

The heated hose extruder with the highest  
welding performance (12 kg / h) on the market.  
Easy handling due to light weight of the welding 
head (approx. 6 kg)

HS28
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Extrusora de soldagem com mangueira aquecida

Único, poderoso 
e fácil de usar

– Desempenho máximo.

– Uso flexível, graças à caixa de controle móvel.

– Motor sem escovas para maior durabilidade.

– Operação simples e intuitiva.

Dados técnicos

Voltagem	 V 	 3 x 400

Frequência	 Hz 	 50 / 60

Consumo de energia	 W 	 11000

Saída	 kg / h 	 max. 12

Consumível de soldagem		  pelotas

Dimensões (CxLxA)	 mm 	 1040 x 600 x 660

Peso Classe de proteção I	 kg 	 210

Classe de proteção I

Marcações

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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A extrusora de mangueira aquecida com a maior 
capacidade de soldagem do mercado: até 12 kg/h.
Projetada para altíssimo rendimento, combina máxima 
taxa de extrusão com excepcional conforto operacional. 
O peso reduzido da cabeça de solda (aprox. 6 kg) garante 
fácil manuseio e excelente ergonomia, mesmo em 
trabalhos contínuos e de grande porte.

*	 Disponível somente sob encomenda

	 HS28

BAK Technology AG
Industriestrasse 6  
6064 Kerns / Switzerland
E-Mail info@bak-ag.com

E-Mail contato-br@rothenberger.com
Tel (0**11) 4044-4748



E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Small, 
universal, 
innovative

–  for automated welding

–  for 3D-printing

–  light weight

–  easy control

Technical data Robot 0,4
w/o preheating*

Robot 0,8
w/o preheating

Robot 0,8
with preheating

Voltage V 230 230 230

Power consumption W 1500 800 3000

Output kg / h max. 0,4 max. 0,8 max. 0,8

Welding consumable 4 round 4 round 4 round

Size (l x w x h) mm 370 x 100 x 120 540 x 120 x 100 540 x 120 x 180

Weight kg 2,2 4,9 6,5

Markings

Protection class I

Optional: external control
* Version with preheating on request

Industrial extruder

The small and flexible extruder line to build into 
 automation plants for 3D-printing and plastic 
 welding.

Robot 0,4 
without preheating

Robot 0,8 
with preheating

ROBOT
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Extrusora industrial

Pequeno, 
universal, 
inovador

– Ideal para soldagem automatizada.

– Compatível com aplicações de 
impressão 3D.

– Leve e de fácil manuseio.

– Controle simples e preciso.

sem pré-aquecimento

pré-aquecimento

Módulos de extrusão compactos e flexíveis,
desenvolvidos para integração em sistemas automatizados 
de impressão 3D e soldagem robotizada de plásticos.
Projetadas para alta precisão e operação contínua, 
oferecem dimensões reduzidas e fácil interface de 
comunicação com braços robóticos e portais CNC, 
garantindo estabilidade térmica e controle rigorosodo 
fluxo de extrudado.

Dados técnicos		               

Tensão	 V 	 230 	 230 	 230	

Consumo de energia	 W 	 1500 	 800 	 3000

Saída 	 kg / h 	 max. 0,4 	 max. 0,8 	 max. 0,8

Consumível de soldagem 		  4 round 	 4 round 	 4 round

Dimensões (CxLxA)	 mm 	 370 x 100 x 120 	 540 x 120 x 100 	 540 x 120 x 180

Peso	 kg 	 2,2 	 4,9 	 6,5

Marcações

Classe de proteção I

Opcional: controle externo
* Disponível somente sob encomenda

Para obter o melhor desempenho,
utilize acessórios originais BAK!

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6

 BAK FL Extruder 22-10 V8.indd   8 16.10.22   14:34

8
You will only achieve optimal results when 
using original accessories! 

Subject to technical changes.

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Dados técnicos sujeito a alterações

Robot 0,4
sem pré-aquecimento*

Robot 0,8
sem pré-aquecimento

Robot 0,8
com pré-aquecimento

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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BAK Technology AG

Industriestrasse 6 
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering
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E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Small, 
universal, 
innovative

–  for automated welding

–  for 3D-printing

–  light weight

–  easy control

Technical data Robot 0,4
w/o preheating*

Robot 0,8
w/o preheating

Robot 0,8
with preheating

Voltage V 230 230 230

Power consumption W 1500 800 3000

Output kg / h max. 0,4 max. 0,8 max. 0,8

Welding consumable 4 round 4 round 4 round

Size (l x w x h) mm 370 x 100 x 120 540 x 120 x 100 540 x 120 x 180

Weight kg 2,2 4,9 6,5

Markings

Protection class I

Optional: external control
* Version with preheating on request

Industrial extruder

The small and flexible extruder line to build into 
 automation plants for 3D-printing and plastic 
 welding.

Robot 0,4 
without preheating

Robot 0,8 
with preheating

ROBOT
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Reliable, 
fail-proof, 
economical

–  for automated
welding

–  for 3D-printing

–  for mounting
on robot arms

–  easy construction

Industrial extruder

The user-friendly and economic industrial extruders 
to build into machines or to mount on robot arms.

Technical data ExOn 7 ExOn 8

Voltage V 3 x 400 3 x 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 6000 6000

Output kg / h max. 5 max. 6

Welding consumable 5 round pellets

Size (l x w x h) mm 846 x 267 x 242 852 x 267 x 242 / 430

Weight kg 40 42

Protection class I

Markings

Optional: external control

EXON 7/8

ExOn 7

ExOn 8
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Extrusoras industriais de alto desempenho, 
econômicas e de fácil operação, projetadas
para integração em máquinas e montagem
em braços robóticos.

Extrusora industrial

Confiável,
à prova
de falhas,
econômico

– Ideal para soldagem automatizada.

– Compatível com impressão 3D.

– Projetada para montagem em 
braços robóticos.

– Construção simples e modular.

Dados técnicos		  ExOn 7	 ExOn 8             

Tensão	 V 	 3 x 400 	 3 x 400

Frequência	 Hz 	 50 / 60 	 50 / 60

Consumo de energia	 W 	 6000 	 6000

Saída	 kg / h 	 max. 5 	 max. 6

Consumível de soldagem		  5 voltas 	 pelotas

Dimensões (CxLxA)	 mm 	 846 x 267 x 242 	 852 x 267 x 242 / 430

Peso	 kg 	 40 	 42

Classe de proteção I

Marcações

* Disponível somente sob encomenda

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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BAK Technology AG
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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BAK Technology AG
Industriestrasse 6  
6064 Kerns / Switzerland
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E-Mail contato-br@rothenberger.com
Tel (0**11) 4044-4748
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

High performance, 
light, 
flexible 

–  for automated
welding

–  for 3D-printing

–  for mounting on robot arms
and simple axis systems

–  2 heating zones

–  feeder cooling possible

–  mounting position variable

Technical data

Voltage V 3 x 400

Frequency Hz 50 / 60

Power consumption W 5000

Output kg / h max. 6

Welding consumable pellets

Size without preheating (l x b x h) mm 800 x 300 x 250

Size with preheating (l x b x h) mm 820 x 300 x250

Weight with / without preheating kg 19 / 22

Protection class I

Markings

Optional: 
–  external control with

analogue signal
–  external control with

common fieldbus
 systems

–  nozzle with swerve
knive for the cutting of
the extrudate

–  feeding for welding
rod (2 x 5 mm round)
PP and PE

Industrial extruder

The flexible industrial extruder for the work on  
PE, PP, PVC, TPU, TPE, ABS, PMMA, PA, PC, PET, PLA 
and many more materials. 

EXON 10
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Extrusora industrial

Extrusora industrial de alta flexibilidade, projetada para 
o processamento de uma ampla gama de polímeros.
Desenvolvida para integrar linhas automatizadas e 
células robóticas, oferece estabilidade térmica e controle 
rigoroso de fluxo para PE, PP, PVC, TPU, TPE, ABS, 
PMMA, PA, PC, PET, PLA, entre outros termoplásticos 
convencionais e de engenharia.

– Ideal para soldagem
	 automatizada.

– Compatível com impressão 3D.

– Projetada para montagem em braços 
robóticos e sistemas de eixo simples.

– Duas zonas de aquecimento independentes.

– Opção de resfriamento do alimentador.

– Posição de montagem ajustável.

Alto desempenho, 
leve,
flexível

Dados técnicos		  Exon 10

Voltagem	 V 	 3 x 400

Frequência	 Hz 	 50 / 60

Consumo de energia	 W 	 5000

Saída 	 kg / h 	 max. 6

Consumível de soldagem	   	 pelotas

Dimensões s/ pré-aquecimento (CxLxA)	 mm 	 800 x 300 x 250

Dimensões c/ pré-aquecimento (CxLxA)	 mm 	 820 x 300 x250

Peso com/sem pré-aquecimento	 kg 	 19 / 22

Classe de proteção I

Marcações

E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Robust, 
reliable, 
strong

–  for granulat (ExOn 6) or
for 5 mm welding wire (ExOn 5)

–  2x welding shoes included with order

–  large range of accessories available

Type ExOn 5 ExOn 6

Voltage V 230 or 400 230 or 400

Frequency Hz 50 / 60 50 / 60

Power consumption W 5300 5300

Output with HDPE material kg / h max. 5 max. 6

Welding consumable mm 5 round pellets

Size (l x w x h) mm 660 x 126 x 448 660 x 126 x 365/600

Weight kg 11 12

Pre-heater brushless brushless

Welding materials PE, PP PE, PP

Protection class I

Markings

Hand welding extruder

The extremely powerful extruder guarantees high 
 efficiency. Thanks to its performance and length, it 
is perfectly suited for civil engineering

EXON 5/6

ExOn 5

ExOn 6
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Opcionais:
– Controle externo por sinal 	
	 analógico
– Controle externo 		
	 compatível com sistemas 	
	 de barramento de campo 	
	 comuns
– Bico com lâmina de desvio 	
	 para corte do extrudado
– Alimentação para vareta 	
	 de solda redonda
	 (2×5 mm) em PP e PE

Para obter o melhor desempenho,
utilize acessórios originais BAK!

Dados técnicos sujeito a alterações
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

High performance, 
light, 
flexible 

–  for automated
welding

–  for 3D-printing

–  for mounting on robot arms
and simple axis systems

–  2 heating zones

–  feeder cooling possible

–  mounting position variable

Technical data

Voltage V 3 x 400

Frequency Hz 50 / 60

Power consumption W 5000

Output kg / h max. 6

Welding consumable pellets

Size without preheating (l x b x h) mm 800 x 300 x 250

Size with preheating (l x b x h) mm 820 x 300 x250

Weight with / without preheating kg 19 / 22

Protection class I

Markings

Optional: 
–  external control with

analogue signal
–  external control with

common fieldbus
 systems

–  nozzle with swerve
knive for the cutting of
the extrudate

–  feeding for welding
rod (2 x 5 mm round)
PP and PE

Industrial extruder

The flexible industrial extruder for the work on  
PE, PP, PVC, TPU, TPE, ABS, PMMA, PA, PC, PET, PLA 
and many more materials. 

EXON 10
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ACCESSORIES

Welding shoe fillet seam

Order no. sheet thickness (mm)
D-1175 3 – 4
D-1176 5 – 6
D-1177 8
D-1178 10

Welding shoe V-seam

Order no. sheet thickness (mm)
D-1179 3 – 4
D-1180 5 – 6
D-1181 8

Welding shoe round

Order no. 
D-1183 ∅ 7 mm
D-1184 ∅ 9 mm

Nozzle with tacking tip

Order no. 
D-1185

Types Micro / Robot 0,4

Welding shoe 
calculation

Nozzle

Order no. 
D-1459 ∅  6 mm
D-1463 ∅  9 mm
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Cálculo de sapata 
de soldagem

Modelos Micro/Robô 0,4

espessura da folha (mm)

espessura da folha

Sapata de soldagem com costura em V

Sapata de soldagem redonda

Bico com ponta de fixação

Bocal

Sapata de soldagem p/ junta de filete

BAK Technology AG
Industriestrasse 6  
6064 Kerns / Switzerland
E-Mail info@bak-ag.com

E-Mail contato-br@rothenberger.com
Tel (0**11) 4044-4748



E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

ACCESSORIES
Types ExOn 1 – 8

Transport case (metal)

Order no. 
D-0965 Type ExOn 1
D-1644 Type ExOn 2 – 3
D-1799 Type ExOn 3A
D-1041 Type ExOn 5 – 6
D-2683 Type ExOn C3

Revolving head 

Order no. 
DX321 Type ExOn 2
DX323 Type ExOn 3
DX325 Type ExOn 5 – 8
DX363 Type ExOn C3

Revolving head, 90° angle

Order no. 
DX331 Type ExOn 2
DX332 Type ExOn 2A
DX333 Type ExOn 3
DX335 Type ExOn 5 – 8

Revolving head, 45° angle

Order no. 
DX326 Type ExOn 2
DX327 Type ExOn 2A
DX328 Type ExOn 3
DX330 Type ExOn 5 – 8

Fillet seam

Order no. sheet thickness (mm)
D-0827 5 – 6
D-0828 8
D-0829 10
D-0830 12
D-1039 15

Corner seam

Order no. sheet thickness (mm)
D-0837 5 – 8
D-0838 10 – 12

V-seam

Order no. sheet thickness (mm)
D-0831 5 – 6
D-0832 8
D-0833 10
D-0834 12

Overlap seam

Order no. seam width (mm)
D-0835 20
D-0836 25

Welding shoes types ExOn 1 / 1A
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Modelos ExOn 1 – 8

ordem no

Maleta de transporte (metal)

ordem no

Cabeça giratória, angulo de 45º

ordem no     espessura da folha (mm)

Costura de filete

Modelos de calçados de soldagem ExOn 1/1A

ordem no     espessura da folha (mm)

Costura de canto

ordem no

Cabeça giratória

ordem no

Cabeça giratória, angulo de 90º

ordem no     espessura da folha (mm)

Costura em V

ordem no     espessura da folha (mm)

Costura sobreposta

Para obter o melhor desempenho,
utilize acessórios originais BAK!

Dados técnicos sujeito a alterações
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BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

ACCESSORIES
Types ExOn 1 – 8

Transport case (metal)

Order no. 
D-0965 Type ExOn 1
D-1644 Type ExOn 2 – 3
D-1799 Type ExOn 3A
D-1041 Type ExOn 5 – 6
D-2683 Type ExOn C3

Revolving head 

Order no. 
DX321 Type ExOn 2
DX323 Type ExOn 3
DX325 Type ExOn 5 – 8
DX363 Type ExOn C3

Revolving head, 90° angle

Order no. 
DX331 Type ExOn 2
DX332 Type ExOn 2A
DX333 Type ExOn 3
DX335 Type ExOn 5 – 8

Revolving head, 45° angle

Order no. 
DX326 Type ExOn 2
DX327 Type ExOn 2A
DX328 Type ExOn 3
DX330 Type ExOn 5 – 8

Fillet seam

Order no. sheet thickness (mm)
D-0827 5 – 6
D-0828 8
D-0829 10
D-0830 12
D-1039 15

Corner seam

Order no. sheet thickness (mm)
D-0837 5 – 8
D-0838 10 – 12

V-seam

Order no. sheet thickness (mm)
D-0831 5 – 6
D-0832 8
D-0833 10
D-0834 12

Overlap seam

Order no. seam width (mm)
D-0835 20
D-0836 25

Welding shoes types ExOn 1 / 1A
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ACCESSORIES
Welding shoes types ExOn 1 / 1A

Fillet seam

Order no. sheet thickness (mm)
D-0174 5 – 8
D-0175 10 – 12
D-0177 15
D-0178 20
D-0179 25
D-0180 30
D-0181 35
D-0182 40

Unshaped

Order no. 
D-0842 l x w 30 x 40 mm

Unshaped round

Order no. 
D-0843 ∅  30 mm

Round

Order no. 
D-0839 ∅ 10 mm
D-0840 ∅ 15 mm
D-0841 ∅ 20 mm

Corner seam

Order no. sheet thickness (mm)
D-0195 5 – 8
D-0196 10
D-0197 15
D-1221 20

Overlap seam

Order no. seam width (mm)
D-1189 20
D-0192 25
D-0193 30
D-0194 35
D-0599 40
D-1223 45

Welding shoes types ExOn 2 – 10 / Robot 0,8
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Modelos de sapatas de soldagem ExOn 1 / 1A

ordem no

Sem forma

ordem no

Redondo sem forma

Costura de filete

ordem no     espessura da folha (mm)

Modelos de sapatas de soldagem ExOn 2–10/Robot 0,8

ordem no

Redondo

Costura de canto

ordem no     espessura da folha (mm)

Costura sobreposta

ordem no     largura da costura (mm)

BAK Technology AG
Industriestrasse 6  
6064 Kerns / Switzerland
E-Mail info@bak-ag.com

E-Mail contato-br@rothenberger.com
Tel (0**11) 4044-4748



E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

ACCESSORIES
Welding shoes types ExOn 2 – 10 / Robot 0,8

V-seam

Order no. sheet thickness (mm)
D-0906 5 – 6
D-0183 8
D-0184 10
D-0185 12
D-0186 15
D-0187 20
D-0188 25
D-0189 30
D-0190 35
D-0191 40

Unshaped

Order no. 
D-0223 l x w 45 x 30 mm
D-0224 l x w 50 x 40 mm
D-0225 l x w 45 x 45 mm
D-1237 l x w 45 x 50 mm
D-0247 l x w 60 x 70 mm
D-0248 l x w 70 x 80 mm

Unshaped round

Order no. 
D-0598 ∅  35 mm

Round

Order no. 
D-0600 ∅  15 mm
D-0366 ∅  20 mm
D-0337 ∅  25 mm

Fillet seam

Order no. sheet thickness (mm)
D-1761 30
D-1762 35
D-1763 40

Unshaped

Order no. 
D-1760 l x w 70 x 60 mm
D-1543 l x w 90 x 80 mm

Welding shoes type HS28
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Modelos de sapata de soldagem ExOn 2–10/Robot 0,8

ordem no     espessura da folha(mm)

Costura em V

ordem no

Redondo

Sapata de soldagem tipo HS28

ordem no     espessura da folha(mm)

Costura de filete

ordem no     espessura da folha(mm)

Costura de filete

ordem no     

Redondo sem forma

ordem no     

Redondo

Para obter o melhor desempenho,
utilize acessórios originais BAK!

Dados técnicos sujeito a alterações



E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

ACCESSORIES
Welding shoes types ExOn 2 – 10 / Robot 0,8

V-seam

Order no. sheet thickness (mm)
D-0906 5 – 6
D-0183 8
D-0184 10
D-0185 12
D-0186 15
D-0187 20
D-0188 25
D-0189 30
D-0190 35
D-0191 40

Unshaped

Order no. 
D-0223 l x w 45 x 30 mm
D-0224 l x w 50 x 40 mm
D-0225 l x w 45 x 45 mm
D-1237 l x w 45 x 50 mm
D-0247 l x w 60 x 70 mm
D-0248 l x w 70 x 80 mm

Unshaped round

Order no. 
D-0598 ∅  35 mm

Round

Order no. 
D-0600 ∅  15 mm
D-0366 ∅  20 mm
D-0337 ∅  25 mm

Fillet seam

Order no. sheet thickness (mm)
D-1761 30
D-1762 35
D-1763 40

Unshaped

Order no. 
D-1760 l x w 70 x 60 mm
D-1543 l x w 90 x 80 mm

Welding shoes type HS28
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Subject to technical changes.

ACCESSORIES
Type ExOn 10

Order no. 
DX350 Revolving head

Order no. 
DX355 Revolving head

Order no. 

D-2528
Pneumatic for 
 cutting  system

Order no. 

D-2527
Die with cutting 
 system for mass

Type Robot 0,8

Order no. 

D-3113
Guiding carriage 
fillet seam

Order no. 
D-3112 Clamp balancer

Type ExOn C3
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Modelo ExOn 10

ordem no

Matriz com sistema
de corte para massa

ordem no

Pneumático para
sistema de corte

Modelo Robô 0,8

Modelo ExOn C3

Cabeça giratória

Costura de filete
de carro guia

ordem no

ordem no
Balanceador de braçadeira

ordem no

Cabeça giratória
ordem no

BAK Technology AG
Industriestrasse 6  
6064 Kerns / Switzerland
E-Mail info@bak-ag.com

E-Mail contato-br@rothenberger.com
Tel (0**11) 4044-4748
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E-Mail info@bak-ag.com

Telefon +41 (0)41 661 22 50 
Fax +41 (0)41 661 22 51

BAK Technology AG

Industriestrasse 6 
6064 Kerns / Switzerland

ACCESSORIES
Test equipment

Vacuum test bells

Rectangular

Order no. 
DX121 740 x 280 x 160 mm

Inside edge

Order no. 
5200315

Inside corner down

Order no. 
5200310

Inside corner up

Order no. 
5200325

Welding rod dereeler 
for 1 roll

Order no. 
5118190

Vacuum pump

Order no. 
DX150 230V
DX096 120V

Spark tester

Order no. 
5200229 230V

Round

Order no. 
5200306 ∅  210 mm
DX122 ∅ 360 mm

Outside edge

Order no. 
5200330

Outside corner down

Order no. 
5200320

Outside corner up

Order no. 
5200335
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You will only achieve optimal results when 
using original accessories! 

Subject to technical changes.

Equipamento de teste

ordem no

ordem no

ordem no

ordem no

ordem no

ordem no

Retangular

Borda interna

Canto interno para baixo

Canto interno para cima

Bomba de vácuo

Testador de faísca

Sinos de teste de vácuo

ordem no

Canto externo para cima

ordem no

Canto externo para baixo

ordem no

Borda externa

ordem no

Redondo

ordem no

Soldagem

Para obter o melhor desempenho,
utilize acessórios originais BAK!

Dados técnicos sujeito a alterações
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Outside edge
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Anotações


