
Název projektu:*

Spusťte svou konfiguraci 
s ProSinusX
prosinusx.sinusverteiler.com/cs/indexprosinusx.sinusverteiler.com/cs/index

*Povinná pole

Připojovací nátrubek zdroje:* 
 
     vlevo nahoře  

      VV vlevo z čela  
a ZV dole

 
     vlevo nahoře 
     s Exdirt V

      ZV vlevo z čela  
a VV dole
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a VV dole
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 Kompaktní rozdělovač 
 Kompaktní rozdělovač termicky oddělený
 SINUS HydroFixx
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ZV

ZV
ZV

ZV
ZV

Velikost rozdělovače:*

 160/80 (do 10,8 m3/h)  
 180/110 (do 17,2 m3/h)  
 200/120 (do 25,8 m3/h)  
 250/150 (do 38,7 m3/h)  
 280/180 (do 53,8 m3/h)  
 300/200 (do 68,8 m3/h) 

Údaje o výkonu: 

Výpočtový tlak*

Výpočtová teplota*

Teplotní rozdíl

skutečný výkon

Objemový proud* 

plnění DN

Příslušenství: 

 Servomotor 230 V  
nebo      servomotor 24 V

 Stojanové konzole
 Nástěnné konzole
  Izolace PUR, plášť z  

hrubozrnného hliníku
 Výpustný žlab
 Popisné štítky

 
 

bar

°C

K 

kW

m3/h

 regulováno*
 neregulováno*  

DN* 
 25     32     40
 50     65     80

Značka a typ čerpadla 
provozovatele*

 regulováno*
 neregulováno*  

DN* 
 25     32     40
 50     65     80

Značka a typ čerpadla 
provozovatele*

 regulováno*
 neregulováno*  

DN* 
 25     32     40
 50     65     80

Značka a typ čerpadla 
provozovatele*

 regulováno*
 neregulováno*  

DN* 
 25     32     40
 50     65     80

Značka a typ čerpadla 
provozovatele*

 regulováno*
 neregulováno*  

DN* 
 25     32     40
 50     65     80

Značka a typ čerpadla 
provozovatele*

 regulováno*
 neregulováno*  

DN* 
 25     32     40
 50     65     80

Značka a typ čerpadla 
provozovatele*

   vpravo nahoře  

    VV vpravo z čela  
a ZV dole

Poptávkový formulář pro               ProfiFixx
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	DN_1: Off
	DN_2: Off
	DN_3: Off
	DN_4: Off
	DN_5: Off
	DN_6: Off
	project name: 
	compact manifold: Off
	regulated: Off
	regulated_2: Off
	regulated_3: Off
	regulated_4: Off
	regulated_5: Off
	regulated_6: Off
	make and model pump on-site_1: 
	make and model pump on-site_2: 
	make and model pump on-site_3: 
	make and model pump on-site_4: 
	make and model pump on-site_5: 
	make and model pump on-site_6: 
	top left: Off
	flow left in front of head and return underneath: Off
	top right: Off
	flow right in front of head and return underneath: Off
	top left with Exdirt V: Off
	top right with Exdirt V: Off
	return right in front of head and flow underneath: Off
	return left in front of head and flow underneath: Off
	design pressure: 
	design temperature: 
	temperature difference: 
	actual power: 
	volume flow: 
	feed DN: 
	name plates: Off
	drainage channel: Off
	insulation: Off
	wall brackets: Off
	floor brackets: Off
	servo motor: Off
	manifold size: Off


