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Project name:*

Reflex Winkelmann GmbH Z Gersteinstraße 19 Z DE-59227 Ahlen Z 

*mandatory

Enquiry form for               MultiFlow Center

Volume: (no other options possible):* 
    250 l     300 l     400 l 
    500 l     600 l      750 l  
    1,000 l     1,200 l     1,500 l 
    2,000 l     2,500 l     3,000 l 
    3,500 l     4,000 l     5,000 l  
    6,000 l     7,000 l     8,000 l 
    10,000 l     12,000 l     15,000 l 
    20,000 l     25,000 l  

Diameter:* 
    DN 450     DN 600     DN 800 
    DN 1000     DN 1200     DN 1400
    DN 1500     DN 1600     DN 1800 
    DN 2000     DN 2200     DN 2400

Please consider that due to a good stratification  
not all volumes are compatible with the diameter!
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Application:* 
    Heating  
    Cooling 

Manufacturing:* 
    Factory standard
    PED           
 Inspection openings:* 
     standard manhole 320 x 420 mm 
     standard handhole 100 x 150 mm  
     with swivel device DN 500 
     with swivel device DN 600

Max. design temperature:*
    50 °C      110 °C

Max. height:
            mm  

Max. design pressure:*
    6 bar       10 bar       
 
Corrosion protection:* 
    Inside untreated, outside primed
    (Also suitable for cold insulation) 
    Inside untreated, outside according
    to AGI Q-151 (for cold)

SINUS EasyFixx:  
(For connection of pressure maintenance or degassing) 
    Including                 

Start your configuration  
with ProSinusX
prosinusx.sinusverteiler.comprosinusx.sinusverteiler.com

Nozzle number 1 2 3 4 5 6 7 8 9 10 11 12 13 14
Designation

DN size

Zone temperature

Temperature

Alignment

Configuration:*
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