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PRODUCT CATALOGUE

For more than 25 years, IPEX Group has developed, manufactured and distributed high-qua-
lity fastening systems for roof, wall and façade construction.

This catalogue lists the most common items in our range. 

Are there any questions or uncertainties? Our website always contains the most up-to-date 
information and our advisors are always at your service. 

2023
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Ipex Group specialises in the powder coating of fastening systems, providing screws, 
blind rivets and profiles with any colour for more than 25 years. 

In cooperation with our international network of panel and profile manufacturers, we 
have built up a database containing a large number of possible colours. If we do not 
yet have a colour in our database, we will look for the right colour combination by hand. 
Because we have thousands of colours in stock, we are able to deliver quickly. 
 
This colour mix goes into the powder coating machine at our plant in Enter to provide 
the desired components with the right colour. 

We can powder-coat the following fastening systems:
- Drilling screws
- Wood screws
- Concrete screws
- Self-tapping screws
- Blind rivets, blind rivet or rivet
- Profiles
- Fixing materials for third parties by arrangement
 
Powder coating is a popular choice for colouring metal parts because it is a durable, en-
vironmentally friendly and cost-effective technique. It provides a tough, protective layer 
that resists rust, corrosion and other damage.
 
In this catalogue, you can see from the logos below that the product in question can be 
coloured by us, but you are always welcome to ask our advisers your question.  

Ipex Colour-Fix
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Facility

PACKING MACHINE

Our automatic packaging machine counts and 
packs the screws in sealed plastic bags with a 
private label. Packing in a sealed bag is extremely 
suitable for Business-to- consumer markets and 
private Label products. Minimum production 
quantity for the packaging machine is 10,000 
pieces per item.

SLITTING-  & LAMINATOR MACHINE

With our laminating and cutting machines, we 
produce i-Form, i-Stick and EPDM in any size and 
finish.
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LINE- & STORM WASHER PRESS

Our automated presses enable us to produce 
storm washer, pressure distribution plates and clips 
in various formats and angles at high speed.  

LASER

IPEX is your supplier of fittings and accessories for 
roof and facade construction. That is why we are 
as flexible as possible in our range of dimensions, 
machining and capacity. To meet the needs of 
different projects, we deploy our new fibre laser 
machine. For even more customisation and fast 
deliveries.
 
 
This machine is suitable for various materials and 
thicknesses, such as:
 
- stainless steel
- steel 
- aluminium 
 
 
With the laser machine we produce:
 
- structural parts for I-facade rear structures 
- plate clamps 
- tile profiles 
- pressure distribution plates
- specials (contact us for possibilities)

Facility
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EDGING- & BENDING BENCH

Our edging and bending benches allow us to adjust 
products such as profiles, pressure distribution 
plates and lintels to the desired shape and degree 
angle.

ASSEMBLAGE MACHINES

Assembly machines are an important part of Ipex's 
production processes. In assembly, different parts 
of a product are put together. This results in an end 
product.

For example, with our assembly machines, we 
provide screws with sealing washers.

Facility
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ENGINEERING

In the Engineering department, we develop and 
innovate customised systems and products. 

We do this both for individual projects and for 
new products in our range. We also test products 
for strength with a professional tensile testing 
machine.

If you have specific requirements or a large project, 
ask our advisors about the possibilities. 

I-FAÇADE®

At our office in Enter, we have mock-ups of the 
various i-Facade systems. These mock-ups 
provide insight into the fixing of the structure and 
show the different possibilities of our i-Facade 
solutions. 

Facility
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Ipex innovates and developes new products and/ or improvements of existing products 
in close cooperation with our customers. Ipex continiously talks with its customers to 
hear the different applications of the existing products and always has a ready ear for the 
customers wishes.
  

Together with the customer we will try to find a specific 
solution (or develop one) for a problem. A solution 
that could be the perfect on for the customers 
assembly department.   

Ipex Innovation
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AB		  F44 Aluminium

BA		  Stainless steel A4 with a steel drillpoint
BD		  Aluminium / Steel
BE		  Aluminium / Stainless steel A2
BF		  Stainless steel A2 / Stainless steel A2
BI    		  Stainless steel A2 with a steel drillpoint
BJ		  Aluminium / Aluminium
BK   		  RVS coppered
BL		  Zinc plated steel / EPDM
BM		  Stainless steel / EPDM
BN		  Aluminium / EPDM
BO		  Copered / EPDM

CA		  Hardened Steel C1018
CF   		  Hardened Steel C1022  

SA   		  Stainless steel A2
SAX		  Stainless steel A2 with higher strength
SB   		  Stainless steel A4
SBX		  Stainless steel A4 with higher strength
SBR		  Stainless steel A4 Ruspert
SK		  Stainless steel A2 Coppered
SM   		  Stainless steel MRX 530
SN		  Stainless steel 410

RA		  EPDM Grey
RB		  EPDM Black
RC		  Silicone Red

Material Specif ications

CLAMPING THICKNESS (A)= screw length, minus (for bimetallic steel part) max substructure and washer 
thickness
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METAL PRESERVATION

• STAINLESS STEEL ALLOYS

FERRITIC 
Ferritic Stainless Steel, has just like ordinary construction steel, a ferritic matrix. By ad-
ding Chromium the oxidation resistance and the resistance to electro 
chemical corrosion is extremely increased. 

MARTENSITIC 

Martensitic Stainless Steel is hardened Ferritic stainless Steel. The hardening treatment 
turns the ferritic matrix in an martensitic one. This type of steel type is often used when a 
good corrosion resistance in combination with a high strength/ toughness/  longwearing 
is requested. Typical for martensitic Stainless Steel types in comparison to ferritic stain-
less steel types is the high carbon proportion.

AUSTENITIC

Austenitic Stainless Steel contains Chromium and Nickel and are not hardenable by heat 
treatment. Typical for austenitic Stainless Steel types is the high corrosion 
resistance and excellent mechanical qualities in very low temperatures (tough 
behavior). Furthermore it keeps  a very good oxidation resistance in high 
temperatures.

• GALVANIZING

At this moment, zinc coatings are applied most, to give protection against corrosion of 
iron and steel that is subjected to atmospheric circumstances. As zinc is less noble than 
steel, it will first sacrifice itself in case of corrosion. The degree in which metal is galvani-
zed, is expressed in layer thickness, MU. Fastening materials can be supplied with a zinc 
layer of 3 MU up to 25 MU. Ipex aims to provide as many fastening materials as possible 
with 20 MU.

• COPPER-PLATING

Copper-plating means that you cover the metal with a layer of copper. This is 
usually done to increase the aesthetic value of the item.

• RUSPERT®

Ruspert is a special surface coating, consisting of a zinc-aluminium alloy, which (amongst 
other things) makes sure that in case of BI-metal, the steel drill point is protected against 
corrosion. Moreover, this coating lubricates the thread of the stainless steel when scre-
wing in.

Preservation
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MEMBER OF:

Branch organistion

 

	
German National Approval - Zulassung des Deutschen Institutes für Bautechnik in Berlin. 

European Technical Approvals.

Recognition by the industry association of insurers for sprinkler systems, Cologne, Germany.

 

Fire resistance tested (DIN 4102-2), fire resistance class F30, F60, F90and F120.

Approvals



13IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

ROOFING AND CLADDING, INDUSTRIAL AND VENTILATED FACADES  . 15 

•	 Drillmate
•	 Flangemate
•	 Trusshead / ventilated facade 
•	 Siding screws
•	 Blind Rivets - Colour-Rivets
•	 Colour Rivets accessories
•	 Aluminium Facade Profiles 
•	 EPDM Profiles 
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•	 Sealing washers
•	 Storm washers
•	 i-Seal® - Pipe flashings
•	 I-Form® - Flexible flashing
•	 Butyl sealing tapes
•	 I-Bond 
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•	 System I-FAÇADE 
•	 System - what is a ventilated facade?
•	 Fastening systems
•	 Construction principles
•	 Various parts
•	 Engineering
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•	 Rivets
•	 Wingdrill screws
•	 Drill screws
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•	 Chipboard screws
•	 Self-drilling wood screws / Decking screws
•	 Woodconstruction screws
•	 Spenglerscrews
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•	 Autoclaved aerated concrete and concrete screws
•	 Heavy anchoring
•	 Chemical anchoring
•	 Light anchoring
•	 Insulation anchoring

TOOLS .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   253 
•	 Various

Content





More information? 

Contact us at: sales@ipex-group.com 

Or visit our website.

ROOFING & CLADDING
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0310

0681

A 
B 

A (MM) B (MM) BI CF AB BA

4.8 x 20 2 2 x 1.2 5/16 l l l

5.5 x 22 3 2 x 1.2 5/16 l l l l

6.3 x 22 3 2 x 1.2 5/16 l l l

8.0 x 25 6 2 x 1.2 5/16 l l

A (MM) B (MM) SAX BI

4.8 x 25 6 2 x 0.88 5/16 l l

5.5 x 25 7 2 x 1.0 5/16 l l

6.0 x 25 7 2 x 1.0 5/16 l l

6.0 x 35 17 2 x 1.0 5/16 l

A 

B 
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APPLICATION

APPLICATION

DRILLMATE

Hexagon head Drill screw, with reduced drill point,for 
mounting on thin profiles. With any sealing washer if 
required,

PIERCING SCREW

Hexagon head , Self piercing screw, very sharp point 
for mounting on thin profiles. With any sealing washer if 
required,

ROOFING AND CLADDING

BI = Bi-metal A2
CF = Zinc plated steel
AB = F44 aluminium
BA = Bi-metal A4l

BI = Bi-metal A2
SAX = Stainless steel A2 *

SIZE

SIZE

				                  l With an ETA approval ETA-10/0020.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.
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A 

B 

A (MM) B (MM) BI CF SM SN

4.2 x 13 1 0.9 - 2.5 1/4 l l l l

4.2 x 16 4 0.9 - 2.5 1/4 l l l

4.2 x 19 7 0.9 - 2.5 1/4 l l l l

4.2 x 25 13 0.9 - 2.5 1/4 l l l

5.5 x 25 5 1.0 - 3.5 5/16 l l

5.5 x 38 18 1.0 - 3.5 5/16 l l

5.5 x 50 30 1.0 - 3.5 5/16 l

5.5 x 70 50 1.0 - 3.5 5/16 l

0312
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BI = Bi-metal A2
CF = Zinc plated steel
SM = Stainless steel 
          MRX 530
SN = Stainless steel 410

DRILLMATE

Hexagon head Drill screw, with slightly reduced drill 
point, for mounting on thin profiles. With any sealing 
washer if required,

SIZE

ROOFING AND CLADDING

				                  l With an ETA approval ETA-10/0020.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.

APPLICATION



A (MM) B (MM) BI CF BA

4.8 x 25 3 1.0 - 4.5 5/16 l l

4.8 x 32 11 1.0 - 4.5 5/16 l l

4.8 x 38 17 1.0 - 4.5 5/16 l l

5.5 x 20 1 1.2 - 6.0 5/16 l

5.5 x 25 2 1.2 - 6.0 5/16 l l

5.5 x 28 2 1.2 - 6.0 5/16 l l

5.5 x 32 15 1.2 - 6.0 5/16 l l l

5.5 x 38 23 1.2 - 6.0 5/16 l l l

5.5 x 50 27 1.2 - 6.0 5/16 l l l

5.5 x 64 41 1.2 - 6.0 5/16 l l l

5.5 x 75 52 1.2 - 6.0 5/16 l l l

6.3 x 19 1 1.5 - 6.3 3/8 l l l

6.3 x 25 2 1.5 - 6.3 3/8 l l l

6.3 x 32 15 1.5 - 6.3 3/8 l l l

6.3 x 38 23 1.5 - 6.3 3/8 l l l

6.3 x 50 27 1.5 - 6.3 3/8 l l l

6.3 x 64 41 1.5 - 6.3 3/8 l l l

6.3 x 74 51 1.5 - 6.3 3/8 l l l

19

4.8 = 5/16
5.5 = 5/16
6.3 = 3/8
8.0 = 13mm

0313

A 

B 
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BI = Bi-metal A2
CF = Zinc plated steel
BA = Bi-metal A4

DRILLMATE

Hexagon head Drill screw, with slightly reduced drill 
point, for mounting profile thicknesses from 2 to 6 mm. 
With any sealing washer if required,

ROOFING AND CLADDING

APPLICATION

SIZE

				                  l With an ETA approval ETA-10/0020.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.



5.5 = 5/16
6.3 = 3/8
8.0 = 13 mm

A (MM) B (MM) BI CF BA

5.5 x 40 LWF 1 4.0 - 12.5 5/16 l l l

5.5 x 51 11 4.0 - 12.5 5/16 l l l

5.5 x 62 LWF 22 4.0 - 12.5 5/16 l l l

5.5 x 76 36 4.0 - 12.5 5/16 l l l

B (MM) BI CF SAX BA SA

4.8 x 28 2 x 1.25 5/16 l l l l

4.8 x 32 2 x 1.25 5/16 l

4.8 x 35 2 x 1.25 5/16 l l l l

4.8 x 50 2 x 1.25 5/16 l l l l l

4.8 x 60 2 x 1.25 5/16 l l l l

4.8 x 80 2 x 1.25 5/16 l l l l

5.5 x 38 2 x 1.25 5/16 l l l

13 mm

20

B 

A 
B 

LWF LWF

0311

0315
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ROOFING AND CLADDING

BI = Bi-metal A2
CF = Zinc plated steel
BA = Bi-metal A4

BI = Bi-metal A2
CF = Zinc plated steel
SAX = Stainless steel A2 *
BA = Bi-metal A4
SA = Stainless steel A2 

APPLICATION

APPLICATION

DRILLMATE

Hexagon head Drill screw, with a drill point for mounting 
on thicker steel profiles. With any sealing washer if 
required.

DRILLMATE

Hexagon head Drill screw, with a reduced drill point for 
mounting profiles on wooden structures. 
With any sealing washer if required.

 * LWF = Large washer flange 
This integrated washer is larger than the standard washer.

SIZE

SIZE

				                  l With an ETA approval ETA-10/0020.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.



B (MM) SA

5.5 x 32 0.40 - 0.8 5/16 l

5.5 x 38 0.40 - 0.8 5/16 l

5.5 x 50 0.40 - 0.8 5/16 l

5.5 x 65 0.40 - 0.8 5/16 l

0835

B (MM) SAX

4,8 x 25 0.40 - 0.8 1/4 inch l

4,8 x 50 0.40 - 0.8 1/4 inch l

4,8 x 64 0.40 - 0.8 1/4 inch l

4,8 x 75 0.40 - 0.8 1/4 inch l

0327
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ROOFING AND CLADDING

APPLICATION

APPLICATION

DRILLMATE

Hexagon head mounting screw. 
With any sealing washer if required.

DRILLMATE

Hexagon head screw, with sharp point. With any 
sealing washer if required. Drills through steel plates.

SIZE

SIZE

SA = Stainless steel A2

SAX = Stainless steel A2*

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment



A (MM) B (MM) BI CF BA

5.5-6.3 x 75 40 2 x 1.2 5/16 l l l

5.5-6.3 x 95 60 2 x 1.2 5/16 l l l

B (MM) BI CF SAX

6.5 x 38 1.0 - 2.0 LWF 5/16 l l l

6.5 x 50 1.0 - 2.0 LWF 5/16 l l l

6.5 x 65 1.0 - 2.0 LWF 5/16 l l l

0336

13 mm
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ROOFING AND CLADDING

BI = Bi-metal A2
CF = Zinc plated steel
BA = Bi-metal A4

BI = Bi-metal A2
CF = Zinc plated steel
SAX = Stainless steel A2 *

DRILLMATE

Hexagon head drillscrew with a reduced drillpoint. 
With any sealing washer if required.

DRILLMATE

Hexagon head drillscrew with drillpoint no. 2. 
With any sealing washer if required.

 * LWF = Large washer flange 
This integrated washer is larger than the standard washer.

APPLICATION

APPLICATION

SIZE

SIZE

				                  l With an ETA approval ETA-10/0020.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.



A (MM) B (MM) BI CF BA

5.5-6.3 x 67 25 - 43 1.2 - 6.0 5/16 l l l

5.5-6.3 x 87 35 - 63 1.2 - 6.0 5/16 l l l

5.5-6.3 x 107 45 - 83 1.2 - 6.0 5/16 l l l

5.5-6.3 x 127 65 - 103 1.2 - 6.0 5/16 l l l

5.5-6.3 x 147 85 - 123 1.2 - 6.0 5/16 l l l

5.5-6.3 x 167 105 - 143 1.2 - 6.0 5/16 l l l

5.5-6.3 x 187 125 - 163 1.2 - 6.0 5/16 l l l 

5.5-6.3 x 207 145 - 183 1.2 - 6.0 5/16 l l l 

5.5-6.3 x 227 165 - 203 1.2 - 6.0 5/16 l l l

5.5-6.3 x 247 185 - 223 1.2 - 6.0 5/16 l l l

5.5-6.3 x 267 205 - 243 1.2 - 6.0 5/16 l l l

5.5-6.3 x 307 233 - 283 1.2 - 6.0 5/16 l l l

5.5-6.3 x 347 274 - 324 1.2 - 6.0 5/16 l l l

5.5-6.3 x 387 294 - 344 1.2 - 6.0 5/16 l l l
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ROOFING AND CLADDING

BI = Bi-metal A2
CF = Zinc plated steel
BA = Bi-metal A4

APPLICATION

DRILLMATE

Hexagon head drillscrew with drillpoint no. 3. 
With any sealing washer if required.

Also available 
with BAZ washer

SIZE

Excellent to combine with our 
storm washers. Page 72

We also supply a wide 
range of pressure 
distribution plates
Page 27

				                    l With an ETA approval ETA-13/00211.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.



A (MM) B (MM) BI CF BA

5.5-6.3 x 80 35 - 40 4.0-12.5 5/16 l l l

5.5-6.3 x 100 40 - 60 4.0-12.5 5/16 l l l

5.5-6.3 x 125 60 - 85 4.0-12.5 5/16 l l l

5.5-6.3 x 140 75 - 100 4.0-12.5 5/16 l l l

5.5-6.3 x 165 97 - 123 4.0-12.5 5/16 l l l

5.5-6.3 x 190 120 - 150 4.0-12.5 5/16 l l l

5.5-6.3 x 215 145 - 175 4.0-12.5 5/16 l l l

5.5-6.3 x 240 170 - 200 4.0-12.5 5/16 l l l

5.5-6.3 x 265 170 - 225 4.0-12.5 5/16 l l l

5.5-6.3 x 300 200 - 260 4.0-12.5 5/16 l l l

5.5-6.3 x 350 250 - 310 4.0-12.5 5/16 l l l
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ROOFING AND CLADDING

BI = Bi-metal A2
CF = Zinc plated steel
BA = Bi-metal A4

APPLICATION

DRILLMATE

Hexagon head drillscrew with drillpoint no. 5. 
With any sealing washer if required.

SIZE

Also available 
with BAZ washer

Excellent to combine with our 
storm washers. Page 72

We also supply a wide 
range of pressure 
distribution plates
Page 27

				                    l With an ETA approval ETA-13/00211.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.



B (MM) BI CF BA SAX

6.5-7.0 x 67 1.0 - 2.0 5/16 l l l

6.5-7.0 x 85 1.0 - 2.0 5/16 l l l

6.5-7.0 x 102 1.0 - 2.0 5/16 l l l

6.5-7.0 x 122 1.0 - 2.0 5/16 l l l

6.5-7.0 x 142 1.0 - 2.0 5/16 l l l

6.5-7.0 x 162 1.0 - 2.0 5/16 l l l

6.5-7.0 x 182 1.0 - 2.0 5/16 l l l

6.5-7.0 x 202 1.0 - 2.0 5/16 l l l

6.5-7.0 x 222 1.0 - 2.0 5/16 l l l

6.5-7.0 x 242 1.0 - 2.0 5/16 l l l

6.5-7.0 x 262 1.0 - 2.0 5/16 l l l

6.5-7.0 x 302 1.0 - 2.0 5/16 l l l

6.5-7.0x 322w 1.0 - 2.0 5/16 l l l
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BI = Bi-metal A2
CF = Zinc plated steel
BA = Bi-metal A4
SAX = Stainlessteel A2 *

DRILLMATE

Hexagon head drillscrew, with reduced drillpoint. 
With any sealing washer if required. Also suitable for 
mounting on steel profiles from 0.75 to 1 mm.

Also available 
with BAZ washer

We also supply a wide 
range of pressure 
distribution plates
Page 27

Excellent to combine with our 
storm washers. Page 72

APPLICATION

SIZE

				                    l With an ETA approval ETA-13/00211.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.

ROOFING AND CLADDING



B (MM) BI CF BA SAX

6.5-7.0 x 67 1.0 - 2.0 5/16 l l l

6.5-7.0 x 85 1.0 - 2.0 5/16 l l l

6.5-7.0 x 102 1.0 - 2.0 5/16 l l l

6.5-7.0 x 122 1.0 - 2.0 5/16 l l l

6.5-7.0 x 142 1.0 - 2.0 5/16 l l l

6.5-7.0 x 162 1.0 - 2.0 5/16 l l l

6.5-7.0 x 182 1.0 - 2.0 5/16 l l l

6.5-7.0 x 202 1.0 - 2.0 5/16 l l l

6.5-7.0 x 222 1.0 - 2.0 5/16 l l l

6.5-7.0 x 242 1.0 - 2.0 5/16 l l l

6.5-7.0 x 262 1.0 - 2.0 5/16 l l l
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BI = Bi-metal A2
CF = Zinc plated steel
BA = Bi-metal A4
SAX = Stainlessteel A2 *

DRILLMATE

Hexagon head drilling screw, with sharp drill point.
With any sealing washer if required. Also suitable for 
mounting on steel profiles from 0.75 to 1 mm.

Also available 
with BAZ washer

We also supply a wide 
range of pressure 
distribution plates
Page 27

Excellent to combine with our 
storm washers. Page 72

APPLICATION

SIZE

				                    l With an ETA approval ETA-13/00211.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.

ROOFING AND CLADDING
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ROOFING AND CLADDING

APPLICATION

PRESSURE DISTRIBUTION PLATES 
FOR SANDWHICH ELEMENTS
 
When invisibly fixing sandwich panels, pressure plates are 
used to ensure better distribution of wind forces. This will, in 
the long run, prevent deformation around the fixing points. 
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ROOFING AND CLADDING

G = Thickness of material

PANEL MANUFACTURER PANEL TYPE MODEL A B C D E F G H Ø NR. BOX

Arcelor Promisol 0594 SA 30 75 9 12,5 25 10,5 1,5 - 3 * 7 1007215 100
Arcelor Promisol / LVP-TYPE2F 0636 SA 30,5 200 8 40 40 14,5 1,5 - 4 * 7 1010011 100
AR-Panel Arpanel PUR/PIR 0673 SA 25 75 9 12,5 50 19 1,5 - 2 * 7 1007214 100
AR-Panel 0673 SA 20 150 9 25 25 10 1,5 - 4 * 7 1008304 100
AR-Panel 0673 SA 31 120 9 25 35 18 1,5 - 3 * 7 1008906 100
AR-Panel 0673 SA 30 200 9 40 40 18 1,5 - 4 * 7 1009059 100
Brucha FP-F Z29b 0594 SA 29 100 9 25 50 10,5 1,5 - 4 * 7 1007186 100
Brucha FP Alpha (Pir)/FP Z29 0594 SA 21 200 9 25 50 10,5 1,5 - 3 * 7 1007208 100
Brucha FP New FP-F Z29b 0594 SA 29 200 9 40 40 17,0 1,5 - 4 * 7 1007210 100
Brucha FP-F Alpha-C(Pir)/FP new Z29a 0594 SA 40 200 9 40 40 10,5 1,5 - 4 * 7 1007209 100
Brucha Alpha-C(Pir)/FP new Z29a 0594 SA 40 100 9 30 40 17 1,5 - 2 * 7 1009080 100
Call GmbH DOM Safe Lock Wall Panel 0673 SA 14 75 15 1,5 - 3 * 7 1010119 100
Falk 1060 WB 0594 SA 25 200 8 80 40 12,5 1,5 - 2 * 7 1008483 100
Falk FALK Gevel WB 0717 SA 24,5 200 5,8/6,7 80 40 13,25 1,5 - 2 * 6,5 1010600 100
Fischer FischerTherm plus 0636 SA 50 200 8 80 20 10 1,5 8 3 * 7 1008979 100
Fischer FischerTherm plus 0636 CF 50 200 8 80 20 10 1,5 8 3 * 7 1010362 100
Fischer Fireproof MW 120/1000 0717 SA 34,5 300 9,8/6,5 130 40 16 2,0 - 3 * 7 1010478 100
Flaum 0594 CF 32 250 9 26 33 32 2,5 - 7 * 7 1007320 100
Gor Stal Gorlicka 0594 SA 25 150 8 25 50 12 1,5 - 4 * 7 1008391 100
Isopan Isoparete Evo 0673 SA 19 160 5 20 40 8 1,5 - 4 * 7 1009764 100
Isopan Isoparete Plisse 0673 SA 19 80 5 1,5 - 1 * 7 1009759 100
Italpannelli Suptertop 0594 SA 27 200 8 40 40 11,5 2,0 - 4 * 7 1009881 100
Joris Ide WB 0673 SA 30 75 8,5 37,5 - 9 1,5 - 1 * 7 1010281 100
Joris Ide WB 0673 SA 30 75 8,5 12,5 25 20 1,5 - 3 * 7 1008216 100
Joris Ide WB 0673 CF 30 75 8,5 25 25 19,25 1,5 - 2 * 7 1010495 100
Joris Ide WB 0673 SA 30 75 8,5 25 25 19,25 1,5 - 2 * 7 1008862 100
Joris Ide Vulcasteel Wall 0718 SA 18 120 8 ,5 20 40 1,5 - 3 * 7 1008952 100
KINGSP KS 0594 SA 22 80 9 25 30 10,5 1,5 - 2 * 7 1007109 100
Kingspan AWP 0673 SA 22 80 7 27 26 9 1,5 - 2 * 7 1007884 100
Kingspan AWP 0673 SA 22 80 7 13 27 9 1,5 - 3 * 7 1007885 100
Kingspan AWP 0673 SA 22 50 7 25 - 9 1,5 - 1 * 7 1007886 100
Kingspan AWP 0673 SA 22 140 7 13 27 9 1,5 - 3 * 7 100
Kingspan KS1000 FH 0717 SA 22 200 7 2,0 - 6 * 7 1010387 100
Kingspan AWP flex(CZ) 0718 SA 40 150 7 50 25 9 2,0 - 3 * 7 1009758 100
Metecno Superwall 0636 SA 36 200 7 70 20 10 1,5 5 3 * 7 1007321 100
Metecno Superwall 0636 SA 19 100 5 30 20 10 1,5 5 3 * 7 1008976 100
Metecno Superwall 0636 SA 36 180 7 70 20 10 1,5 5 3 * 7 1008977 100
Metecno Hypertec/Superwall 0717 SA 19,5 100 5 30 20 1,5 - 2 * 7 1008778 100
SAB WB 0636 SA 45 200 8 80 40 10,5 1,5 5 2 * 7 1007295 100
SALTSGLITTER VB 0594 SA 45 200 7 80 40 10,5 1,5 - 2 * 7 1007294 100

0594 SA 17 50 9 25 - 10,5 1,5 - 1 * 7 1007211 100
0594 SA 17 75 9 12,5 25 10,5 1,5 - 3 * 7 1007212 100
0594 SA 20 75 9 12,5 25 10,5 1,5 - 3 * 7 1007213 100
0594 SA 26 75 9 12,5 25 10,5 1,5 - 3 * 7 1007214 100
0595 CF 17 80 - 26 28 8,5 2,5 - 2 * 7 1006735 100
0595 CF 17 100 - 25 25 25 2,5 - 3 * 7 1006986 100
0595 CF 17 200 - 25 50 10,5 2,5 - 3 * 7 1006985 100
0595 SA 30 300 - 37,5 37,5 15 1,5 - 7 * 7 1007216 100



A (MM) B (MM) CF

6.3 x 110 27 - 62 5.0 - 12.0 5/16 l

6.3 x 120 37 - 72 5.0 - 12.0 5/16 l

6.3 x 130 47 - 82 5.0 - 12.0 5/16 l

6.3 x 150 67 - 102 5.0 - 12.0 5/16 l

6.3 x 160 77 - 112 5.0 - 12.0 5/16 l

6.3 x 180 97 - 132 5.0 - 12.0 5/16 l

6.3 x 200 117 - 152 5.0 - 12.0 5/16 l

6.3 x 235 152 - 187 5.0 - 12.0 5/16 l

A (MM) B (MM) BI CF

6.3 x 110 39 - 74 1.5 - 6.0 5/16 l l
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ROOFING AND CLADDING

BI = Bi-metal A2
CF = Zinc plated steel

CF = Zinc plated steel

APPLICATION

APPLICATION

DRILLMATE

Hexagon head drillscrew with drillpoint no. 3 
and a BAZ sealing washer.

DRILLMATE

Hexagon head drillscrew with drillpoint no. 5 
and a BAZ sealing washer.

SIZE

SIZE

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment
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SA

6.5 x 130 5/16 l
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ROOFING AND CLADDING

SA = Stainless steel A2  

APPLICATION

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

DRILLMATE 

Hexagon head drillscrew with drillpoint no. 2 
and a BAZ sealing washer.

SIZE



A (MM) B (MM) CF

5.5 x 25 0 - 10 1.2 - 5.0 5/16 l

A (MM) B (MM) CF

5.5 x 25 10 1.0 - 3.0 5/16 l

5.5 x 35 * 20 1.0 - 3.0 5/16 l
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ROOFING AND CLADDING

CF = Zinc plated steel

CF = Zinc plated steel
* Also suitable for wood.

APPLICATION

APPLICATION

FLANGEMATE

Hexagon head drillscrew with drillpoint no. 3 and  
an integrated sealing washer under the head.

FLANGEMATE

Hexagon head drillscrew with drillpoint no. 2 and  
an integrated sealing washer under the head.

SIZE

SIZE

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment



B (MM) CF SA AB

6.5 x 19 * 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l l

6.5 x 25 * 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l l

6.5 x 32 * 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l l

6.5 x 38 * 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l l

6.5 x 45 * 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l l

6.5 x 50 * 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l l

6.5 x 64 * 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l l

6.5 x 75 * 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 90 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 100 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 115 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 125 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 150 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 175 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 200 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l 

6.5 x 220 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 240 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 260 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 280 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

6.5 x 300 0.5 - 2.0 3/8 (0377) 5/16 (0467) l l

0377/0467
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ROOFING AND CLADDING

CF = Zinc plated steel
SA = Stainless steel A2 
AB = Aluminium
* Fully threaded screw

TAPPING SCREW - TYPE A

Hexagon head self tapping screw. With any sealing washer if 
required.

SIZE

APPLICATION

				                    l With an ETA approval ETA-13/00211.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.



0378/0358

B (MM) CF SA SAX

6.3 x 19 * > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 25 * > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 32 * > 1.5 3/8 (0378) 5/16 (0358) l l l 

6.3 x 38 * > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 45 * > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 50 * > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 64 * > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 75 * > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 90 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 100 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 115 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 125 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 150 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 175 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 200 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 220 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 240 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 260 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 280 > 1.5 3/8 (0378) 5/16 (0358) l l l

6.3 x 300 > 1.5 3/8 (0378) 5/16 (0358) l l l

33

B 

0594

0595

0636

0125

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

ROOFING AND CLADDING

CF = Zinc plated steel
SA = Stainless steel A2 
SAX = Stainless steel A2*
* Fully threaded screw

APPLICATION

TAPPING SCREW - TYPE B

Hexagon head self tapping screw. 
With any sealing washer if required.

SIZE

				                    l With an ETA approval ETA-13/00211.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.



A (MM) CF BA SM

6.3 x 100 70 5/16 l

6.3 x 120 80 5/16 l

6.3 x 140 110 5/16 l

6.3 x 160 130 5/16 l

6.3 x 190 160 5/16 l

6.3 x 210 180 5/16 l

6.3 x 260 230 5/16 l

6.3 x 310 280 5/16 l

6.6 x 35 5 5/16 l l

6.6 x 45 15 5/16 l l

6.6 x 60 20 5/16 l l

6.6 x 70 30 5/16 l l

6.6 x 85 35 5/16 l l 

6.6 x 100 50 5/16 l l

6.6 x 110 60 5/16 l l

6.6 x 120 70 5/16 l l

6.6 x 130 80 5/16 l l

6.6 x 150 100 5/16 l l

6.6 x 170 120 5/16 l l

6.6 x 200 150 5/16 l l

6.6 x 220 170 5/16 l l 

6.6 x 240 190 5/16 l l

6.6 x 260 210 5/16 l l
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CF = Zinc plated steel
BA = Bi-metal A4 
SM = Stainless Marutex

APPLICTION

CONCRETE SCREW

Hexagon head concrete screw. 
With any sealing washer if required.

A=Clamp Thickness    l No approval at the moment

Also available with washer or BAZ 
washer

0420 CONCRETE DRILL

SIZE



B (MM) CF SA

5,5 x 35 2 x 1,25 5/16 l

5,5 x 42 2 x 1,25 5/16 l l

A (MM) B (MM) CF

6.3 x 55 5 4.0 - 24 5/16 l
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ROOFING AND CLADDING

CF = Zinc plated steel

CF = Zinc plated steel
SA = Stainless steel A2

APPLICATION

APPLICATION

DRILLMATE

Hexagon head drillscrew with a thread length of 27 mm 
and a drill bit length of 28 mm, a large drilling capacity.
With any sealing washer if required.

DRILLMATE

Hexagon head drillscrew, with a 16mm sealing 
washer,equipped with milling wings, for thin transparent 
sheets on wooden substructures.

SIZE

SIZE

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment



A (MM) B (MM) BI

5.5 x 100 56 - 66 2.0 - 3.0 5/16 l

6.3 x 80 66 - 76 2.0 - 3.0 5/16 l

6.3 x 90 76 - 86 2.0 - 3.0 5/16 l

6.3 x 100 86 - 96 2.0 - 3.0 5/16 l

6.3 x 110 96 - 106 2.0 - 3.0 5/16 l

6.3 x 120 106 - 116 2.0 - 3.0 5/16 l 

6.3 x 130 116 - 126 2.0 - 3.0 5/16 l

6.3 x 140 126 - 136 2.0 - 3.0 5/16 l 

6.3 x 150 136 - 146 2.0 - 3.0 5/16 l

6.3 x 160 146 - 156 2.0 - 3.0 5/16 l

6.3 x 170 156 - 166 2.0 - 3.0 5/16 l

6.3 x 180 166 - 176 2.0 - 3.0 5/16 l

6.3 x 190 176 - 186 2.0 - 3.0 5/16 l

6.3 x 200 186 - 196 2.0 - 3.0 5/16 l

36

0726

A 

B 
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ROOFING AND CLADDING

BI = Bi-metal A2

APPLICATION

DRILLMATE

Drill screw, with short drill point, for mounting profiles 
on sandwich panels.

SIZE

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment



A B C D CF SM

40 35 6,3 x 40 40 x 80 l l

50 35 6,3 x 50 40 x 80 l l

60 35 6,3 x 60 40 x 80 l l

70 65 6,3 x 40 40 x 80 l l

80 65 6,3 x 50 40 x 80 l l

90 65 6,3 x 60 40 x 80 l l

100 95 6,3 x 40 40 x 80 l l

110 95 6,3 x 50 40 x 80 l l

120 95 6,3 x 60 40 x 80 l l

130 125 6,3 x 40 40 x 80 l l

140 125 6,3 x 50 40 x 80 l l

150 125 6,3 x 60 40 x 80 l l

160 155 6,3 x 40 40 x 80 l l

170 155 6,3 x 50 40 x 80 l l

180 155 6,3 x 60 40 x 80 l l

190 185 6,3 x 40 40 x 80 l l

200 185 6,3 x 50 40 x 80 l l

210 185 6,3 x 60 40 x 80 l l

220 215 6,3 x 40 40 x 80 l l

230 215 6,3 x 50 40 x 80 l l

240 215 6,3 x 60 40 x 80 l l

0535

37

A 

D 

B 
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MEMBRANE ROOF FIXING

CF = Zinc plated steel
SM = Stainless steel  
          Marutex

APPLICATION

A=Clamping thickness     B=Lenght of tule     C=Screw dimension     D=Tule, head dimension  

PLASTIC, TULE PRESSURE DISTRIBUTION 
PLATES

Assembled with a screw for fixation on concrete, stone, 
A.C.C and wood.

MACHINE

Installation with 
a fully automatic 
machine using only 
compressed air.

Ask for information our 
technical department.



0536

A B C D CF SAX

40 35 4,8 x 40 40 x 80 l l

50 35 4,8 x 50 40 x 80 l l

60 35 4,8 x 60 40 x 80 l l

70 65 4,8 x 40 40 x 80 l l

80 65 4,8 x 50 40 x 80 l l

90 65 4,8 x 60 40 x 80 l l

100 95 4,8 x 40 40 x 80 l l

110 95 4,8 x 50 40 x 80 l l

120 95 4,8 x 60 40 x 80 l l

130 125 4,8 x 40 40 x 80 l l

140 125 4,8 x 50 40 x 80 l l

150 125 4,8 x 60 40 x 80 l l

160 155 4,8 x 40 40 x 80 l l

170 155 4,8 x 50 40 x 80 l l

180 155 4,8 x 60 40 x 80 l l

190 185 4,8 x 40 40 x 80 l l

200 185 4,8 x 50 40 x 80 l l

210 185 4,8 x 60 40 x 80 l l

220 215 4,8 x 40 40 x 80 l l

230 215 4,8 x 50 40 x 80 l l

240 215 4,8 x 60 40 x 80 l l
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MEMBRANE ROOF FIXING

APPLICATION

A=Clamping thickness     B=Length of tule     C=Screw dimension     D=Tule, head dimension  

PLASTIC, TULE PRESSURE DISTRIBUTION 
PLATES

Assembled with a screw for fixation on concrete, stone, 
A.C.C, and wood.

CF = Zinc plated steel
SAX = Stainless steel A2

MACHINE

Installation with 
a fully automatic 
machine using only 
compressed air.

Ask for information our 
technical department.



A (MM) B (MM) BI CF BA

4.8 x 20 2 2 x 1.25 TX 20 l

5.5 x 25 6 2 x 1.25 TX 25 l l l

6.3 x 22 3 2 x 1.25 TX 25 l l l

A (MM) B (MM) BI CF SAX BA

4.8 x 25  6.5 1.0 - 3.5 TX 20 l l l

4.8 x 38   18.5 1.0 - 3.5 TX 20 l l l

5.5 x 25 6.5 1.0 - 3.5 TX 25 l l l l

0300

0302
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B 
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B 
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12 mm
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ROOFING AND CLADDING

TRUSSHEAD

Pan head drillscrew, with head diameter of 12 mm, 
reduced drillpoint. With any sealing washer if required.

TRUSSHEAD

Pan head drillscrew, head diameter 12 mm, 
drillpoint no. 2. With any sealing washer if required.

APPLICATION

APPLICATION

BI = Bi-metal A2
CF = Zinc plated steel 
BA = Bi-metal A4

BI = Bi-metal A2
CF = Zinc plated steel
SAX = Stainless steel A2 *
BA = Bi-metal A4

SIZE

SIZE

				                    l With an ETA approval ETA-10/0020.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.



A (MM) B (MM) BI CF BA

5.5 x 40 1 4.0 - 12.5 TX 25 l

A (MM) B (MM) BI CF BA

5.5 x 25 3 1.2 - 6.0 TX 25 l l

5.5 x 38 16 1.2 - 6.0 TX 25 l l

5.5 x 50 28 1.2 - 6.0 TX 25 l l

0303

0305

40

A 

B 

A 

B 

3,15 mm

3,15 mm

12 mm

12 mm
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ROOFING AND CLADDING

TRUSSHEAD

Pan head drillscrew, head diameter 12 mm, 
drillpoint no. 3. With any sealing washer if required.

TRUSSHEAD

Pan head drillscrew, head diameter 12 mm, 
drillpoint no. 5. With any sealing washer if required.

APPLICATION

APPLICATION

BI = Bi-metal A2
CF = Zinc plated steel
BA = Bi-metal A4

BI = Bi-metal A2
CF = Zinc plated steel
BA = Bi-metal A4

SIZE

SIZE

				                    l With an ETA approval ETA-10/0020.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.



0301

B (MM) BI CF SAX

4.8 x 28 2 x 1.25 TX 20 l l l

4.8 x 35 2 x 1.25 TX 20 l l l

4.8 x 60 2 x 1.25 TX 20 l

4.8 x 70 2 x 1.25 TX 20 l

5.5 x 35 2 x 1.25 TX 25 l l

A (MM) B (MM) SA BI SB

4.8 x 28 12 1.0 - 3.0 TX 20 l l l

5.5 x 25 12 2.0 - 3.0 TX 20 l

5.5 x 29 12 1.0 - 3.0 TX 20 l

0707

41

BY IPEX

B 

B 

A 

2,5 mm

2,5 mm

4.8 = 12 mm
5.5 = 16 mm

12 mm

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

ROOFING AND CLADDING

TRUSSHEAD

Pan head drillscrew, head diameter 12 mm, 
reduced drillpoint. With any sealing washer if required.

DRILLSCREW 

For mounting facade cladding on the underlying 
construction. The head can be powder-coated in 
the colour of the cladding. With any sealing washer if required.

APPLICATION

APPLICATION

BI = Bi-metal A2
CF = Zinc plated steel
SAX = Stainless steel A2* 

SA = Stainless steel A2 
BI = Bi-metal A2
SB = Stainless steel A4

SIZE

SIZE

		                              l With an ETA approval.

A=Clamp Thickness      B=Drilling capacity      l No approval at the moment.

0521 - FASTENING METHOD B002 - Page.103



SA SB

4.8 x 20 TX 20 l

4.8 x 25 TX 20 l

4.8 x 32 TX 20 l

4.8 x 38 TX 20 l l

4.8 x 45 TX 20 l

4.8 x 60 TX 20 l

5.5 x 38 TX 25 l l

0390

A (MM) B (MM) BI SAX BA

4.2 x 32 1 2 x 1.25 TX 20 l l

42

2,5 mm

SB

5,5 x 38 TX 25 l

0483

2,5 mm

0363

B 

3 mm

8,2 mm

12 mm

15 mm

A 
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ROOFING AND CLADDING

				        lApproval document is available (Gutachtliche Stellungnahme)

       A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

TRUSSHEAD

Spherical head drilling screw, with a head diameter of 
8.2mm,reduced drill point. 
With any sealing washer if required.

TRUSSHEAD

Low head wood screw with a head diameter of 12mm 
and double thread With any sealing washer if required.

TRUSSHEAD

Low head wood screw with a head diameter of 15mm 
and double thread. With any sealing washer if required.

APPLICATION

APPLICATION

APPLICATION

SA = Stainless steel A2
SB = Stainless steel A4

SB = Stainless steel A4

SIZE

SIZE

SIZE

BI = Bi-metal A2
SAX = Stainless steel A2 *
BA = Bi-metal A4



A (MM) B (MM) SA

5.5 x 50 14 1.0 - 3.5 TX 20 l

SB

4.8 x 30 TX 20 l

43

0810

0824

2,5 mm

2,1 mm

16 mm

16 mm
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0521 - FASTENING METHOD B002 - Page.103

0521 - FASTENING METHOD B002 - Page.103

BY IPEX

BY IPEX

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

FACADE SHEET SCREW

Facade sheet screw, for mounting on wood with 16mm 
head, to be used with 0521 sleeves.

FACADE SHEET SCREW

Facade sheet screw, for mounting on wood with 16mm 
head, to be used with 0521 sleeves.

APPLICATION

APPLICATION

SIZE

SIZE

SB = Stainless steel A4

SA = Stainless steel A2

ROOFING AND CLADDING



SA

4.8 x 40 TX 20 l

44

SA

5.0 x 4,0 TX 20 l

0499

2,5 mm

0365

2,3 mm

11,5 mm

9,5 mm
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ROOFING AND CLADDING

ETER - BACKER HD SCREW

Wood screw, for fastening eterbacker to wood.

TRUSSHEAD

Low-head wood drilling screw with reaming wings.
With any sealing washer if required.

APPLICATION

APPLICATION

SA = Stainless steel A2

SA = Stainless steel A2

SIZE

SIZE

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment



SA

4.8 x 40 TX 20 l

A (MM) B (MM) BI

4.8 x 30 8 1.5 - 3 TX 20 l

45
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A 

0733

0734

12 mm

12 mm

2,5 mm

2,5 mm
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ROOFING AND CLADDING

TRUSSHEAD

Pan head wooddrill wingscrew. 
With any sealing washer if required.

WING DRILLING SCREW

Wing drilling screw for mounting facade panels, fibre 
cement, pressed mineral panels on aluminium or steel 
sub-framing. The wings break off on contact with steel. 

APPLICATION

APPLICATION

SA = Stainless steel A2

BI = Bi-metal A2

SIZE

SIZE

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment



SA SB

4.5 x 25 TX 20 l l

4.5 x 35 TX 20 l l

0317

SA

4,2 x 25 TX 20 l

46

0465

Approved by:

2,8 mm

1,65 mm

11 mm

9,8 mm
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TRUSSHEAD

Pan head woodscrew. 
With any sealing washer if required.

TRUSSHEAD

Pan head woodscrew.
With any sealing washer if required.

APPLICATION

APPLICATION

SA = Stainless steel A2
SB = Stainless steel A4

SA = Stainless steel A2

SIZE

SIZE

ROOFING AND CLADDING

				        lApproval document is available (Gutachtliche Stellungnahme)

       A=Clamp Thickness    B=Drilling capacity    l No approval at the moment



SA

4,2 x 30 TX 15 l

0155

SA

4.2 x 25 TX 15 l

4.2 x 30 TX 15 l

4.2 x 40 TX 15 l

47

0318

1,4 mm

10 mm
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ROOFING AND CLADDING

TRUSSHEAD

Low profile pan head.
With any sealing washer if required.

CEDRAL CLICK FIXING SET

0155 - Stainless steel clamp		  100 pcs.
0318 - Stainless steel screw   4,2 x 30	 100 pcs.
0000 - TX powderdrive bit TX 15		      1 pcs.

APPLICATION

APPLICATION

SA = Stainless steel A2

SA = Stainless steel A2

SIZE

SIZE

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment



A (MM) B (MM) BI SAX SN

4.2 x 32 0 - 22 0,8 - 1,5 TX 20 l l l

48

B 

A 

SA SB

4.2 x 45 TX 20 l l

0345

0346

8,1 mm

7,2 mm
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ROOFING AND CLADDING

SIDING SCREW

Self-drilling countersunk screw for mounting facade 
cladding on wooden sub-frameworks.

SIDING SCREW

Self-drilling countersunk screw for mounting facade 
cladding on metal profiles.

TOEPASSINGEN

TOEPASSINGEN

SA = Stainless steel A2
SB = Stainless steel A4

BI = Bi-metal A2
SAX = Stainless steel A2*
SN = Stainless steel 410

SIZE

SIZE

APPLICATION

APPLICATION

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment



A (MM) B (MM) SN

5.5 x 45 15 - 32 0,5 - 0,8 TX 20 l

0714

49

B 

A 

0825

1,4 mm

10 mm

10,1 mm
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A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

ROOFING AND CLADDING

DRILLING SCREW

Self-drilling screw with low spherical head, for mounting 
facade cladding on wooden battens.

SELF PIERCING SCREW

Self piercing screw, for mounting wooden battens on 
outer shell of steel sandwich panels.

TOEPASSINGEN

TOEPASSINGEN

SA = Stainless steel A2

SN = Stainless steel 410

APPLICATION

APPLICATION

SA

4.2 x 40 TX 15 l

SIZE

SIZE



A (MM) B (MM) BI SA

4.2 x 28 0 - 12 0,8 - 1,5 TX 15 l l

4.8 x 28 0 - 12 0,8 - 1,5 TX 15 l l

A (MM) B (MM) SN BI

4.2 x 30 6 - 12 0,8 - 1,5 TX 20 l l

A (MM) B (MM) BI

4.2 x 30 6 - 12 0,8 - 1,5 TX 20 l

50

B 

B 

A 

A 

0806

0809

0808

B 

A 

8,9 mm

8,9 mm

9,5 mm
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A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

ROOFING AND CLADDING

DRILLMATE

Self-drilling countersunk screw for mounting facade 
cladding on aluminium or steel profiles.

DRILLMATE

Self-drilling screw, with countersunk head, for mounting
of facade cladding on aluminium or steel profiles.

DRILLMATE

Self-drilling screw, with very low head, for
mounting of facade cladding on aluminium or steel
profiles.

TOEPASSINGEN

TOEPASSINGEN

TOEPASSINGEN

BI = Bi-metal A2

SN = Stainless steel 410
BI = Bi-metal A2

BI = Bi-metal A2 
SA = Stainless steel A2

SIZE

SIZE

SIZE

APPLICATION

APPLICATION

APPLICATION



SA SB

4.2 x 45 TX 20 l l

4.2 x 55 TX 20 l l

SA SB

2.1 x 27 l l

2.5 x 30 l l

2.5 x 40 l l

2.5 x 50 l l

2.9 x 25 * l l

2.9 x 32 * l

2.9 x 40 * l

2.9 x 50 * l

2.9 x 65 * l

51

Approved by:

0347

0381

3 mm

8,5 mm
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ROOFING AND CLADDING

SIDING SCREW

Self-drilling pan head screw for mounting sidings on 
wooden substructures.

COLOUR-NAIL ®

Coloured nail for mounting the facade panel on wood. 
Available per 200 pieces on tape / in box.

APPLICATION

APPLICATION

SA = Stainless steel A2
SB = Stainless steel A4

SA = Stainless steel A2
SB = Stainless steel A4

SIZE

SIZE

				        lApproval document is available (Gutachtliche Stellungnahme)

       A=Clamp Thickness    B=Drilling capacity    l No approval at the moment



52

A (MM) BE SA

3.2 x 10 5.0 - 7.0 8 l l

4.0 x 10 1.0 - 6.0 8 l l

4.0 x 12 1.0 - 6.0 8 l l

4.8 x 10 2.0 - 6.0 9,5 l l

4.8 x 12 4.0 - 8.0 9,5 l l

4.8 x 15 8.0 - 11.0 9,5 l l

4.8 x 18 10.0 - 14.0 9,5 l l

4.8 x 20 12.0 - 16.0 9,5 l l

4.8 x 24 14.0 - 20.0 9,5 l l

A (MM) BE SA

4.0 x 18 10.0 - 14.0 15 l l

4.8 x 18 10.0 - 14.0 14 l

4.8 x 22 14.0 - 18.0 14 l

4.8 x 24 14.0 - 18.0 14 l

5.0 x 12 4.0 -  8.0 11 l

5.0 x 14 6.0 - 10.0 11 l

5.0 x 12 4.0 -  8.0 14 l l

5.0 x 14 6.0 - 10.0 14 l l

5.0 x 18 10.0 - 14.0 14 l l

5.0 x 20 12.0 - 16.0 14 l l

5.0 x 22 14.0 - 18.0 14 l l

5.0 x 12 4.0 -   8.0 16 l l

5.0 x 14 6.0 -   10.0 16 l l

5.0 x 18 10.0 - 14.0 16 l l

5.0 x 22 14.0 - 18.0 16 l l

A 

A 

0105

0106
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BE = Alu / RVS A2
SA = RVS A2 / RVS A2 

BE = Alu / RVS A2
SA = RVS A2 / RVS A2 

COLOUR-RIVET ®

Colour-rivet with powderpainted head.

COLOUR-RIVET ®

Colour-rivet with powderpainted head.

* Steel drill bits available in various diameters.

* Steel drill bits available in various diameters.

APPLICATION

APPLICATION

SIZE

SIZE HEAD Ø (MM)

HEAD Ø (MM)

				      lApproval document is available (Gutachtliche Stellungnahme)
   A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

ROOFING AND CLADDING

FOR ALL OUR OTHER 
RIVETS SEE PAGE.201
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11 mm

13 mm

L

BY IPEX

0521
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APPLICATION

FASTENING METHOD B002 - PAGE 103

ID (MM) OD (MM) L (MM) PLATE TYPE

4.1 9.5 6.0 Textura / Natura

4.8 9.0 8.0

5.1 8.0 10.5 OR

5.1 8.0 11.1

5.1 9.5 6.0 Textura / Natura

6.0 8.0 11.1 Operal

6.5 7.5 20.0

8.2 11.0 10.0

Green Slide 11.0 4.0 ACP

Green Slide 11.0 6.0 ACP

Green Slide 11.0 8.0 ACP

Red Fix 11.0 4.0 ACP

Red Fix 11.0 6.0 ACP

Red Fix 11.0 8.0 ACP

CENTER EN DISTANCE TUBES

Center tube: for creating a fixed point in the facade plate.

Distance tube: prevents from denting the facade plate.

The Slide Tube (green) ensures that the panel/structure has 
room to expand.

The Fix Tube (red) serves to fix the panel and hold it in place.

Material:		  Stainless steel A2
		  EPDM/plastic
Surface: 		  smooth

ROOFING AND CLADDING
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0516

0136
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CENTER DRILL SET

For centric drilling of fixation holes through cladding material in 
to the substructure, for blindrivet fixation. In case of expending 
materials a tension free fixation is created.

The set is packed in a plastic case and is suitable for:

Blindrivet body diameter 4,0 mm.
Blindrivet body diameter 5,0 mm.

Base hole 8,5 mm
Base hole 10,0 mm
Base hole 12,5 mm

Note: Follow the installation guidelines of the panel 
manufacturer. 

NOSEPIECE 

Intended for mounting blind rivets tension-free to prevent the 
facade plate from denting. In addition, this type of mounting 
allows for thermal operation. 

Suitable up to head size 16 mm. 

INDUSTRY

APPLICATION

APPLICATION

BLINDRIVET “BATTERY TOOL”

Blindrivet tool can be used with nosepiece 0136 for fast blin-
drivet 
installation suitable for body diameter 3.0 tot 6.5 mm. 

Blindrivet battery tool in metal case with battery charcher and 
a 14 Volt battery. 2,8 AhP.

“Battery tool”



A (MM) B (MM)

6,5 36 3055

8,5 36 3055

10,5 36 3055

A (MM) B (MM)

6,5 35 3055

8,5 35 3055

10,5 35 3055

A (MM) B (MM)

12 40 3055

25 40 3055

0206

0201

0202
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ALUMINIUM FAÇADE PROFILES

APPLICATION

APPLICATION

APPLICATION

ALUMINIUM EXTERNAL CORNER PROFILE 

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

ALUMINIUM EXTERNAL CORNER PROFILE 

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

ALUMINIUM EXTERNAL CORNER PROFILE 

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

LENGTH (MM)

LENGTH (MM)

LENGTH (MM)

Also for use with ROCKPANEL E

Also for use with ROCKPANEL D



0232

0231

0237

A (MM) B (MM)

30 22 3055

A (MM) B (MM)

12 35 3000

20 35 3000

30 40 3055

A (MM) B (MM)

12 35 3000

20 35 3000

30 40 3055
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ALUMINIUM FAÇADE PROFILES

APPLICATION

APPLICATION

APPLICATION

ALUMINIUM EXTERNAL CORNER PROFILE  

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

ALUMINIUM EXTERNAL CORNER PROFILE

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

ALUMINIUM JOINT PROFILE 

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

LENGTH (MM)

LENGTH (MM)

LENGTH (MM)

Also for use with ROCKPANEL G



A (MM) B (MM)

6,5 11,9 3055

8,5 11,9 3055

10,5 11,9 3055

20 10 3000

27 10 3000

A (MM) B (MM)

6,5 30 3055

8,5 30 3055

10,5 30 3055

A (MM) B (MM)

6,5 30 3055

8,5 30 3055

10,5 30 3055

0204

0200

0210
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B 
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ALUMINIUM FAÇADE PROFILES

APPLICATION

APPLICATION

APPLICATION

ALUMINIUM EDGE PROFILE

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

ALUMINIUM JOINT PROFILE

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

ALUMINIUM JOINT PROFILE

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

LENGTH (MM)

LENGTH (MM)

LENGTH (MM)

Also for use with ROCKPANEL H

Also for use with ROCKPANEL A

Also for use with ROCKPANEL F



A (MM) B (MM) C (MM) D (MM)

10 27 17,5 45 3000 (3055)

A (MM) B (MM) C (MM)

3 62 6 3055

A (MM) B (MM) C (MM

5 69 7 3055

0263

0212

0209
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C 
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ALUMINIUM FAÇADE PROFILES

TOEPASSINGEN

TOEPASSINGEN

TOEPASSINGEN

ALUMINIUM EDGE PROFILE

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

ALUMINIUM JOINT PROFILE

Material: 	 aluminium. 
Surface finish: 	 anodised or powder-coated. 

ALUMINIUM JOINT PROFILE

Material: 	 aluminium. 
Surface finish: 	 anodised black or powder-coated. 

APPLICATION

APPLICATION

APPLICATION

LENGTH (MM)

LENGTH (MM)

LENGTH (MM)



A (MM) B (MM) C (MM

3 30 5 3055

A (MM) B (MM)

6,5 17 3055

8,5 17 3055

10,5 17 3055

0208

0226

59

A B 

C 

A 

B 
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ALUMINIUM FAÇADE PROFILES

APPLICATION

APPLICATION

ALUMINIUM JOINT PROFILE   

Material: 	 aluminium. 
Surface finish: 	 anodised  or powder-coated. 

ALUMINIUM JOINT PROFILE  

Material: 	 aluminium. 
Surface finish: 	 anodised black or powder-coated. 

LENGTH (MM)

LENGTH (MM)

Also for use with ROCKPANEL B

Also for use with ROCKPANEL C



A (MM) B (MM) C (MM

10 25 30 3000

A (MM) B (MM)

25 30 3000

22 28 3000

A (MM) B (MM)

20 35 3000

25 35 3000

30 35 3000

0199

0196

0198

60

A 

B 

C 
A 

B 

B 

A 
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ALUMINIUM FAÇADE PROFILES

APPLICATION

APPLICATION

APPLICATION

ALUMINIUM EXTERNAL SYMMETRIC
CORNER PROFILE
Material: 	 aluminium. 
Surface finish: 	 plain or powder-coated. 

ALUMINIUM EXTERNAL A-SYMMETRIC
CORNER PROFILE
Material: 	 aluminium. 
Surface finish: 	 plain or powder-coated. 

ALUMINIUM INTERNAL 
CORNER PROFILE 
Material: 	 aluminium. 
Surface finish: 	 plain or powder-coated. 

LENGTH (MM)

LENGTH (MM)

LENGTH (MM)



A (MM) B (MM) C (MM)

15 40 7.5 3055

15 40 8.0 3055

15 40 15.0 3055

A (MM) B (MM)

30 20 3000

30 30 3000

30 40 3000

30 50 3000

30 70 3000

30 100 3000

A (MM) B C (MM

30 94° 5 3055

0207

0214

0223

61

A 

B 

A 

C 

B 

A 

C 

B 
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ALUMINIUM FAÇADE PROFILES

LENGTH (MM)

LENGTH (MM)

LENGTH (MM)

APPLICATION

APPLICATION

APPLICATION

ALUMINIUM START PROFILE  

Material: 	 aluminium. 
Surface finish: 	 plain or powder-coated. 

ALUMINIUM START PROFILE 

Material: 	 aluminium. 
Surface finish: 	 plain or powder-coated. 

ALUMINIUM VENTILATION PROFILE 

Material: 	 aluminium. 
Surface finish: 	 plain or powder-coated. 
*Fully perforated

Also for use with ROCKPANEL K



0213

0211

A (MM) B (MM)

11,5 9,5 3055

A (MM) B (MM)

15 11 3055

A (MM) B (MM) C (DIAMETER MM)

10 25 5.1 30

0552

62

B 
A 

B 

A 

A 

B C 
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ALUMINIUM FAÇADE PROFILES

APPLICATION

APPLICATION

APPLICATION

ALUMINIUM TOP DRIP PROFILE   

Material: 	 aluminium. 
Surface finish: 	 anodized or powder-coated. 

ALUMINIUM DRIP PROFILE  

Material: 	 aluminium. 
Surface finish: 	 anodized or powder-coated. 

ALUMINIUM VENTILATION PROFILE 

Material: 	 aluminium. 
Surface finish: 	 plain or powder-coated. 

LENGTH (MM)

LENGTH (MM)

LENGTH (MM)

Also for use with ROCKPANEL J

Also for use with ROCKPANEL I



0699

A (MM) B (MM)

33 44 3055

63

0696

0697

A (MM) B (MM) C

30 70 110° 3000

30 100 110° 3000

30 130 110° 3000

30 160 110° 3000

30 190 110° 3000

30 220 110° 3000

A (MM) B (MM)

21 70 3000

21 100 3000

21 130 3000

21 160 3000

21 190 3000

21 220 3000

A 

B 

C 

A 

B

A 

B 
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APPLICATION

APPLICATION

APPLICATION

VENTILATIE START PROFILE 

Material: 	 aluminium. 
Surface finish: 	 anodized or powder-coated. 

LENGTH (MM)

LENGTH (MM)

LENGTH (MM)

ALUMINIUM CONNECTOR PROFILE  
AE 17/100 x 3.000 mm - PP 
Material: 	 aluminium. 
Surface finish: 	 powder-coated. 

ALUMINIUM DRIP PROFILE  
AE 30/100 x 3.000 mm - PP 
Material: 	 aluminium. 
Surface finish: 	 powder-coated. 

ALUMINIUM FAÇADE PROFILES



A (MM) B (MM)

40 2 3000

A (MM) B (MM)

55 70 3000

55 100 3000

55 130 3000

55 160 3000

55 190 3000

55 210 3000

64

0713

0187 

B 

A 

A 

B 
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APPLICATION

APPLICATION

ALUMINIUM HORIZONTAL
WINDOWPROFILE
AE 40/20 X 3.000MM - PP
Material: 	 aluminium. 
Surface finish: 	 powder-coated. 

ALUMINIUM CONNECTOR PROFILE
AE 40/20 X 3.000MM - PP
Material: 	 aluminium. 
Surface finish: 	 powder-coated. 

LENGTH (MM)

LENGTH (MM)

ALUMINIUM FAÇADE PROFILES



A (MM) B (MM)

57.5 15.7 3000

A (MM) B (MM)

20 50,5 6000

40 50,5 6000

0737

0218 / 0219

65

A 

B 

A 

B 
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ALUMINIUM FAÇADE PROFILES

APPLICATION

APPLICATION

ALUMINIUM WINDOW LINTEL PROFILE 

Material: 	 aluminium. 
Surface finish: 	 powder-coated. 

ALUMINIUM CLAMP PROFILE 
WITH COVER PROFILE

0218: clamp profile with EPDM seal.
0219: cover profile, Annodized, 
          powderpainting on request.

LENGTH MM)

LENGTH MM)



A (MM) B (MM)

1,5 36 50

1,5 45 50

1,5 60 50

1,5 100 50

A (MM) B (MM)

1,5 45 25

1,5 60 25

1,5 100 25

A (MM) B (MM)

1,2 36 50

1,2 45 50

1,2 60 50

A (MM) B (MM)

1,2 36 25

1,2 45 25

1,2 60 25

0217

0216

66

A 

B 

A 

B 

0216 FSA

0217 FSA
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EPDM JOINT PROFILES

APPLICATION

APPLICATION

EPDM JOINT PROFILE

EPDM joint profile, e.g. for Rockpanel facade cladding. 
Also available in FSA (fully self-adhesive).

EPDM JOINT PROFILE

EPDM joint profile, e.g. for Rockpanel facade cladding. 
Also available in FSA (fully self-adhesive)

LENGTH (M)

LENGTH (M)

LENGTH (M)

LENGTH (M)



A (MM) B (MM)

1 30 50

A (MM) B (MM)

1 30 50
A (MM) B (MM)

1 90 50

A (MM) B (MM)

1 90 25

A (MM) B (MM)

1 30 25

A (MM) B (MM)

1,2 100 50

0222

A (MM) B (MM)

1,2 100 25

67

0178

0177

0222 FSA

0178 FSA

0177 FSA

A 

B 

A 

B 

A 

B 
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APPLICATION

APPLICATION

APPLICATION

EPDM JOINT PROFILE

EPDM joint profile, e.g. for Eternit, Trespa, Steni, 
Cembrit cladding. Also available in FSA (fully self-adhesive).

EPDM JOINT PROFILE

EPDM joint profile, e.g. for Eternit, Trespa, Steni, 
Cembrit cladding. Also available in FSA (fully self-adhesive).

EPDM JOINT TAPE

EPDM joint profile, e.g. for Eternit, Trespa, Steni, 
Cembrit cladding. Also available in FSA (fully self-adhesive).

LENGTH (M)

LENGTH (M)

LENGTH (M)

LENGTH (M)

LENGTH (M)

LENGTH (M)

EPDM JOINT PROFILES



0224

0225 / 0175

A (MM) B (MM)

3 36 25

3 60 25

3 100 25

68

A 

B 

A 

B 

0225

0175
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EPDM JOINT TAPE 

EPDM JOINT FOAM TAPE

Self adhesive EPDM joint foam tape.

EPDM JOINT TAPE

0225 - EPDM joint profile, e.g. for Eternit, Trespa, Steni, 
Cembrit cladding. Also available in FSA (fully self-adhesive).
0175 - self adhesive EPDM flat tape with acryl backing.

Other dimensions available on request.
For butyl backing see 0143 I-Stick.

Other dimensions available on request.

LENGTH (M)

APPLICATION

APPLICATION

A (MM) B (MM) LENGTH(M)

0,8 or 1,2 25 25
0,8 or 1,2 36 25
0,8 or 1,2 45 25
0,8 or 1,2 60 25
0,8 or 1,2 70 25
0,8 or 1,2 90 25
0,8 or 1,2 100 25
0,8 or 1,2 110 25
0,8 or 1,2 150 25
0,8 or 1,2 180 25
0,8 or 1,2 200 25
0,8 or 1,2 250 25
0,8 or 1,2 300 25



SEALANTS

More information? 

Contact us at: sales@ipex-group.com 

Or visit our website.

w w w. i p e x - g r o u p . c o m
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IPEX NEDERLAND BV

Pb 82 - 7468 ZH
Enter / the Netherlands
	 +31 (0) 547 384635 
	 +31 (0) 547 384637
	 info@ipex-group.com
	 www.ipex-group.com
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BL BM BN

10 l l

12 l l l

14 l l l

16 l l l

19 l l l

22 l l l

25 l l

29 l l l

38 l l

45 l l

70 l l

0101

0104

0124
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SEALANTS

APPLICATION

APPLICATION

APPLICATION

lNo approval at the moment

SEALING WASHER

Sealing washer with high quality bonded EPDM.

EPDM NUT

EPDM Plug with a stainless steel A2 bolt, for mounting on 
soft sheet materials. Also provides a watertight fastening. 

BAZ WASHER

EPDM bonded sealing washer with stainless steel
presswasher for fixing on corrugated sheets.

BL = Verzinkt staal / EPDM   
BM = RVS A2 / EPDM  
BN = Aluminium / EPDM

SIZE

6.3 x 22

For plastic / polycarbonate sheets we supply “mushroom“
washer 6,8 x 25 mm, with a stainless pressure washer.

SIZE DIAMETER (MM) CLAMPING THICKNESS (MM)

M5 x 25 10 14
M5 x 38 10 27
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0125

B 

A 
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TYPE A (MM) B (MM) ANGLE

001 30 20 35°
002 30 24 31°
003 30 24 30°
004 40 20 23°
005 40 40 45°
006 40 40 34°
007 40 40 34°
008 32 34 23°
009 32 40 17°
010 40 25 27°
011 50 25 27°
012 40 23 30°
013 40 23 30°
014 32 40 24°
015 40 57 22°
016 45 54 32°
017 40 30 29°
018 40 48 40°
019 35 33 38°
020 40 26 40°
021 30 20 16°

STORM WASHERS TRAPEZIUM

Aluminium with bonded high quality EPDM or 
moss rubber sealing for crown-fixing of profiled sheets. 

SEALANTS

APPLICATION

*Refer to storm washer selection guide which 
storm washer is applicable to each profile.

0125 & 0126 storm 
washers are applicable 
with:

0321 DRILLMATE

0323 DRILLMATE

0325 DRILLMATE

0356 BETONSCHROEF

*

*
*

*

*

*

*
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0126

A 
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TYPE A (MM) RADIUS (MM)

001 ( 25 x 25 ) 25 24
002 ( 40 x 40 ) 40 24
003 45 48
004 40 43

STORM WASHERS FOR 
CORRUGATED SHEETS

Aluminium with bonded high quality EPDM or moss 
rubber sealing for crown-fixing of corrugated sheets.

APPLICATION

0125 & 0126 storm 
washers are applicable 
with:

0321 DRILLMATE

0323 DRILLMATE

0325 DRILLMATE

0356 BETONSCHROEF

SEALANTS
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Alcan Welle 18/76 0125 - 06 40 34°
Alcan 30/153 0125 - 12 23 30°
Alcan 20/125 0125 - 06 40 43°
Alcan 40/167 0125 - 08 34 23°
Alubel Alutech 60 0125 - 10 25 27°
Alubel alubel 28 0125 - 06 40 34°
Alubel alubel 40 0125 - 06 40 34°
Alubel alubel 44 0125 - 17 30 29°
Aluform Wellprofil 18/76 0126 - 01 / 02  W 24
Aluform Aluform 29/124 0125 - 01 20 35°
Aluform Aluform 30/153 0125 - 12 23 30°
Aluform Aluform 20/125 0125 - 06 41 32°
Aluform Aluform 40/167 0125 - 08 34 23°
Aluform Aluform 45/150 0125 - 10 25 27°
Aluform Alutherm DT 900 0125 - 10 25 27°
Aluform Aluform 45/200 0125 - 14 40 24°
Aluform Wellprofil  55/177 0126 - 03  W 48
Aluform Alutherm DT 1000 0125 - 06 40 34°
Aluform Aluform 42/250 0125 - 17 30 29°
Aluform Welle 35/137 0126 - 27/111  R 33
Arcelor EKI, PAB,Haironville, Arval Welle 18/76 0126 - 01 / 02  W 24
Arcelor EKI, PAB,Haironville, Arval 59/210 0125 - 10 26 15°
Arcelor EKI, PAB,Haironville, Arval 8.125.25 T 0125 - 20 28 52°
Arcelor EKI, PAB,Haironville, Arval Ondatherm 1040TS 0125 - 12 23 30°
Arcelor EKI, PAB,Haironville, Arval Ondatherm 1050TS 0125 - 04 20 23°
Arcelor EKI, PAB,Haironville, Arval Ondatherm 1000 TL 0125 - 12 23 30°
Arcelor EKI, PAB,Haironville, Arval 35/207 0125 - 06 40 34°
Arcelor EKI, PAB,Haironville, Arval 77/301 0125 - 06 40 34°
Arcelor EKI, PAB,Haironville, Arval 85/325 0125 - 06 40 34°
Arcelor EKI, PAB,Haironville, Arval AL 42/333 S 0125 - 19 34 23°
Arcelor EKI, PAB,Haironville, Arval 106/250 0125 - 09 41 17°
Arcelor EKI, PAB,Haironville, Arval 40/183 ; 183 SR 0125 - 09 41 17°
Arcelor EKI, PAB,Haironville, Arval A 40/183 0125 - 09 41 17°
Arcelor EKI, PAB,Haironville, Arval AL 40/183 0125 - 09 41 17°
Arcelor EKI, PAB,Haironville, Arval AL 40/183 0125 - 09 41 17°
Arcelor EKI, PAB,Haironville, Arval B  35/207 0125 - 09 41 17°
Arcelor EKI, PAB,Haironville, Arval 85/280 0125 - 06 40 34°

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

STORM WASHER SELECTION GUIDE
The fo l lowing storm washer that  we of fer  can be used wi th these prof i les

MANUFACTURER COMPANY PROFILE NAME TYPE IPEX /TOP / ANGLE DEGREES
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Arcelor EKI, PAB,Haironville, Arval 95/305 0125 - 06 40 39°
Arcelor EKI, PAB,Haironville, Arval AL 34/207 0125 - 06 40 34°
Arcelor EKI, PAB,Haironville, Arval 37/193 E ( Edelstahl ) 0125 - 10 25 27°
Arcelor EKI, PAB,Haironville, Arval 39/333 0125 - 10 25 27°
Arcelor EKI, PAB,Haironville, Arval Agratherm 1001TS 0125 - 10 25 27°
Arcelor EKI, PAB,Haironville, Arval AL 45/150 0125 - 10 25 27°
Arcelor EKI, PAB,Haironville, Arval Al 45/150;150S 0125 - 10 25 27°
Arcelor EKI, PAB,Haironville, Arval Ondafibre 3005T 0125 - 10 25 27°
Arcelor EKI, PAB,Haironville, Arval Ondatherm 1001 TS 0125 - 10 25 27°
Arcelor EKI, PAB,Haironville, Arval 100/275 0125 - 14 40 24°
Arcelor EKI, PAB,Haironville, Arval 105/345 0125 - 14 40 24°
Arcelor EKI, PAB,Haironville, Arval AM 100 0125 - 14 40 24°
Arcelor EKI, PAB,Haironville, Arval 32/207T 0125 - 19 33 48°
Arcelor EKI, PAB,Haironville, Arval TS 1040 0125 - 12 23 30°
Arcelor EKI, PAB,Haironville, Arval Wellprofil 43/180 0126 - 03 W 48
Arcelor EKI, PAB,Haironville, Arval 44/180 0125 - 16 54 32°
Arcelor EKI, PAB,Haironville, Arval HP 41/160 0125 - 16 50 36°
Arcelor EKI, PAB,Haironville, Arval CHANTILLY 40/180 T 0125 - 16 50 36°
Arcelor EKI, PAB,Haironville, Arval 35/200 0125 - 06 40 34°
Arcelor EKI, PAB,Haironville, Arval 35/206 0125 - 06 40 34°
Arcelor EKI, PAB,Haironville, Arval A 35/207 0125 - 19 33 48°
Arcelor EKI, PAB,Haironville, Arval 42/333 T 0125 - 17 30 29°
Arcelor EKI, PAB,Haironville, Arval Hacierco3.333.39.T 0125 - 12 23 30°
Arcelor EKI, PAB,Haironville, Arval Hacierco 37.250.1000 0125 - 04 23 23°
Bieber 20/125 0125 - 06 40 34°
Bieber 35/207 0125 - 06 40 34°
Bieber 80/307 0125 - 06 40 34°
Bieber 89/305 0125 - 06 40 34°
Bieber 106/250 0125 - 09 41 17°
Bieber 110/333 0125 - 09 41 17°
Bieber 40/183;183S 0125 - 09 41 17°
Bieber 50/250 0125 - 06 40 34°
Bieber 100/275 0125 - 14 40 24°
Bieber 58/31 5K 0125 - 16 50 36°
Brucha 122;142;161;182;202 0125 - 21 26 15°
Brucha DP 72, 82; 92 ;102; 122; 142 0125 - 21 26 15°
CSB CSB 35 0125 - 06 40 34°
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STORM WASHER SELECTION GUIDE
The fo l lowing storm washer that  we of fer  can be used wi th these prof i les

MANUFACTURER COMPANY PROFILE NAME TYPE IPEX /TOP / ANGLE DEGREES
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CSB CSB 40 0125 - 09 41 17°
Dansk Profile DP Sinus 18/76 0126 - 01 / 02 W 24
Dansk Profile 35/115 0125 - 06 40 34°
Dansk Profile DP 20/35 0125 - 06 40 34°
Dansk Profile DP 20/100 0125 - 20 26 50°
Dansk Profile DP Sinus 35/143 0126 R33
Dansk Profile DP Sinus Variant 35/143 0126 R33
DS Stahlprofil DS Sinus 35/143 0126 R33
DS Stahlprofil Siscoroof 4G 0125 - 21 21 16°
DS Stahlprofil Siscotec Roof 4G 0125 - 21 21 16°
DS Stahlprofil DS 22/270 0125 - 17 30 29°
DS Stahlprofil DS 35/190 0125 - 06 40 34°
DS Stahlprofil DS 35/206 0125 - 06 40 34°
DS Stahlprofil DS Sinus 18-75 0126 R 18
DS Stahlprofil DS Sinus 35-143 0126 R 33
DS Stahlprofil DS 42/337 0125 - 17 30 29°
DS stahlprofil DS 45/333-S 0125 - 01 20 35°
DS Stahlprofil DSTP20-115 0125 - 02 26 35
EMS PB 5 60; 80; 100; 120 0125 - 06 40 34°
EMS PB 6 78; 98; 118 0125 - 06 40 34°
Eternit Welle 8 0126 R 33
Falk Dak 1000 TR 0125 - 16 50 36°
Falk Dak 1100 TR 3+ 0125 - 16 50 36°
Falk Dak Falk 1000 GL  Eko 0126 - 03 W 48
Finish Profiles BV Dakprofiel 18-76 0126 - 01 / 02 W 24
Finish Profiles BV 38/914 0125 - 01 20 35°
Finish Profiles BV Dakprofiel 40-915 0125 - 09 41 17°
Finish Profiles BV Dakprofiel 35-1000 0125 - 14 40 24°
Finish Profiles BV Dakprofiel 42-960 0126 - 03 W 48
Finish Profiles BV Dakprofiel 50-1000 0125 - 16 54 32°
Finish Profiles BV Dakprofiel 58-945KD 0125 - 16 50 36°
Fischer Sinus 27 0126 R 33
Fischer Wellprofil Sinus 18 0126 - 01 / 02 W 24
Fischer Wellprofil Sinus 27 0126 - 01 / 02 W 24
Fischer 120; 140; 160 0125 - 06 40 34°
Fischer 35/207 0125 - 06 40 34°
Fischer 50/250 0125 - 16 54 32°
Fischer 85/280 0125 - 06 40 34°
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STORM WASHER SELECTION GUIDE
The fo l lowing storm washer that  we of fer  can be used wi th these prof i les

MANUFACTURER COMPANY PROFILE NAME TYPE IPEX /TOP / ANGLE DEGREES



77

Fischer DL 70; 80; 100; 0125 - 06 40 34°
Fischer Isotherm DL 70-140 0125 - 06 40 34°
Fischer Fischer Term D80 0125 - 06 40 34°
Fischer 40/183 0125 - 09 41 17°
Fischer 100/275 0125 - 14 40 24°
Fischer Wellprofil Sinus 42 0126 - 03 W 48
Galva Service GS 1000 0125 - 10 25 27°
Hoogovens(Corus Gruppe) TR 50/167 0125 - 08 34 23°
Hoogovens(Corus Gruppe) TR 45/150 0125 - 10 25 27°
Hoogovens(Corus Gruppe) TR 35/200 0125 - 06 40 34°
Isolpack  Delta 5 0125 - 10 25 27°
Isopan Minicel 250/40 0125 - 10 25 27°
Isopan  Isogrecata 0125 - 10 25 27°
Isopan Isocop 0125 - 10 25 27°
Italpanelli Agroprofil 0125 - 04 19 20°
Italpanelli Penta 0125 - 04 20 23°
Italpanelli Penta-40 0125 - 04 19 20°
Joriside 25. 267. 1070 0125 - 10 25 27°
Joriside 37. 250.1000 0125 - 10 25 27°
Joriside Isocop 5 1000 0125 - 10 25 27°
Joriside 76.18 Golfplaat 0126 - 01 / 02 W 24
Joriside Wellprofil 18/76 0126 - 01 / 02 W 24
Joriside 25. 125- 1000 0125 - 76/18 

spundwand
28 52°

Joriside Ecopanele 0125 - 12 23 30°
Joriside JI D 85-280-1120 0125 - 09 41 35°
Joriside 106.250.750 HR 0125 - 09 41 17°
Joriside JI 40.183.915 0125 - 09 41 17°
Joriside 35. 207. 1035 0125 - 06 40 34°
Joriside JI Roof 1000 0125 - 10 25 27°
Joriside 33  250. 1000 0125 - 12 23 30°
Joriside 35-250-1000 0125 - 12 23 30°
Joriside 40-250-100 0125 - 12 23 30°
Joriside JI 45. 333. 1000 0125 - 12 23 30°
Joriside JID Roof PIR 0125 - 12 23 30°
Joriside JI Roof Plus 0125 - 12 23 30°
Joriside JID 45.333.1000 0125 - 08 34 23°
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Joriside Eco 30 0125 - 12 23 30°
Joriside Isoroof 1000 0125 - 12 23 30°
Joriside PML 25.280.840 BV 0125 - 14 40 24°
Joriside JID 100.275.825 0125 - 14 40 24°
Joriside JID 30.220.1100 0125 - 05 41 48°
Joriside Onduroof 0126 - 03 W 48
Joriside JI 50.250.1000 0125 - 16 54 32°
Joriside JI 58.317.945 0125 - 16 50 36°
Joriside 191.051.050 0125 - 76/18 

spundwand
26 50°

Joriside 19. 155.1090 0125 - 76/18 
spundwand

26 50°

Joriside JI 46.150.900 0126 R 33
Kingspan KS 1000 FF 0125 - 12 23 30°
Kingspan KS 1000FC 0125 - 16 54 32°
Kingspan KS 1000 RW 0125 - 17 30 29°
Kingspan Day-Lite Trapez. KS 1000 

DLTR
0125 - 17 30 29°

Klinger & Partner 35.207.1035 0125 - 06 40 34°
Klinger & Partner 39.333.1000 0125 - 10 25 27°
Klöckner KAS-18/76 0126 - 01 / 02 W 24
Klöckner KA-D 62-142 0125 26 15°
Klöckner KAS AL-20/125 A 0125 - 06 40 34°
Klöckner KAS-35/207 0125 - 06 40 34°
Klöckner KAS-89/305 0125 - 06 40 34°
Klöckner KAS-D 80 0125 - 06 40 34°
Klöckner KAS AL-40/167A 0125 - 08 34 23°
Klöckner KAS-40/183 0125 - 09 41 17°
Klöckner KAS-85/280 0125 - 06 40 34°
Klöckner KAS AL-30/153 A 0125 - 10 25 27°
Klöckner KAS AL-45/200 A 0125 - 14 40 24°
Klöckner KAS-42/160 0126 - 03 W 48
Klöckner KAS-55/177 0126 - 03 W 48
Klöckner KAS-50/250 0125 - 16 54 32°
Klöckner KAS-D 68 0125 - 04 19 20°
Klöckner KAS-D 65-115 0125 - 06 40 34°
Krahl & Partner 35/207 0125 - 06 40 34°
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Krahl & Partner 40/183 0125 - 09 41 17°
Lattonedil Typ IC Isocopre / Eurocopre 

/ 37/200
0125 - 01 20 35°

Lattonedil Eurocinque 0125 - 21 21 16°
Laukien 27/111 0126 - 01 / 02 W 24
Laukien 20-75 0125 - 10 25 27°
Laukien 40-100 0125 - 19 34 31°
Laukien 22-214 0125 - 06 40 34°
Laukien 50/250 0125 - 06 40 34°
Laukien 55/177 0126 - 03 W 48
Laukien 27/111 0126 R 33
Lindab Sinus 18 0126 - 01 / 02 W 24
Lindab LP 35 0125 - 06 40 34°
Lindab LP 40 0125 - 09 41 17°
Luxmetall LM 27-111 0126 - 01 / 02 W 24
Luxmetall 80/307 0125 - 06 40 34°
Luxmetall LM  40 0125 - 10 25 27°
Luxmetall LM 40 250 1000 A 0125 - 10 25 27°
Luxmetall S75; 95;115 TL 0125 - 06 40 34°
Luxmetall LM 19 0125 - 76/18 

spundwand
26 50°

Luxmetall LM 27-111-1000 0126 R 33
Luxmetall D20/138 0125 - 76/18 

spundwand
26 50°

M Profil KP-60;80:100;120;150 0125 - 06 40 34°
Maas 40/100 0125 - 19 34 31°
Maas 22/214 0125 - 06 40 34°
Maas Welle 27-111 0126 W 33
Maas TP20-100 0125 - 19 36 40°
Metecno Toproof DG 0125 - 01 20 35°
Metecno G4 0125 - 04 19 20°
Metecno G4 AL 0,6 /0,45 0125 - 04 19 20°
Metecno G4 ST 0,6 /0,45 0125 - 04 19 20°
Metecno Hipertec Dach 0125 - 04 19 20°
Metecno Hipertec Dach Sound 0125 - 04 19 20°
Metecno Sisco 0125 - 04 19 20°
Montana SP 27/111 0126 R 33
Montana (Corus Gruppe) SP 30 0125 - 05 40 45°
Montana (Corus Gruppe) SP 26; SP 35; SP 45; 0125 - 06 40 34°
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Montana (Corus Gruppe) SP 35 0125 - 06 04 34°
Montana (Corus Gruppe) SP 45 0125 - 06 40 34°
Montana (Corus Gruppe) MTD TL 105 0125 - 08 34 23°
Montana (Corus Gruppe) MTD TL 125 0125 - 08 34 23°
Montana (Corus Gruppe) MTD TL 145 0125 - 08 34 23°
Montana (Corus Gruppe) MTD TL 65 0125 - 08 34 23°
Montana (Corus Gruppe) MTD TL 85 0125 - 08 34 23°
Montana (Corus Gruppe) MTD TL 85; 105;125 0125 - 08 34 23°
Montana (Corus Gruppe) SP 44 0125 - 08 34 23°
Montana (Corus Gruppe) SP 40 0125 - 09 41 17°
Montana (Corus Gruppe) SP 40; SP 80 0125 - 09 41 17°
Montana (Corus Gruppe) SP 80/277 0125 - 09 41 17°
Montana (Corus Gruppe) SP 20 0125 - 10 25 27°
Montana (Corus Gruppe) SP 26 0125 - 14 40 24°
Montana (Corus Gruppe) SP 41 0125 - 14 40 24°
Montana (Corus Gruppe) Wellprofil SP 42 0126 - 03 W 48
M-Profil KP 0125 - 06 40 34°
Münker M 35/207 0125 - 06 40 34°
Münker M135/310 N 0125 - 06 40 34°
Münker M 40/183 0125 - 09 41 17°
Münker M 40/183 0125 - 09 41 17°
Münker M 160/250 0125 - 09 41 17°
Münker M 20/220 0125 - 06 40 34°
Münker M 20KD/210 0125 - 06 41 39°
Münker M 85/280 N 0125 - 06 40 34°
Münker M 40 KD 0125 - 10 25 27°
Münker M 40/333 0125 - 10 25 27°
Münker M 100/275 0125 - 14 40 24°
Münker M 150/280 0125 - 14 40 24°
Münker M35.1/207 0125 - 19 33 48°
Münker M 50/250 ( 55-32) 0125 - 16 54 32°
Nordbleche NB 40/333 0125 - 12 23 30°
Nordbleche BN 19/137 0125 - 19 33 48°
O Metall Wellprofil 18/76 0126 - 01 / 02 W 24
O Metall 35.250 0125 - 12 23 30°
O Metall 32.250 0125 - 06 40 34°
O Metall 20.125/8 0125 - 06 40 34°
O Metall 30.207/5 0125 - 08 34 23°
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O Metall 25.280/3 0125 - 09 41 17°
O Metall 40.183/5 0125 - 09 41 17°
O Metall 35.207/5 0125 - 06 40 34°
O Metall 30.153/7 0125 - 10 25 27°
O Metall 40.250/4 0125 - 10 25 27°
O Metall 45.333/3 0125 - 10 25 27°
O Metall 45/150/6 0125 - 10 25 27°
O Metall 50.250/4 0125 - 16 54 32°
O Metall 42.333/3 SA 0125 - 17 30 29°
O Metall 42/250 0125 - 17 30 29°
O Metall Welle 27.111 0126 R 33
Pflaum SIP D 100 0125 - 06 41 32°
Plannja Planja 35 0125 - 06 40 34°
Plannja Planja 60 0125 - 09 41 17°
Plannja Planja 45 0125 - 06 40 34°
Plannja Planja 20 0125 - 06 40 34°
Plannja Planja 19 0125 - 76/18 

spundwand
26 50°

Plaum & Söhne Wellprofil 18/76 0126 - 01 / 02 W 24
Plaum & Söhne 40/183 0125 - 09 41 17°
Plaum & Söhne 35/207 0125 - 06 40 34°
Plaum & Söhne 40/250 0125 - 10 25 27°
Plaum & Söhne 50/192 0125 - 04 19 20°
Plaum & Söhne TP 40/100 0125 - 17 30 29°
Polmetal T18 M 0125 - 06 40 34°
Polmetal T 35 DR 0125 - 06 41 39°
Polmetal T 20 0125 - 19 33 48°
PP- Profilp. ( Mass/Procural/Forro-
val/Laukin)

Wellprofil W 18/76 0126 - 01 / 02 W 24

PP- Profilp. ( Mass/Procural/Forro-
val/Laukin)

22/214 0125 - 06 40 34°

PP- Profilp. ( Mass/Procural/Forro-
val/Laukin)

35/207 0125 - 06 40 34°

PP- Profilp. ( Mass/Procural/Forro-
val/Laukin)

45/150 0125 - 10 25 27°

PP- Profilp. ( Mass/Procural/Forro-
val/Laukin)

45/333 S 0125 - 12 23 30°
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PP- Profilp. ( Mass/Procural/Forro-
val/Laukin)

Wellprofil W 42/160 0126 - 03 W 48

PP- Profilp. ( Mass/Procural/Forro-
val/Laukin)

Wellprofil W 55/177 0126 - 03 W 48

PP- Profilp. ( Mass/Procural/Forro-
val/Laukin)

20/134 0125 - 06 40 34°

Proge Welle 27/111 0126 R 33
Proge 30 KD 0125 - 05 40 45°
Proge 30/220 0125 - 05 40 45°
Proge 129;140 DL 0125 - 06 40 34°
Proge 26/143 0125 - 06 40 34°
Proge 45/150 0125 - 06 40 34°
Proge 90/305 0125 - 06 40 34°
Proge 45/333 0125 - 08 34 23°
Proge 59/225 0125 - 08 34 23°
Proge 106/250 0125 - 09 41 17°
Proge 80/277 0125 - 09 41 17°
Proge 35/207 0125 - 06 40 34°
Proge 85/280 0125 - 06 40 34°
Proge 20/154 0125 - 10 25 27°
Proge 100/275 0125 - 14 40 24°
Proge 105/345 0125 - 14 40 24°
Proge 50/250 0125 - 16 54 32°
Proge 58 KD 0125 - 16 50 36°
Proge 30/207 0125 - 06 40 34°
Proge TL 75; 95; 115 0125 - 06 40 34°
Renolit Ondex Euro 92 0125 - 12 23 30°
Renolit Ondex 16/45 0125 - 08 34 23°
Romanowski 42/333 0125 - 21 26 15°
Romanowski D82;102;122;142 0125 - 21 26 15°
S.A.M Vertrieb ST 18-160 0125 - 76/18 

spundwand
26 50°

SAB W 80 SK 0126 - 01 /02 W 24
SAB Wellprofil 18/988 0126 - 01 /02 W 24
SAB Wellprofil 27/1000 0126 - 01 /02 W 24
SAB Wellprofil 27/111 0126 - 01 /02 W 24
SAB 30 /KD 1050 0125 - 05 40 45°
SAB 100 R / 825 0125 - 06 40 34°
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SAB 35 R / 1035 0125 - 06 40 34°
SAB 89 /R/915 0125 - 06 40 34°
SAB 106 /R 750 0125 - 09 41 17°
SAB 110 R/1000 0125 - 09 41 17°
SAB 153 R/840 0125 - 09 41 17°
SAB 158 R / 750 0125 - 09 41 17°
SAB 40 R 915 0125 - 09 41 17°
SAB 85 R / 1120 0125 - 06 41 39°
SAB 135 R/930 0125 - 18 45 30°
SAB Wellprofil 42/916 + 42/960 0126 - 03 W 48
SAB 50 R /1000 0125 - 16 54 32°
SAB 45/900 0125 - 16 54 32°
SAB 58 KD / 945 0125 - 19 50 36°
SAB 115.1000 TL 0125 - 06 40 34°
SAB D 135.1000 TL 0125 - 06 40 34°
SAB D 65; 75; 95; 115; 135 0125 - 06 40 34°
SAB W 75-95 TL 0125 - 06 40 34°
SAB 19 KD/1050 0125 - 76/18 

spundwand
26 50°

SAB 45 KD /1000 0125 - 10 25 27°
Salzgitter PS 35/207 0125 - 06 40 34°
Salzgitter SIP D 0125 - 06 40 34°
Salzgitter PS 40/183 0125 - 09 41 17°
Salzgitter Salzink P ( P-S) 160 0125 - 09 41 17°
Salzgitter PS 85/280 0125 - 06 40 34°
Salzgitter PS 100/275 0125 - 14 40 24°
Salzgitter (Peine) 40/333 0125 - 10 25 27°
Salzgitter (Peine) P-S 35 0125 - 06 40 34°
Salzgitter (Peine) PS 85 0125 - 06 40 34°
Salzgitter (Peine) P-S 40; 40S 0125 - 09 41 17°
Salzgitter (Peine) PS 50/250 0125 - 16 54 32°
SCS Scanwall ASJ 35 0125 - 06 40 34°
SCS Scanwall ASJ 40 0125 - 09 41 17°
SCS Scanwall ASJ 40/3 0125 - 09 41 17°
Sidal TS 1022 0125 - 01 20 35°
Sidal TS 1004 0125 - 10 25 27°
Sidal TS 1028 0125 - 06 40 34°
Sidal TS 1045 0125 - 17 30 29°
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Siegmetall 85/280 0125 - 06 40 34°
Siegmetall S35/207 0125 - 19 33 48°
Siegmetall 100/275 0125 - 09 41 17°
Siegmetall 40/183 0125 - 09 41 17°
Siegmetall CB 75/305 0125 - 06 40 34°
Siegmetall 40/333 0125 - 10 25 27°
Siegmetall 50/250 0125 - 16 54 32°
Sollac Ondathern 101 0125 - 09 41 17°
Overige Feilmeier EL 22/214 0125 - 19 36 40°
Overige Itanpannelli  Penta 0125 - 04 20 23°
Overige Quedron Wa6 Profil 0125 - 04 20 35°
Overige Color 1000 TL 0125 - 10 25 27°
Overige Kouddak 1000.4.37 N 0125 - 10 25 27°
Overige Rigi-System 501000 0125 - 10 25 27°
Overige Nav-System RainMono 0125 - 10 25 27°
Overige Vulcasteel Roof 1000 0125 26 15°
Overige Steeldeck 42.252.1010 0125 - 01 20 35°
Overige TR 37/200 0125 - 19 34 31°
Overige Danks Profil 35/115 0125 - 06 40 34°
Overige Steeldeck 106.250.750 HR 0125 - 09 41 17°
Overige SCH -34-210-5-KD 0125 - 06 41 39°
Overige Bacacier Coveo 4.37 0125 - 12 23 30°
Overige Batiroc 36T 0125 - 12 23 30°
Overige Boof H 3 0125 - 12 23 30°
Overige Kouddak 45.333.1000 0125 - 12 23 30°
Overige Isocopre Typ DI 0125 - 04 19 20°
Overige Arval Contilly 5.10.900 T 0125 - 16 50 36°
Overige Feilmeier 39/333/S 0125 - 06 40 34°
Overige VDB 19/1050 0125 - 76/18 

spundwand
26 50°

Overige 42/250 0125 - 17 30 29°
Overige Areco TP 451/150 0125 - 17 30 29°
Overige Kingspan 1000 RW 0125 - 17 30 29°
Overige TS 1045 0125 - 17 30 29°
Overige Monopanel Glamet E 0125 - 12 23 30°
Overige TRB-18/1100 0125 - 19 33 48°
Overige Cobacier 1004 ( 4.250.40 ) 0125 - 12 23 30°
Overige Krebs Aluprofile 30/207 0125 - 19 33 48°
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Overige Feilmeier EL35/207 0125 - 06 41 31°
Overige H 150/280 0125 - 09 41 17°
Overige Isodach 40-250 0125 - 04 21 23°
Overige REX SDW DAK 4 ECO 0125 - 01 20 35°
SSK Wellprofil 17/76S 0126 - 01 / 02 W 24
SSK Wellprofil 18/76 T 0126 - 01 / 02 W 24
SSK 85/325 0125 - 06 40 34°
SSK 40/183 T 0125 - 09 41 17°
SSK 1001 TS 0125 - 10 25 27°
SSK 39/333 T 0125 - 10 25 27°
SSK 45/150 ( ST A ) 0125 - 10 25 27°
Taborsky TR 37/200 0125 - 19 34 31°
Thyssen Krupp Steel Europe AG / 
Hoesch

E 35 0125 - 06 40 34°

Thyssen Krupp Steel Europe AG / 
Hoesch

E 85 0125 - 06 40 34°

Thyssen Krupp Steel Europe AG / 
Hoesch

T 85.1 0125 - 06 40 34°

Thyssen Krupp Steel Europe AG / 
Hoesch

Thermodach 0125 - 06 40 34°

Thyssen Krupp Steel Europe AG / 
Hoesch

TL75:TL95:TL 115 0125 - 06 40 34°

Thyssen Krupp Steel Europe AG / 
Hoesch

Thermorock Dach 0125 - 12 23 30°

Thyssen Krupp Steel Europe AG / 
Hoesch

E40; E 40 S 0125 - 09 41 17°

Thyssen Krupp Steel Europe AG / 
Hoesch

T 106.1 0125 - 09 41 17°

Thyssen Krupp Steel Europe AG / 
Hoesch

T40.1 0125 - 09 41 17°

Thyssen Krupp Steel Europe AG / 
Hoesch

80/1120 0125 - 06 41 39°

Thyssen Krupp Steel Europe AG / 
Hoesch

T 35.1 0125 - 06 40 34°

Thyssen Krupp Steel Europe AG / 
Hoesch

T 100.1 0125 - 14 40 24°

Thyssen Krupp Steel Europe AG / 
Hoesch

E 50( 55-32) 0125 - 16 54 32°
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Thyssen Krupp Steel Europe AG / 
Hoesch

T 50.1 0125 - 16 54 32°

Thyssen Krupp Steel Europe AG / 
Hoesch

HP 41/160 0125 - 16 50 36°

Thyssen Krupp Steel Europe AG / 
Hoesch

WP 27/111 0126 R 33

Trimo SNV 60;80;100;120 0125 - 10 25 27°
Unideck HD 1,5; 2,0; 2,5 S 0125 - 06 40 34°
Weckmann W-1/1064 0126 - 01 / 02 W 24
Weckmann W-155/840 0125 - 09 41 17°
Weckmann W 20/990 0125 - 10 25 27°
Weckmann W 20 - 1100 0125 - 76/18 

spundwand
26 50°

Wurzer WU 30/200 0125 - 01 20 35°
Wurzer 39.333/3 0125 - 19 34 31°
Wurzer plusdach DL 0125 - 06 40 34°
Wurzer WU 20/125 0125 - 06 40 34°
Wurzer WU 35/207 0125 - 06 40 34°
Wurzer WU 80/307 0125 - 06 40 34°
Wurzer W 153/280 0125 - 09 41 17°
Wurzer WU 40/183 0125 - 09 41 17°
Wurzer 39/333 0125 - 10 25 27°
Wurzer WU 45/333 0125 - 10 25 27°
Wurzer 41/193.5 0125 - 14 40 24°
Wurzer WU 100/275 0125 - 14 40 24°
Wurzer 30.200/5 0125 - 12 23 30°
Wurzer W 50/250 ( 55-32) 0125 - 16 54 32°
Wurzer Ter 0125 - 04 19 20°
Wurzer WU 30D/207 0125 - 06 40 34°
Wurzer WU 30W/207 0125 - 06 40 34°
Wurzer WU 27/111 0126 R 33
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lNo approval at the moment

For roof pitches greater than 20º, then choose the next 
indicated size. For square penetrations, then multiply the width 
by 1.3 for the correct diameter.

For roof pitches greater than 20º, then choose the next indica-
ted size. For square penetrations, then multiply the width by 
1.3 for the correct diameter.

NR. BASE PIPE RA RB RC

1 71 x 81 0 - 35 l l l

01 100 x 110 0 - 55 l l l

02 152 x 167 3 - 100 l l l

03 264 x 290 80 - 175 l l l

04 381 x 419 150 - 315 l l l

05 516 x 593 250 - 400 l l l

06 623 x 716 355 - 550 l l l

I-SEAL® SQUARE BASE

Flexible pipe flashing.

I-SEAL® - ZIPSEAL® SQUARE BASE

Flexible pipe seal, especially for existing constructions 
equipped with a so-called “zip”. 

NR. BASE PIPE* RA RB RC

01 210 x 230 3 - 115 l l l

APPLICATION

APPLICATION

SEALANTS

RA = EPDM, Grey - up to 
110˚C
RB = EPDM, Black - up to 
110˚C
RC = Silicone, Red - up to 
200˚C

RA = EPDM, Grey - up to 
110˚C
RB = EPDM, Black - up to 
110˚C
RC = Silicone, Red - up to 
200˚C
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www.i-form.com

BY IPEX

0x Butyl

1x Butyl

2x Butyl

0500 - FSA
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SEALANTS

APPLICATION

I-Form® has been tested and meets the requirements 
according to DIN 7864. 

For more information, test results and documentation 
on I-Form visit:
www.ipex-group.com/downloads

WIDTH (MM) LENGTH (M) 0X 1X 2X FSA

100 10 l l l l

150 10 l l l l

200 10 l l l l

250 10 l l l l

300 10 l l l l

330 10 l l l l

400 10 l l l l

500 10 l l l l

600 10 l l l l

1000 10 l l l l

I-FORM® - FLEXIBLE FLASHING

I-Form’s flexible sealing tape is developed on the basis 
of EPDM rubber. It is specially designed for various 
roof and facade applications.

 I-Form is widely used as a lead replacement because 
it has a longer lifespan, is more economical than 
traditional building lead and is not prone to theft. 

I-Form is composed of three layers, 
- A top layer, consisting of EPDM rubber. 
- An intermediate layer of special aluminium expanded 
metal. 
- Bottom layer of EPDM rubber with protective film. 

Available in three different colours; black, red and 
grey and with different finishes on the back; none, 1, 2 
butyl adhesive strips or full adhesive edge. 

Special dimensions or finishes are available on 
request. 

BUTYLSTRIPS
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SEALANTS

APPLICATION

I-STICK® - SELF-ADHESIVE EPDM

i-Stick® is a self-adhesive, flexible EPDM foil. Ideally suited 
for air- and watertight finishing of facades, skylights, gutters, 
window frames, gutters, dormers and roof edges.  

SELF-ADHESIVE EPDM HAS THE FOLLOWING 
ADVANTAGES:

•	 I-Stick® adheres directly to any substrate, in some situations 
it is recommended to treat the substrate with primer. Highly 
absorbent substrates should also be pre-treated.  

•	 Is cut to size;
•	 Lightweight, therefore easy to process;
•	 100% waterproof;
•	 Permanently elastic, very good ageing resistance;
•	 Ozone and UV resistant;
•	 Recyclable;
•	 Long service life.  

SPECIAL DIMENSIONS AND FINISHES BY 
ARRANGEMENT

WIDTH (MM) LENGTH (M)

45 25
60 25
100 25
150 25
200 25
250 25
300 25
400 25
500 25
600 25
1000 25
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EPDM COUNTER-FLASHING

Counter-flashing made out of I-Form®, as a replacement 
for lead.

For more information visit www.ipex-group.com

A (MM) B (MM) LENGTH (MM)

25 variable 3000

APPLICATION

APPLICATION

I-FORM® LINTEL SLATS

Aluminium profile with an I-Form® or EPDM strip, for a 
watertight cavity seal. 

Aluminium profile, powder-coatable in any colour. 

SEALANTS
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0

BUTYL

O-shape

Oval-shape

U-shape

I-shape

0148

0149

0150

0160
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SHAPE SIZE (MM) LENGTH (M) BOX (M)

O 6 12 96

O 9,5 5 70

O 14,0 3 36

BUTYL

Butyl is made of butyl rubber (PIB). Butyl is self-adhesive, air 
and water tight. It does not harden and is permanently elastic. 
Butyl is supplied on a roll with a protective film on one side. 
Suitable for sealing metal roofs, wall panels and joints, among 
other things. Protects against the ingress of moisture, water, 
dust and the like. 

SEALANTS

SHAPE SIZE (MM) LENGTH (M) BOX (M)

1 x 25 40 240

SHAPE SIZE (MM) LENGTH (M) BOX (M)

U 4  x 18 12 72

SHAPE SIZE (MM) LENGTH (M) BOX (M)

I 3 x 9 15 180

I 3 x 12 15 150
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I-BOND

0750
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SEALANTS

TECHNICAL PROPERTIES

Base Polyurethane

Colour Black or transparent

Density transp: 0,92 g/cm³ at 20°C  
black: 0.95 g/cm³ at 20°C

Viscosity Ca 50 mPa.s

Drying time 10 - 15 minutes

Application temperature Between +5°C and +35°C

Shelf life after opening 1 month

Shelf life, in original sealed con-
tainer between 0°C - +35°C Min. 12 month

PANELTACK 1L - PRIMER XX1
PROPERTIES 

- Reactive primer
- Improves the adhesion of polyurethane sealants and hybrid sealants on 
various surfaces
- Contains solvents

APPLICATION
	
- Can be used as a primer for Detaflex and Parabond - Can be applied to 
various materials: plastics, concrete, brick, wood, etc.,
 - In the case of porous surfaces, the I-Bond® Paneltack Primer must be 
applied in 2 coats, 
- For use on metals, a preliminary test on the material must be carried out, 
- Can also be used to prevent migration of plasticizers.

SAFETY

Safety data sheet available on request.

This technical data sheet replaces all previous editions. The data on this sheet 
are compiled according to the latest laboratory report. Technical characteristics 
are subject to change or modification. We are not responsible for any incomplete 
information. Before use, it must be ensured that the product is suitable for its 
application. Therefore, tests are necessary. Our general terms and conditions apply.
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More information? 

Contact us at: sales@ipex-group.com 

Or visit our website.
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I-Façade® are rear construction systems that support facade panels. 
It is often an interplay between designer, engineering and materials 
to create the best and most beautiful facade. Besides these standard 
systems, we also develop tailor-made rear construction systems for 
ventilated façade systems.  

When developing sub-frame systems, we consider the application, wind 
load and shape of the building, among other things; together these 
determine the choice of materials for the required sub-frame. 

I-Façade® has several standard solutions consisting of profiles and 
fasteners. Where necessary, our production department tailors the 
profiles by machining and/or colouring them in the colour of the façade 
so that the construction becomes invisible to the eye.

At IPEX-Group, we advise our clients both in the complete development 
of the rear construction and in the supply of individual parts. Thinking 
along with the wishes of our clients is in our DNA, our small scale means 
we can be flexible and quick to respond when needed. 

I-FAÇADE - A SHORT INTRODUCTION
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DESIGN &  ENGINEERING

I-Façade® offers the right fixing system and a suitable rear construction for 
every ventilated façade, but is also used, for example, for noise barriers along 
motorways or for supporting solar panels on façades. 

Among other things, I-Façade® is suitable for fixing: 

						      •   Ceramic
						      •  HPL
						      •  Fibre cement
						      •  ACP
						      •  Stone
						      •  Glass
						      •  Mineral acrylate
						      •  Polyester concrete
						      •  Steel
						      •  Aluminium 
						      •  Honeycomb
						      •  Grades of facades

THE PROCESS FROM THE DESIGN TO THE

PLAN IS THE ESSENCE OF

I-FAÇADE. WE USE 3D SOFTWARE, STATIC

CALCULATIONS AND ANALYSES TO ARRIVE

AT THE MOST SUITABLE

SOLUTION FOR EVERY FACADE

LEGEND
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B 004
Fastening method

C 037
Construction principle

Invisible fastening method using ceramic tiles in different 
cassette sizes, installed with plate hooks.



98IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Insulation values are becoming increasingly important in new buildings and 
renovations. Ventilated facades are increasingly the choice, including for post-
insulated buildings. Moreover, it gives flexibility in the design phase. 
The ventilated façade is a multi-layer construction system: 

• main supporting structure; 
• insulation layer; 
• outer shell. 

Between these layers is a structure anchored to the main load-bearing 
structure. On this structure we mount the outer shell. The air cavity between 
insulation and outer shell provides natural air flow.  

THE ADVANTAGES OF A VENTILATED FACADE:

•  dissipates solar heat directly behind the cladding;
•  absorbs differences in thermal settlements (due to weather effects);
•  can absorb fire-resistant materials;
•  forms an additional air buffer to keep out the cold;
•  dries - by rain, blowdown or condensation - damp insulation;
•  dampens noises from outside;
•  is energy-efficient;;
•  maintenance-friendly;
•  offers great flexibility in the design phase.

VENTILATED FACADE

Ventilated facade
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Choose the right fixing method based on your facade, panel 
material, size and requirements. You can also specify here how the 

cladding will be fixed to a construction principle.

FASTENING METHODS

MODULAR SUBSTRUCTURE
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FASTENING METHOD

APPLICATION
Visible fastening method where the cladding is mounted with blind rivets. The 
heads are powder-coated in the colour of the cladding, making the fastening 
invisible. 

Suitable for: e.g. on HPL, ACP, wood, steel, fibre cement.

CLICK
HERE

https://youtu.be/xQk2ULA1TBs?si=fhJBCrnNAzKKavqK&utm_source=B001%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0106

0521

0136

B 001

0516

ID (MM) OD (MM) L (MM)

4.1 9.5 6.0
5.1 8.0 10.25
5.1 8.0 11.1
5.1 9.5 6.0
6.5 7.5 20.0
8.2 11.0 10.0

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

COLOUR-RIVET ®
Blind rivet for mounting cladding to underlying structures. The 
head can be powder-coated in the colour of the cladding for 
inconspicuous fixing.
4.0 x L		  Head diameter: 15 mm.
5.0 x L 		  Head diameter: 11 -14 - 16 mm.	

Material:		  Alu / RVS A2
		  RVS A2 / RVS A2 
Suface:	  	 Powder-coated head

CENTRE AND DISTANCE TUBES

Centre & distance tubes used in combination with 0106

Material:		  Stainless steel A2
Surface:	  	 Plain

NOSEPIECE

Blind rivet nosepiece for tension-free installation of 
blind rivet type 0106. 

CENTRING DRILL

Pilot drill set, to create centred installation holes in the sub-
structure.

- Blind rivet 4.0
- Blind rivet 5.0
-- Panel hole 8.5 mm
-- Panel hole 10.0 mm
-- Panel hole 12.5 mm

APPLICATION

ROOFING AND CLADDING - page 52
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B 002
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FASTENING METHOD

APPLICATION
Visible fastening method. This involves mounting the cladding with screws to 
the structure behind. The screws are powder-coated in the colour of the facade 
plate. 

Suitable for: e.g. HPL, ACP, wood, steel, fibre cement.

CLICK
HERE

https://youtu.be/NufCntcn4B0?si=L4Lig7jWqf0ARNCK&utm_source=B002%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0707

0521

0801

0707

11 mm

13 mm

L

ID (MM) OD (MM) L (MM)

Green - Slide 11 13 4.0 
Green - Slide 11 13 6.0
Green - Slide 11 13 8.0

Red - Fix 11 13 4.0
Red - Fix 11 13 6.0
Red - Fix 11 13 8.0

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

B002 CUTTING TOOL
This tool cuts the protective film from the cladding panels befo-
re fixing. After mounting the façade, the protective film can be 
removed without it sticking to the fixings.

B 002

APPLICATION

APPLICATION

CENTRE AND DISTANCE TUBES

The Slide Tube (green) ensures that the plate / construction 
has room to expand.
The Fix Tube (red) serves to fix the plate and keep it in place.

Material:		  EPDM/Plastic
Surface: 		  Smooth

APPLICATION

DRILL SCREW

Drill screw for mounting facade cladding to the underlying 
structure. The head of the screw can be powder-coated in the 
colour of the cladding. Available with or without washer.

Material:		  Stainless steel A2(BI) with steel drill tip
		  Stainless steel A4(SB)
Surface: 		  powder-coated

DIAMETER 
(MM)

LENGTH 
(MM)

HEADØ 
(MM)

PANEL THICKNESS 
(MM)

MATERIAL

5,5 28 12 4 - 8
on steel profiles BI

5,5 25 16 4 - 8
on aluminium profiles SB

ROOFING & CLADDING -Page 41
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B 002

0810

0824

0483
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GEVELPLAAT SCHROEF

Facade sheet screw, for mounting on wood with 16mm head, 
to be used with 0521 tubes.

Material:		  Stainless steel A4 (SB)
Surface:	  	 Powder-coating

DIAMETER 
(MM)

LENGTH
(MM)

HEADØ 
(MM)

PANEL THICKNESS 
(MM)

5,5 30 16 4 - 8
on wooden frames

Material:		  Stainless steel A2 (SA)
Sufrace:	  	 Powder-coating

DIAMETER 
(MM)

LENGTH
(MM)

HEADØ 
(MM)

PANEL THICKNESS 
(MM)

5,5 50 16
4 - 8
on wooden and aluminium 
frames

GEVELPLAAT SCHROEF

Facade sheet screw, for mounting on wood with 16mm head, 
to be used with 0521 tubes.

APPLICATION

APPLICATION

TRUSSHEAD

Low head wood screw with a head diameter of 15mm 
and double thread. With any sealing washer if required.

Material:		  Stainless steel A4 (SB)
Surface: 		  Powder-coated

DIAMETER 
(MM)

LENGTH 
(MM)

HEADØ 
(MM)

PANEL THICKNESS 
(MM)

5,5 38 15 4 - 8 
on wooden frames

APPLICATION
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B 013
Fastening method

C 061
Construction principle

Invisible fastening method, 
where facade cladding is installed using clamps
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B 003
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Invisible fastening method in which the facade plate is fixed on site with a 
specially developed adhesive system for facade plates. facade plate adhesive 
system. This method was developed in consultation with various adhesive 
suppliers. 

Suitable for: e.g. HPL, ACP, wood, steel, glass, fibre cement, ceramics.

FASTENING METHOD

APPLICATION
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B 003

I-Bond

I-Bond

I-Bond

I-Bond
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TAPE 

Foam tape for initial adhesion and spacer of facade plate.

Tape 12 mm x 3 mm x 25 M
Tape 19 mm x 3 mm x 25 M

CLEANING

Cleaning materials among others for pre-treating various 
facade panels. 

GLUE CARTRIDGES

Different adhesive types, the choice for which type is suitable 
depends on cladding panel type, weight and size.

Content: 600 ml

PRIMER

Primers for pre-treatment of substructure and facade plate. 

Contents: 1 L or 5 L

SEALANTS -I-BOND -Page 92
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B 004
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This invisible fastening method is also known as plate hook or agraph system. 
The facade plates are attached to a horizontal rail using adjustable - and 
invisibly mounted - plate hooks. This method is characterised by horizontal 
and vertical joints. This creates an expressive facade layout. Thanks to 
prefabrication, faster assembly times can be achieved. 

Suitable for: stone, HPL, fibre cement, ceramic, etc. 

FASTENING METHOD

APPLICATION

CLICK
HERE

https://youtu.be/06iAPsQbX6g?si=3RZSA-CztYV551NP&utm_source=B004%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0270

0276

0725

B 004

A 

B 
A (MM) B (MM) L (MM)

30 60 6,000

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

DRILL SCREW 

Self-drilling screw for attaching clamp 0276.
Size: 4.8 x 20	

Material:		 Stainless A2 (304)
Surface: 	 Zinc-plated

SUPPORT PROFILE

Horizontal support profile. It can be attached by means of the 
slotted hole in the profile or using clamp 0276

Material: 	 EN AW 6063 T66.
Surface: 	 Grey anodised
		  Black anodised
Machining:
- Cutting to size.
- Profiles can be provided with hole patterns.

CLAMP

Clamp for profile 0270,  
Hole diameter:		  6.0 mm.

Material: 	 EN AW 6063 T66.
Surface: 	 Grey anodised

L (MM)

30
50
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A 

B 

A 

B 

0275

0284

0622

0390

B 004

0275) A (MM) B FIXING TYPE

0275-S 40/60 5.0 (4x) I-Slot
0275-S 40/60 6.0 Insert/Screw
0275-S 40/60 8.5 Fischer
0275-S 40/60 HEX Keil
0275-S 40/60 Square Tergo
0275-A 40/60 5.0 (4x) I-Slot
0275-A 40/60 6.0 Insert/Screw
0275-A 40/60 8.5 Fischer
0275-A 40/60 HEX Keil
0275-A 40/60 Square Tergo
0275-AF 40/60 5.0 (4x) I-Slot
0275-AF 40/60 6.0 Insert/Screw
0275-AF 40/60 8.5 Fischer
0275-AF 40/60 HEX Keil
0275-AF 40/60 Square Tergo
0275-AF 100 5.0 (2x) 0121

0275 - S

0275 - A

0275 - AF

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

SPACER

Rubber spacer for 0275
Size: 40 x 40 x 1.0 mm.

Material:		 EPDM
Surface:		 Fabric

ADJUSTABLE SCREW 

Adjustable screw, to adjust the height of the 0275.
M6 x 30, Hex indentation drive.

Material:		 Stainless A2 (304)
Surface:		 Plain

PLATE HOOKS

Plate hooks for invisible facade plate mounting in combination 
with profile 0270. Equipped with various hole patterns and 
options. Other dimensions on request.

Material:		 Aluminium EN AW 6063 T66
Surface:		 Black anodised
		  Grey anodised

TRUSSHEAD

Self-drilling screw, to attach the 0275 to the 0270. 
Size: 4.2 x 32, Torx drive.

Material:		 Stainless A2 (304)
Surface:		 Zinc-plated
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B 001
Fastening method

C 037
Construction principle

Visible fastening method, 
cladding is installed using coloured blind rivets.
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B 005
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Invisible fastening method based on the Slimline modular fixing system. This 
method uses pre-punched vertical alignment profiles and clamps, which are 
used to mount specially designed HPL facade plates as a stackable system. It is 
characterised by minimal on-site handling.

Suitable for: HPL, other materials on request.

FASTENING METHOD

APPLICATION

CLICK
HERE

https://youtu.be/famaZ0JKlPM?si=qkD7oky0anicHuWn&utm_source=B005%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0545

0540

0540 FIX

0379

0558

0548

B 005
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CLAMP

Material:		 EN AW 6063 T6.
Surface: 	 Black anodised

INSTALLATION SCREW

Installation screw, to attach 0540.
5.5 x 19

Material:		 Stainless A2 (304)
Surface: 	 Plain

START PROFILE

Material:		 EN AW 6063 T6.
Surface: 	 Black anodised

CLAMP FIX

Clamp, with attachment hole, to create an attachment point.

Material:		 EN AW 6063 T6.
Surface: 	 Black anodised

FIX POINT PIN

Pin to create an attachment point for the 0540 Fix.
Size: 3.0 x 14

Material:		 Stainless A2 (304)
Surface:		 Plain

INSTALLATION TOOL 

Tool used to install 0545 start profile and to link the 0190 
profiles  

Material:		 EN AW Aluminium 5754 H22.
Surface: 	 Plain

B 005 - ADVICE

Use pre-punched 
0190 Slimline profiles. 
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B 006
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FASTENING METHOD

APPLICATION
Visible fixing method using stainless steel clamps mounted on pre-punched 
alignment profiles. The head of the clamps is visible in the façade image, thus 
contributing to a specific appearance. The great advantage of this system is its 
quick and easy processing on the building site. 

Application: e.g. HPL, ACP, wood, steel, glass, ceramics, fibre cement.

CLICK
HERE

https://youtu.be/xrkKmYIRing?si=j5WwvDfvVv52OUhE&utm_source=B006%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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B 

0512

0105

0300

0621

0633

B 006

A 

C 

0633

D 

C

B

A (MM) B (MM) C (MM)

15 30 5
15 30 7
15 30 9

B (MM) C (MM) D (MM) L (MM)

15 7 8 3000
15 7 10 3000
15 7 12 3000
23 7 8 3000
23 7 10 3000
23 7 12 3000
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PANEL CLAMP

Clamp, to attach facade panels with a thickness of 
up to 20 mm.

Material: 	 Stainless steel C300.
Surface: 	 Plain.
		  Powder-coated.

Use pre-punched profiles.

COLOUR-RIVET ®

Blind rivet, to attach 0512. 
Size: 5.0 x 10 

Material:		 Aluminium / Stainless
Surface: 	 Plain

TRUSSHEAD

Self-drilling screw to install 0512.
Size: 4.8 x 20 

Material:		 Stainless A2 (0304)
Surface: 	 Plain

EPDM FILL BLOCK

Fill block for the 0512, self-adhesive.

Material: 	 EPDM, closed cell.
Surface: 	 Foam

B 006 - ADVICE

Start clamp

Middle clamp

End clamp

JOINT PROFILE

Material: 	 Aluminium 5005
Surface: 	 Plain or powder-coated.
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B 007
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FASTENING METHOD

APPLICATION
Invisible cassette fastening method, in which special bolts are fixed in the 
cassette. This allows the cassette to rest on hooks mounted on pre-punched 
alignment profiles. This keeps the specific vertical joints associated with these 
cassettes free of (image-defining) obstacles. The distinctive advantage of this 
system is its quick and easy processing on site.

Suitable for: including aluminium and ACP

CLICK
HERE

https://youtu.be/Td9Apz93tH0?si=TJjfxB-4Uvyj7d1G&utm_source=B007%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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B 007

0511

0513  

0105

0520

0515

D 

A 
0836

B 

C 

P 

A (MM) B (MM) C (MM) P(MM) L (MM)

100 45 60 200 3,000
100 65 60 200 3,000
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B 007 - ADVICE

Use pre-punched profiles.

OMEGA PROFILE

Aluminium omega  profiles.

Material: 	 EN AW 6060 T66
Surface: 	 Plain
		  anodized grey/black
		  powder-coated
Machining:
- Cutting to size.

*P = Pitch

CASSETTE BRACKET

Cassete bracket, left-sided version.
D = 60, 40, 30 mm.

Cassette bracket, right-sided version.
D = 60, 40, 30 mm.

Material: 	 EN AW 6063 T6.
Surface: 	 Plain

COLOUR-RIVET ®

Blindklinknagel, voor de montage van 0513.
Maat: 5,0 x 10 

Materiaal:	 Aluminium / roestvaststaal
Oppervlakte: 	 Blank

FRICTIONCAP

Rubber sleeve, for the 0511 bolt.

Material: 	 EPDM
Surface: 	 Plain

NUT

Nut M8, for the 0511 cassette bolt, with serrations.

Material: 	 Stainless A4 (316)
Surface: 	 Plain

CASSETTE SOCKET BOLT

Cassette bolt M8, with Allen drive.

Material: 	 Stainless A4 (316)
Surface: 	 Plain



118

www.ipex-group.com/B008

B 008
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Invisible fastening method also known as I-Slot, where facade panels are provi-
ded with 'slots' in the end edges. Applicable for stone and panel thicknesses from 
11 to 20 mm.

Suitable for: e.g. stone, ceramic, HPL.

FASTENING METHOD

APPLICATON
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0270

0276

0725

B 008

A 

B 

L (MM)

30
50

A (MM) B (MM) L (MM)

30 60 6,000
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SUPPORT PROFILE

Horizontal support profile. It can be attached by means of the 
slotted hole in the profile or using clamp 0276

CLAMP

Clamp for profile 0270,  
Hole diameter:		  6.0 mm.

Material: 	 EN AW 6063 T66.
Surface: 	 Grey anodised
		  Black anodised
Machining:
- Cutting to size.
- Profiles can be provided with hole patterns.

Material: 	 EN AW 6063 T66.
Surface: 	 Grey anodised

DRILL SCREW 

Self-drilling screw for attaching clamp 0276.
Size: 4.8 x 20	

Material:		 Stainless A2 (304)
Surface: 	 Zinc-plated
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0601

0604

0605

0648

0649

0390

B 008

A 

A 

C 

C 

A C 

B 

B 

B 

ID (MM) OD (MM) L (MM)

2.0 4.0 20

A (MM) B (MM) C (MM) L (MM)

60.8 12.0 19.0 25
60.8 8.0 19.0 25

A (MM) B (MM) C (MM) L (MM)

77.5 12.0 10.0 25
77.5 8.0 10.0 25

A (MM) B (MM) C (MM) L (MM)

73.3 12.0 11.0 25
73.3 8.0 11.0 25
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TRUSSHEAD

Self-drilling screw, to attach plate hook to the 0270. 
Size: 4.2 x 32, Torx drive.

Material:		 Stainless A2 (304)
Surface: 	 Zinc-plated

EPDM INSULATOR

Insulator / spacer for I-Slot.

CLAMP SPRING

Klem veer te gebruiken in combinatie met 
klem 0601, 0604 en 0605.

JOINT CLAMP

I-slot agraffe joint clamp.

START CLAMP

I-slot agraffe start clamp

END CLAMP

I-slot agraffe end clamp.

Material: 	  EPDM
Surface: 	  Smooth

Clamp spring to be used in combination with 
clamp 0601, 0604 and 0605.

Material: 	 EN AW 6060 T66
Surface: 	 Black anodised

Material: 	 EN AW 6060 T66
Surface: 	 Black anodised

Material: 	 EN AW 6060 T66
Surface: 	 Black anodised



BY IPEX

B 004 / B 014
Fastening method

C 037
Construction principle

Invisible fastening method, 
cladding is installed by means of plate hooks
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www.ipex-group.com/B009

B 009 
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Invisible fastening method, where the facade plate is mounted with plate 
supports and bonding. Very suitable for bonding facade cladding panels with a 
high deadweight, such as ceramic tiles. Thanks to this support, exact fitting of a 
heavy facade plate is much easier. 

Suitable for: e.g. stone, fibre cement, ceramics.

FASTENING METHOD

APPLICATION
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0552

0105

B 009

B 

A 

A (MM) B (MM) LENGTE (MM)

10 25 25

I-Bond

I-Bond

I-Bond

I-Bond
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TAPE 

Foam tape for initial adhesion and spacer of facade plate.

Tape 12 mm x 3 mm x 25 M
Tape 19 mm x 3 mm x 25 M

CLEANING

Cleaning materials among others for pre-treating various 
facade panels. 

GLUE CARTRIDGES

Different adhesive types, the choice for which type is suitable 
depends on cladding panel type, weight and size.

Content: 600 ml

PRIMER

Primers for pre-treatment of substructure and facade plate. 

Contents: 1 L or 5 L

COLOUR-RIVET ®

Blind rivet for attaching 0552
Size: 5.1 x 10

Material: 	 Stainless A2 (0304)
Surface: 	 Plain

PLATE SUPPORT

Plate support, with 5.1 mm holes.

Material: 	 EN AW 6063 T66.
Surface: 	 Black powder-coated.

B 009 - ADVICE

Use pre-punched profiles.
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B 010
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FASTENING METHOD

APPLICATION
Invisible fastening method in which a profile system is factory glued to the back 
of the cladding. The resulting prefabricated element can then be mounted to a 
horizontal battens. The panel can then be corrected in height with set screws 
before the element is secured.  

Application: e.g. glass, HPL, fibre cement, ceramics.
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0270

0276

A 

B 

B 010

0725

A (MM) B (MM) L (MM)

30 60 6,000

L (MM)

30
50
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SUPPORT PROFILE

Horizontal support profile. It can be attached by means of the 
slotted hole in the profile or using clamp 0276

CLAMP

Clamp for profile 0270,  
Hole diameter:		  6.0 mm.

Material: 	 EN AW 6063 T66.
Surface: 	 Grey anodised
		  Black anodised
Machining:
- Cutting to size.
- Profiles can be provided with hole patterns.

Material: 	 EN AW 6063 T66.
Surface: 	 Grey anodised

DRILL SCREW 

Self-drilling screw for attaching clamp 0276.
Size: 4.8 x 20	

Material:		 Stainless A2 (304)
Surface: 	 Zinc-plated
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0275

0622

0105

0191

0390

B 010

0275) A (MM) B

0275-S 100 6.0
0275-A 100 6.0
0275-AF 100 6.0

A (MM) B (MM) C (MM L (MM

25 15 2.0 6,000
25 20 2.0 6,000
40 30 2.0 6,000

A 

B 

C 

A 

B 

A A 

0275 - S

0275 - A

0275 - AF
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ADJUSTABLE SCREW

Adjustable screw, to adjust the height of the 0275.
M6 x 30, Hex indention drive.

Material: 	 Stainless A2 (304)
Surface: 	 Plain

TRUSSHEAD

Self-drilling screw to attach the 0275 to the 0270. 
Size: 4.2 x 32, Torx drive.

Material:		 Stainless A2 (304)
Surface: 	 Zinc-plated

PLATE HOOKS

Plate hook (hanger), for invisible attachment of the faca-
de panel in combination with 0270 carrier profile. Various 
sizes available. 

Material:		 Aluminium EN AW 6063 T66
Surface:		 Black anodised
		  Grey anodised

COLOUR-RIVET ®

Blind rivet for attaching 0275 on the 0191.
Size: 5.0 x 10

Material: 	 Stainless A2 (0304)
Surface: 	 Plain

OMEGA PROFILE

Aluminium omega profiles, suitable for bonding or 
mechanical fastening of facade plate.

Material:		 EN AW 6063 T66
Surface:		 Plain.
		  Anodised, grey / black.
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B 010

I-Bond

I-Bond

I-Bond

I-Bond

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

TAPE 

Foam tape for initial adhesion and spacer of facade plate.

Tape 12 mm x 3 mm x 25 M
Tape 19 mm x 3 mm x 25 M

CLEANING

Cleaning materials among others for pre-treating various faca-
de panels. 

GLUE CARTRIDGES

Different adhesive types, the choice for which type is suitable 
depends on cladding panel type, weight and size.

Content: 600 ml

PRIMER

Primers for pre-treatment of substructure and facade plate. 

Contents: 1 L or 5 L
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B 011
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FASTENING METHOD

APPLICATION
Invisible fastening method for extruded ceramic façade tiles.
The tile is mounted with clamps on a vertical profile system. This system 
features a hole pattern parallel to the design grid of the facade. A joint profile 
can be mounted in the vertical joint.

Application: tile type Favemanc XB

CLICK
HERE

https://youtu.be/NsW_palPPDI?si=1nW65m4KVgY4YOpU&utm_source=B011%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0614

0523

0566

0633

0105

D 

C

B

B (MM) C (MM) D (MM) L (MM)

15 7 8 3000
15 7 10 3000
15 7 12 3000
23 7 8 3000
23 7 10 3000
23 7 12 3000
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JOINT / END CLAMP

Material: 	 EN AW 6060 T66
Surface: 	 Black anodised

EPDM RUBBER

EPDM profile for the 0523 clamp.

Material: 	 EPDM
Surface: 	 Smooth

JOINT PROFILE

Material: 	 Aluminium 5005
Surface: 	 Plain or powder-coated

B 011

START TILE CLAMP

Material: 	 EN AW 6060 T66
Surface: 	 Black anodised

B 011 - ADVICE

Use pre-punched profiles.

COLOUR-RIVET ®

Blind rivet, for attaching the 0614 and 0523.
Size: 5.0 x 10 
 
Material:		 Aluminium / Stainless
Surface: 	 Plain
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B 014
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FASTENING METHOD

APPLICATION
Invisible fastening method, where cassettes are glued to the back of the 
cladding by means of a profile system. The resulting prefabricated element 
can then be mounted on a horizontal battens. The panel can still be corrected 
in height. This method is characterised by minimal on-site handling and the 
elements can be dismantled individually.

Application: e.g. on HPL, ACP, wood, steel, glass, ceramics, fibre cement.
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0567

0564

0105

0390

B 014

A 
C 

B 

A (MM) B (MM) C (MM

30 40 2
40 40 2
80 40 2,5

I-Bond

I-Bond

I-Bond

I-Bond
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CLAMPING BRACKET

Aluminium clamp

Material: 	 EN AW Aluminium 5754 H22
Surface: 	 Plain

Material: 	 EN AW 6063 T6
Surface: 	 Plain 
		  anodised

COLOUR-RIVET ®
Blind rivet for attaching 0564 to 0567. 
Size: 5.0 x 10 

Material:		 Aluminium / Stainless
Surface: 	 Plain

TRUSSHEAD
Self-drilling screw, for attaching 0567. 
Size: 4.2 x 32, Torx drive.

Material:		 Stainless A2 (304)
Surface: 	 Zinc-plated

TAPE 

Foam tape for initial adhesion and spacer of facade plate.

Tape 12 mm x 3 mm x 25 M
Tape 19 mm x 3 mm x 25 M

CLEANING

Cleaning materials among others for pre-treating various faca-
de panels. 

GLUE CARTRIDGES

Different adhesive types, the choice for which type is suitable 
depends on cladding panel type, weight and size.

Content: 600 ml

PRIMER

Primers for pre-treatment of substructure and facade plate. 

Contents: 1 L or 5 L

BOX PROFILE

Aluminium box profile.
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B 017
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Invisible fastening method in which a continuous slot is milled into the cladding. 
This hangs the facade panel over a horizontal aluminium support profile. This 
support profile can be mounted on various pre-punched alignment profiles. 
Suitable for material thicknesses up to 30 mm. 

Application: e.g. on stone, ceramics, solid surface, HPL.

FASTENING METHOD

APPLICATION

CLICK
HERE

https://youtu.be/FG8aqEy5RpE?si=gf7QXTekLSoL7D4v&utm_source=B017%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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B 017

A 

A 

C 

C 

0609

0606

0648

0106

B 

B 

0750

ID (MM) OD (MM) L (MM)

2.0 4.0 50
2.0 5.0 50

A (MM) B (MM) C (MM) L (MM)

14.8 24.5 39.6 6,000

A (MM) B (MM) C (MM) L (MM)

27 24.5 40 6,000
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JOINT / END PROFILE

Slot attachment, joint / end profile. Tile Thickness 20 – 40 mm.
Slotted holes	 Optional

START PROFILE

Start profile for attaching slot. Tile Thickness 20 – 40 mm.
Slotted holes		  Optional

I-BOND

Various glue types, depending on facade panel type, weight 
and size.

Content: 600 ml

EPDM INSULATOR

Insulator for I-Slot.

Material: 	 EPDM
Surface: 	 Smooth

Material:: 	 EN AW 6060 T66
Surface: 	 Black anodised

Material:: 	 EN AW 6060 T66
Surface: 	 Black anodised

COLOUR-RIVET ®

Blind rivet for profile 0606 -0609
Size: 5.0 x 12 H14

Material:: 	 Aluminium Stainles
Surface: 	 Plain
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B 018
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Invisible fixing method, where cassettes are formed from composite panels. 
Using profiles, these cassettes can be assembled modularly

Suitable: ACP cassettes.

FASTENING METHOD

APPLICATION

CLICK
HERE

https://youtu.be/i5LKD63KF70?si=btle1qojo1wu2itl&utm_source=B018%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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B 018

0666

0667

0665

0668

0669

0106

0725
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WALL START PROFILE 

Material: 	 EN AW 6060 T66
Surface: 	 Plain

CASSETTE SPRING

Material: 	 Stainless steel A2
Surface: 	 Black

COLOUR-RIVET®

Blind rivet, for mounting profile 0586, powder-coated in the 
colour of the cassette.
Size: 5.0 x 12 K11 

Material:		 Aluminium / Stainless steel
Surface: 	 Powder-coated

CASSETTE PROFILE

for extra rigidity. 

Material: 	 Stainless steel A2
Surface: 	 Plain

CASSETTE START PROFILE

Material: 	 EN AW 6060 T66
Surface: 	 Plain

CASSETTE JOINTPROFILE

Material:		 EN AW 6060 T66
Surface: 	 Plain
		  Black anodised

DRILL SCREW

Self-drilling screw to attach profile 0665.
Size: 5.5 x 25

Material: 	 Stainless steel A2
Surface: 	 Zinc coating
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B 015

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

FASTENING METHOD

APPLICATION
Invisible fastening method, where cassettes are formed from composite panels. 
These cassettes are mounted modularly with profiles. The joint can be sealed 
with the shape of the cassette. 

Application: ACP cassettes. 

CLICK
HERE

https://youtu.be/v54PLbyTE1M?si=-cJwUJBjsJ8qkhtI&utm_source=B015%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0585

0586

0105
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B 015

COLOUR-RIVET®

Blind rivet, for attaching 0586.
 Size: 5.0 x 10 

Material::	 Aluminium / Stainless
Surface: 	 Plain

CASSETTE PROFILE

Material:: 	 EN AW 6060 T66
Surface: 	 Black anodised

CASSETTE CLAMP

Material:: 	 EN AW 6060 T66
Surface: 	 Black anodised

B 015 - ADVICE

Use pre-punched profiles.



138

www.ipex-group.com/B020

B 020
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This is an aluminium profile system with guides. Hooks are placed in these 
guides and the ceramic tiles are clamped between them. The hooks can be 
either visible or invisible.

Applications
- On a construction system(C034).
- Directly on a wall.

APPLICATIONS

FASTENING METHODS

CLICK
HERE

https://youtu.be/v54PLbyTE1M?si=LDsZ0Ms3UsXwceD8&utm_source=B020%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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B 020

0814

0815

A 

A 

B 

B 

A (MM) B (MM) C (MM) D (MM) L (MM)

95 54.5 14 23 3000

A (MM) B (MM) C (MM) D (MM) L (MM)

48.5 54.5 14 23 3000

0633

D 

C

B

B (MM) C (MM) D (MM) L (MM)

15 7 8 3000
15 7 10 3000
15 7 12 3000
23 7 8 3000
23 7 10 3000
23 7 12 3000

 

0822

A 

A (MM)

10
12
14

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

T-PROFILE

L-PROFILE

JOINT PROFILE

Materiaal: 	 Aluminium 5005
Oppervlakte: 	 Blank of gepoedercoat

PRESSURE RUBBER

Material: 	 Cell EPDM, Self-adhesive
Surface: 	 Smooth

Material: 	 ENAW 6063 T66
Surface: 	 Plain or Black anodised

Material: 	 ENAW 6063 T66
Surface: 	 Plain or Black anodised

CLAMP THICKNESS (K)
0819

SPACE BETWEEN PROFILE AND CLADDING 
PANEL (R)

PROFILE SUSPENSION 
(D) 0633

EPDM THICKNESS (A) 
0822

4 mm 6 mm 12 mm 14 mm
6 mm 4 mm 10 mm 12 mm
8 mm 2 mm 8 mm 10 mm

For fixing method B 020, different thicknesses of the 0822 or the 0633 clamping profile can be 
chosen for the spacing between the profile and the facade plate. 
The table below shows the size of pressure rubber and clamping profile required for the desired 
spacing between the profile and the facade plate and the clamping thickness of the 0819.
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B 020

R K  

R K  

0821

0820

0350

R K  

R K  

0819 
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STARTING CLAMP

Configuration : 001-1 

Configuration : 002

Material: 	 Stainless steel 304 / A2
Surface: 	 Plain or Powdercoated

CLAMP 
THICKNESS K (MM)

SPACE BEHIND TILES 
R (MM)

4 6
6 4
8 2

CLAMP 
THICKNESS K (MM)

SPACE BEHIND TILES
R (MM)

13 2

SPACER / SAFETY CLIP 

This clip secures the underlying clamp and creates a distance 
between the tiles

Material: 	 Stainless steel 304 / A2
Surface: 	 Plain or Powdercoated

MOUNTING SCREW / SCREW SPACER

Size: 4.2 x 25

Material: 	 (SA) Stainless steel A2
Surface: 	 Plain or powdercoated

MIDDLE CLAMP

Configuration : 001-1 

Configuration : 002

Material: 	 Stainless steel 304 / A2
Surface: 	 Plain or Powdercoated

CLAMP 
THICKNESS K (MM)

SPACE BEHIND TILES 
R (MM)

4 6
6 4
8 2

CLAMP 
THICKNESS K (MM)

SPACE BEHIND TILES 
R (MM)

13 2



BY IPEX

B 002
Fastening method

C 033
Construction principle

Visible fastening method, where the cladding is installed 
by means of self-drilling screws.
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B 020
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APPLICATIONS

B 020

FASTENING METHODS

This is an aluminium profile system with guides. Hooks are placed in these 
guides and the ceramic tiles are clamped between them. The hooks can be 
either visible or invisible.

Applications
- On a construction system(C034).
- Directly on a wall.

CLICK
HERE

https://youtu.be/v54PLbyTE1M?si=LDsZ0Ms3UsXwceD8&utm_source=B020%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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B 020

0818

0817 A 

A 

B 

B 

0633

D 

C

B

 

0822

A 

A (MM) B (MM) L (MM)

95 25 3000

A (MM) B (MM) L (MM)

52 25 3000

B (MM) C (MM) D (MM) L (MM)

15 7 8 3000
15 7 10 3000
15 7 12 3000
23 7 8 3000
23 7 10 3000
23 7 12 3000

A (MM)

10
12
14
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JOINT PROFILE

Materiaal: 	 Aluminium 5005
Oppervlakte: 	 Blank of gepoedercoat

PRESSURE RUBBER

Material: 	 Cell EPDM, Self-adhesive
Surface: 	 Smooth

OMEGA-PROFILE

Z-PROFILE
 

Material: 	 ENAW 6063 T66
Surface: 	 Plain or Black anodised

Material: 	 ENAW 6063 T66
Surface: 	 Plain or Black anodised

CLAMP THICKNESS (K)
0819

SPACE BETWEEN PROFILE AND CLADDING 
PANEL (R)

PROFILE SUSPENSION 
(D) 0633

EPDM THICKNESS (A) 
0822

4 mm 6 mm 12 mm 14 mm
6 mm 4 mm 10 mm 12 mm
8 mm 2 mm 8 mm 10 mm

For fixing method B 020, different thicknesses of the 0822 or the 0633 clamping profile can be 
chosen for the spacing between the profile and the facade plate. 
The table below shows the size of pressure rubber and clamping profile required for the desired 
spacing between the profile and the facade plate and the clamping thickness of the 0819.
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B 020

R K  

R K  

R K  

R K  

0821

0820

0350

0819 
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STARTING CLAMP

Configuration : 001-1 

Configuration : 002

Material: 	 Stainless steel 304 / A2
Surface: 	 Plain or Powdercoated

CLAMP 
THICKNESS K (MM)

SPACE BEHIND TILES 
R (MM)

4 6
6 4
8 2

CLAMP 
THICKNESS K (MM)

SPACE BEHIND TILES
R (MM)

13 2

SPACER / SAFETY CLIP 

This clip secures the underlying clamp and creates a distance 
between the tiles

Material: 	 Stainless steel 304 / A2
Surface: 	 Plain or Powdercoated

MOUNTING SCREW / SCREW SPACER

Size: 4.2 x 25

Material: 	 (SA) Stainless steel A2
Surface: 	 Plain or powdercoated

MIDDLE CLAMP

Configuration : 001-1 

Configuration : 002

Material: 	 Stainless steel 304 / A2
Surface: 	 Plain or Powdercoated

CLAMP 
THICKNESS K (MM)

SPACE BEHIND TILES 
R (MM)

4 6
6 4
8 2

CLAMP 
THICKNESS K (MM)

SPACE BEHIND TILES 
R (MM)

13 2



BY IPEX

B 003
Fastening method

C 037
Construction principle

Invisible fastening method, 
where the facade cladding is glued
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FASTENING METHOD

APPLICATION
Invisible fixing method for extruded ceramic façade tiles. 
The tile is mounted on a vertical profile system. The system is fitted with a hook 
pattern. A joint profile can be mounted in the vertical joint.

Suitable for tile types including Tonality, Creaton, Favemanc.
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0710

B 019

F

E











 








 














A

B

C

D

B

C

B

C

B

C

B

C

B

C

B

C

B

C

B

C

B

C

B

C

B

C

B

C

B

A

detail A
scale 1:5

B

maten:
A= 52mm 
B= 100mm
C= 100mm
D= restmaat = 42mm
E= 2794

E
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HOOK PROFILE

Hook profile, for: Tonality, Creaton, Favemanc, enz.

A 
(MM)

B 
(MM)

C 
(MM)

D 
(MM)

E 
(MM)

F 
(MM)

L 
(MM)

M056-0 43 75 75 residual 
size 60 45 variable 

max. 2990

M057-0 43 100 75 residual 
size 60 45 variable 

max. 2990

M058-0 52 100 100 residual 
size 60 45 variable 

max. 2990

M059-0 43 150 75 residual 
size 60 45 variable 

max. 2990

M060-0 52 150 100 residual 
size 60 45 variable 

max. 2990

M061-3 102 150 150 residual 
size 60 45 variable 

max. 2990

M062-0 102 200 200 residual 
size 60 45 variable 

max. 2990

M063-0 102 300 200 residual 
size 60 45 variable 

max. 2990

M064-0 152 300 300 residual 
size 60 45 variable 

max. 2990

M080-0 43 75 75 residual 
size 60 35 variable 

max. 2990

M081-0 43 100 75 residual 
size 60 35 variable 

max. 2990

M082-0 52 100 100 residual 
size 60 35 variable 

max. 2990

M083-0 43 150 75 residual 
size 60 35 variable 

max. 2990

M084-0 52 150 100 residual 
size 60 35 variable 

max. 2990

M085-0 102 150 150 residual 
size 60 35 variable 

max. 2990

M086-0 102 200 200 residual 
size 60 35 variable 

max. 2990

M087-0 102 300 200 residual 
size 60 35 variable 

max. 2990

M088-0 152 300 300 residual 
size 60 35 variable 

max. 2990

Construction height = variable

Material: 	 EN AW Aluminium 5754 H22
Surface: 	 Plain
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0725

B 019

C 

B

A

0633

0716

0319

A 

A (MM) B (MM) C (MM) L (MM)

15 7 8 3000
15 7 10 3000
15 7 12 3000
23 7 8 3000
23 7 10 3000
23 7 12 3000

A (MM) L (MM)

8 3000
10 3000
12 3000
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DRILLMATE

Drill screw for mounting brackets or profiles on wooden 
structures.

Material: 	 Stainless steel A2
Surface: 	 Zinc coating

JOINT PROFILE

JOINT PROFILE

Material: 	 Aluminium 5005.
Surface: 	 Plain or powder-coated.

Material: 	 Aluminium 5005.
Surface: 	 Plain or powder-coated.

DRILL SCREW

Self-drilling screw for attachment to profiles, available with or 
without sealing washer.
Size: 	 5.5 x 24	

Material:		 Stainless steel 316 (A4)



BY IPEX

B 008
Fastening method

C 036
Construction principle

Invisible fastening method, where the facade cladding is 
industrially glued to a hook structure. 
Ready to be hooked on the construction site. 



BY IPEX

Choose the right construction principle taking into account: board 
material, size, fixing method and requirements.  

CONSTRUCTION PRINCIPLES
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X 
X 
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FIX POINT: 
Situation in which a vertical  
continuous profile is attached to the 
round holes. For each profile length, 
a maximum of one fixed point may be 
created. The bracket is subjected to 
wind load.

FIX AND SLIDE POINTS

SLIDE POINT: 
Situation in which a vertical continuous 
profile is attached to the slotted holes. 
Due to thermal expansion, the vertical 
profile can expand. The bracket is 
subjected
to wind load.

Brackets (Fix and Slide) are mounted against a support structure, to which a 
vertical aluminium profile is then attached. The brackets are fitted with round 
and slotted holes. Due to thermal expansion, fixed and sliding points are used. 

Operation Fix and Slide points
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C 033
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CONSTRUCTION PRINCIPLE

APPLICATION
Construction principle with double-walled wall supports ensure very high rigidity.

Features:
• �Force transfer is a-centric and ideally suited for heavy façade structures on a 

solid main load-bearing structure with sufficient load-bearing capacity.
•  In combination with 0227 / 0251 profiles.

CLICK
HERE

https://youtu.be/2qPpyCZw44A?si=6MXSGOxSJXCEjyT_&utm_source=C033%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0234

0238-180

0238-88

0482

C 033

A 

A 

B 

F 

B 

F 

F

C 

B 

A (MM) B (MM) F (MM)

60 180 7 x 22
90 180 11 x 22
120 180 15 x 22
150 180
180 180
210 180
240 180

B (MM) C (MM) F (MM)

50 60 15 x 22
60 60 15 x 22
90 60 15 x 22
180 60 15 x 22

A (MM) B (MM) F (MM)

60 88 7 x 22
90 88 11 x 22
120 88 15 x 22
150 88
180 88
210 88
240 88

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

BRACKET FIX
Bracket, double-walled, fix.

Material:		 Aluminium EN AW 6063 T66.
Surface: 	 Plain

UNIVERSAL CONSTRUCTION PLUG 

Nylon construction plug, with ETA approval.
Size: M10 x 80

Material:		 Stainless steel A4 / 316
		  Steel zinc-plated

INSULATOR

Insulator for the fix brackets; thermal value 0.087 W/mK.

Material:           Polymer foam plastic vinyl chloride.

BRACKET SLIDE
Bracket, double-walled, slide.

Material: 	 Aluminium EN AW 6063 T66.
Surface: 	 Plain
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C 034
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CONSTRUCTION PRINCIPLE

APPLICATION
Construction principle with wall supports and extension plates.

Features:
• Flexible, quick and easy change of construction depth.
• Force is transmitted centrally in relation to the centre of gravity, which is 
extremely favourable for force application. 
• In combination with 0227 / 0251 profiles.

BRANDBESTENDIG

CLICK
HERE

https://youtu.be/1CCe1lBnPSg?si=uUqePXINVcVoivU5&utm_source=C034%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0234

0290-180

0290-90

0482

C 034

A 

A 

F

B 

F

B 

F

C 

B 

A (MM) B (MM) F (MM)

50 180 7 x 14 - 11 x 22
60 180 7 x 14 - 11 x 22
90 180 7 x 14 - 11 x 22

B (MM) C (MM) F (MM)

50 60 7 x 14 - 15 x 22
60 60 7 x 14 - 15 x 22
90 60 7 x 14 - 15 x 22
180 60 7 x 14 - 15 x 22

A (MM) B (MM) F (MM)

50 90 7 x 14 - 11 x 22
60 90 7 x 14 - 11 x 22
90 90 7 x 14 - 11 x 22

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

UNIVERSAL CONSTRUCTION PLUG

Nylon construction plug, with ETA approval.
Size: M10 x 80

Material:		 Stainless steel A4 / 316
		  Steel zinc-plated

BRACKET FIX

Brackets, fix, centric attachment; can be combined with 
0286 extension plates to enlarge the cavity (A dimension). 
Can be supplied with or without clip.

INSULATOR

Insulator for the fix brackets; thermal value 0.087 W/mK.

Material: 	 Aluminium EN AW 6063 T66.
Surface: 	 Plain

Material: 	 Polymer foam plastic vinyl chloride.

BRACKET SLIDE

Brackets, slide, centric attachment; can be combined with 
0286 extension plates to enlarge the cavity (A dimension). 
Can be supplied with or without clip.

Material: 	 Aluminium EN AW 6063 T66.
Surface: 	 Plain
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( 
) 

( 
) 

A (MM) B (MM) C-1 (MM) C-2 (MM E (MM

115 118 1,5 3 15
135 118 1,5 3 15
155 118 1,5 3 15
175 118 1,5 3 15
195 118 1,5 3 15
215 118 1,5 3 15
235 118 1,5 3 15
255 118 1,5 3 15
275 118 1,5 3 15
295 118 1,5 3 15
315 118 1,5 3 15

A (MM) B (MM) C-1 (MM) C-2 (MM E (MM

115 88 1,5 3 15
135 88 1,5 3 15
155 88 1,5 3 15
175 88 1,5 3 15
195 88 1,5 3 15
215 88 1,5 3 15
235 88 1,5 3 15
255 88 1,5 3 15
275 88 1,5 3 15
295 88 1,5 3 15
315 88 1,5 3 15

0290 + 0286

0290 + 0286

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

EXTENSION PLATE

Extension plate for 0290 and 0295 (A50) slide brackets. 

DRILL SCREW

Self-drilling screw for attachment to profiles, available with or 
without sealing washer.
Size: 	 5.5 x 24	
Material:		 Stainless steel 316 (A4)

DRILLMATE

Drill screw suitable for mounting extension plate 0286 on 
bracket 0290
Size: 5.5 x 25	
Material:		  Stainless steel A2 with steel drill point

EXTENSION PLATE

Extension plate for 0290 and 0295 (A50) fix brackets.

Material:		 Stainless steel 304 (C-1)
		  Aluminium 5754 H22 (C-2)
Surface:		 Plain

Material:		 Stainless steel 304 (C-1)
		  Aluminium 5754 H22 (C-2)
Surface:		 Plain



BY IPEX

B 013
Fastening method

C 033
Construction principle

Invisible fastening method, 
where facade cladding is installed using clamps
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CONSTRUCTION PRINCIPLE

Construction principle with wall supports and (possibly) extension plates.

Features:
• Main supporting structure, structural timber and/or steel structures.
• In combination with 0227 / 0251 profiles.

APPLICATION
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0295-178

0295-88

0319

0313

0835

C 035

A 

A 



















 









 










B 

F 



















 









 










B 
F 

A (MM) B (MM) F (MM)

50 50 7.1
50 90 7.1
60 50 7.1
60 90 7.1
90 50 7.1
90 90 7.1

A (MM) B (MM) F (MM)

50 180 7.1
60 180 7.1
90 180 7.1
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DRILLMATE

Self-drilling screw for attachment to profiles, 
available with or without sealing washer.
Size: 	 5.5 x L		
Material:		 - Stainless steel A2 
Surface: 	 - Zinc coating

DRILLMATE

Piercing screw for mounting brackets or profiles.
Size: 	 5.5 x 33		
Material:		 - Stainless steel A2 
Surface: 	 - Zinc coating

BRACKET

Brackets for installation on wood or steel frame structures; 
can be combined with 0286 extension plates. 

Material: 	 Aluminium EN AW 6063 T66.
Surface: 	 Plain

BRACKET

Brackets for installation on wood or steel frame structures; 
can be combined with 0286 extension plates.

Material: 	 Aluminium EN AW 6063 T66.
Surface: 	 Plain

DRILLMATE

Self-drilling screw for attachment to wood, 
available with or without sealing washer.
Size: 	 6.5 x 38	
	 6.5 x 50	
Material:		 Stainless A2 (304)
Surface: 	 Zinc coating
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C 047
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FIREPROOF

CONSTRUCTION PRINCIPLE

APPLICATION
Construction principle with 0600 composite wall brackets.

Features:
• Reduction of thermal bridges due to composite material.
• Axial load to main structure is centric.
• Fire resistant.
• In combination with: 0227 / 0251

CLICK
HERE

https://youtu.be/pB_cDkx_s5k?si=l1KaJ7XWNLfDg2aA&utm_source=C047%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0482

0589

0600-178

0558

A 

C 047

B 

A 

F 

B 

A (MM) B (MM)

70 178
100 178
130 178
160 178
190 178
210 178
240 178
270 178
300 178

A (MM) B (MM) F (MM)

178 65 11 x 22
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FIX POINT PIN

Pin to create an attachment point, 
in combination with 0590 and 0589.

Material: 	 Stainless A2 (304) 
Surface: 	 Plain

COMPOSITE BRACKET FIX

Specially developed brackets, 
with minimal thermal conductivity.

BASIC HOLDER

Basic holder for the 0600 Bracket.

Material: 	 Composite.
Surface: 	 Smooth

Material: 	  Aluminium EN AW 6063 T66.
Surface: 	  Plain

UNIVERSAL CONSTRUCTION PLUG

Nylon construction plug, with ETA approval.
Size: M10 x 80

Material:		 Stainless steel A4 / 316
		  Steel zinc-plated
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0482

0589

0600-60

0558

C 047

A 

F 

A 

B 

B 

A (MM) B (MM)

70 60
100 60
130 60
160 60
190 60
210 60
240 60
270 60
300 60

A (MM) B (MM) F (MM)

60 65 11 x 22
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UNIVERSAL CONSTRUCTION PLUG

Nylon construction plug, with ETA approval.
Size: M10 x 80

Material:		  Stainless steel A4 / 316
		   Steel zinc-plated

SLIDE POINT PIN

Pin to create an attachment point, in combination with 0590 
and 0589.

Material: 	 Plastic.
Surface: 	 Plain

COMPOSITE BRACKET SLIDE

Composite brackets, slide. Specially developed brackets, 
with minimal thermal conductivity.

BASIC HOLDER

Basic holder for the 0600 bracket.

Material: 	 Composite.
Surface: 	 Smooth

Material: 	 Aluminium EN AW 6063 T66.
Surface: 	 Plain



BY IPEX

B 004
Fastening method

C 033
Construction principle

Invisible fastening method, 
where facade cladding is installed using plate hooks.
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www.ipex-group.com/C046

C 046

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

CONSTRUCTION PRINCIPLE

APPLICATION
Construction principle with stainless steel anchor rods and brace with chemical 
injection mortar.

Features:
• Push-through installation.
• Suitable for installation on multiple main support structures.
• Reduction of thermal bridges due to small surface and stainless steel anchors
• Axial load to the main structure is centric.

CLICK
HERE

https://youtu.be/QN-_nIjrlHI?si=XVr9tUZec51fALW6&utm_source=C046%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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C 046

0571

0190

0191

A 

A 

B C 

A 

C 
B 

C 

A 

B 

A A 

A (MM) B (MM) C (MM) L (MM)

40 30 2.0 6,000

M A (MM) B (MM) C (MM)

8 170 80 15
8 200 80 15
8 230 80 15
8 260 80 15
8 290 80 15
8 320 80 15
8 350 80 15
8 380 80 15
8 410 80 15

A (MM) B (MM) C (MM) L (MM)

25 15 2.0 6,000
25 20 2.0 6,000
40 30 2.0 6,000

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Z-PROFILE

Aluminium Z profiles.

ANCHOR ROD

Anchor rods, with pre-assembled nut.

Material:		 EN AW 6063 T66
Surface:		 Plain	
		  Anodised, grey / black

Material:		 Stainless A2 (304)
Surface: 	 Plain

OMEGA PROFILE

Aluminium omega profiles.

Material:		 EN AW 6063 T66
Surface:		 Plain	
		  Anodised, grey / black
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0679

C 046

0439

0428

0577

0576

0515

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

MKT VM-SH

Perfo sleeve VM-SH (plastic), for attaching 0575 and 0571 in 
hollow stone. M8.

Material:		 Plastic.

CONTACT BREAKER WASHER

Seals, to prevent contact between anchor rods and profile

Material:		 Nylon.
Surface: 	 Plain

MKT VMU

Chemical injection mortar, for attaching 0575 and 0571.

Material:		 Chemical

NUT

Nut M8 with serrations, for anchor rod 0571

Material: 	 Stainless steel A4 (316)
Surface: 	 Plain

CONTACT BREAKER WASHER

Seals, to prevent contact between anchor rods and profile

Material:		 Nylon.
Surface: 	 Plain

WEDGE

Installation plate for the 0486; 15 degree angle with 
countersunk hole.

Material:		 Nylon. 



BY IPEX

B 017
Fastening method

C 034
Construction principle

Invisible Fastening method, where the facade cladding is 
attached using invisible profiles.
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www.ipex-group.com/C082

C 082

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

CONSTRUCTION PRINCIPLE

APPLICATION
Construction principle with U-shaped wall supports, in which wooden frames are 
mounted.

CLICK
HERE

https://youtu.be/jIURZr8mh7Y?si=eZOYE2P5eTrebNyt&utm_source=C082%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0234

0625

0482

C 082

0319

F 

C 

D 

A

B 

F

C 

B 

0313

A (MM) B (MM) C (MM) D (MM) F (MM)

40 50 50* 1.5 Alu - 3 RVS 7 x 14 - 11 x 22
44* 80 90 1.5 Alu - 3 RVS 7 x 14 - 11 x 22
50 110 120* 1.5 Alu - 3 RVS 7 x 14 - 11 x 22
60 140 1.5 Alu - 3 RVS 7 x 14 - 11 x 22
70* 170 1.5 Alu - 3 RVS 7 x 14 - 11 x 22
75 200 1.5 Alu - 3 RVS 7 x 14 - 11 x 22
95* 230 1.5 Alu - 3 RVS 7 x 14 - 11 x 22
100 260 1.5 Alu - 3 RVS 7 x 14 - 11 x 22

290 1.5 Alu - 3 RVS 7 x 14 - 11 x 22
320 1.5 Alu - 3 RVS 7 x 14 - 11 x 22

B (MM) C (MM) F (MM)

50 60 7 x 14 - 15 x 22
60 60 7 x 14 - 15 x 22
90 60 7 x 14 - 15 x 22
180 60 7 x 14 - 15 x 22

0625 - 120

0625 - 90

0625 - 50

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

UNIVERSAL CONSTRUCTION PLUG

Nylon construction plug, with ETA approval.
Size: M10 x 80
Material:		 Stainless steel A4 / 316
		  Steel zinc-plated

DRILLMATE

Drill screw for mounting brackets or profiles.
Size: 5,5 x L
Material: 	 Stainless steel A2
Surface: 	 Zinc coating

DRILLMATE

Drill screw for mounting brackets or profiles on wooden 
structures.
Material: 	 Stainless steel A2
Surface: 	 Zinc coating

U-BRACKET

U-bracket for mounting wooden/aluminium battens on a 
main supporting structure.
Centric anchoring.

INSULATOR

Insulator for the wall brackets; thermal value 0.087 W/mK.

Material: 		 Aluminium 5754 H22 
		  1.5mm Stainless steel 304/A2
Surface: 		 Plain
* Standard

Material: 		 Polymer foam Plastic vinyl chloride
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www.ipex-group.com/C086

C 086

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

CONSTRUCTION PRINCIPLE

APPLICATION
Construction principle with U-shaped wall brackets, stainless steel anchor rods, 
plugs and struts.

Features:
• Push-through installation
• Minimal thermal conductivity
• In combination with wooden battens or aluminium profiles. 

CLICK
HERE

https://youtu.be/GFCvYX2nsuU?si=kLBE2JavGs2Ew6It&utm_source=C086%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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C 086

0643

0660/0664

0486

B A 

D 

D 

C 

A B 

E 

A 

B 

C 

A (MM) B (MM) D (MM)

110 70 10
130 70 10
160 70 10
190 70 10
230 70 10
250 70 10

A (MM) B (MM) C* (MM) D (MM)

100 70 235 10
120 70 255 10
150 70 285 10
180 70 315 10
220 70 355 10
240 70 400 10

A (MM) B (MM) C (MM) D (MM)

40 50 60* 1.5
44* 60* 1.5
50 75 1.5
60 1.5
70 1.5
75 1.5
95 1.5

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

CONSTRUCTION PLUG

Construction plug with Metric M8 metric thread. 

CONSTRUCTION STRUT PLUG

Brace anchor for absorption of own weight. It is used in 
combination with the 0506 CF Window concrete screw 
7.5 x 302 VK TX30

U-BRACKET

U-bracket for mounting wooden/aluminium battens on 
construction anchor 0660.

Material 		 A: Stainless steel A2
		  B: Steel, zinc-plated.
Surface:		 Plain

*If E= 40 mm.
Material:	Steel, zinc-plated.
		  Stainless A4 (316) (on request)
Surface: 	 Plain

Material:		 Stainless steel A2
Surface: 	 Plain

* standard
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0652

0674

C 086

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

INSTALLATION TOOL

Tool for the 0660 plug.

INSTALLATION TOOL

Tool for the 0660.



BY IPEX

B 008
Fastening method

C 035
Construction principle

Visible fastening method, 
where facade cladding is installed using tile clamps.
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www.ipex-group.com/C087

C 087

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Construction principle with stainless steel anchor rods, plugs and struts.

Features:
• Push-through installation. 
• Low thermal conductivity.
• In combination with 0190 & 0191 profiles.

CONSTRUCTION PRINCIPLE

APPLICATION

CLICK
HERE

https://youtu.be/Mc48hsDx8zo?si=uDXowzs9Txc0tz68&utm_source=C087%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0660/0664

0486

C 087

0674

0652

D 

C 

A B 

E 
D 

C 

A B 

E 

B A 

D 
E 

A (MM) B (MM) C (MM) D (MM) E (MM)

100 70 185 10 15
120 70 205 10 15
150 70 235 10 15
180 70 265 10 15
220 70 305 10 15
240 70 350 10 15

A (MM) B (MM) D (MM) E (MM)

110 70 10 15
130 70 10 15
160 70 10 15
190 70 10 15
230 70 10 15
250 70 10 15

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

CONSTRUCTION STRUT PLUG 

Brace anchor for absorption of own weight. It is used in 
combination with the 0506 CF Window concrete screw 
7.5 x 302 VK TX30

Material:		 Steel, zinc-plated
		  Stainless steel A4 (316) (on request)
Surface: 	 Plain

CONSTRUCTION PLUG

Construction plug with Metric M8 metric thread. 

Material 		 A: Stainless steel A2
		  B: Steel, zinc-plated.
Surface:		 Plain

INSTALLATION TOOL

Tool for the 0660 plug.

INSTALLATION TOOL

Tool for the 0660.
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0190

0191

C 087

0679

0577

0576

0515

D 

A 

B C 

C 

A 

B 

A A 

A (MM) B (MM) C (MM) D (MM) L (MM)

25 15 2.0 25 6,000
25 20 2.0 25 6,000
40 30 2.0 40 6,000
40 50 2.0 40 3,000

A (MM) B (MM) C (MM) L (MM)

25 15 2.0 6,000
25 20 2.0 6,000
40 30 2.0 6,000
40 50 2.0 3,000

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Z-PROFILE

Aluminium Z profiles.

OMEGA-PROFILE

Aluminium omega profiles.

Material:		 EN AW 6063 T66
Surface:		 Plain	
		  Anodised, grey / black.

Material:		 EN AW 6063 T66
Surface:		 Plain	
		  Anodised, grey / black.

WEDGE

Installation plate for the 0486; 15 degree angle with 
countersunk hole.

Material:		 Nylon. 

CONTACT BREAKER WASHER

Seals, to prevent contact between anchor rods and profile

Material:		 Nylon.
Surface: 	 Plain

NUT

Nut M8 with serrations, for anchor rod 0571

Material: 	 Stainless steel A4 (316)
Surface: 	 Plain

CONTACT BREAKER WASHER

Seals, to prevent contact between anchor rods and profile

Material:		 Nylon.
Surface: 	 Plain



BY IPEX

B 002
Fastening method

C 087
Construction principle

Visible fastening method, 
cladding installed using blind rivets.
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www.ipex-group.com/C037

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Construction principle to allow facades constructed of wooden or steel sandwich 
panels (carrier) to have an aesthetic facade finish. 

Characteristics: 
- Main load-bearing structure consisting of a wooden or a steel sandwich 
element. 

C 037 - Vertical

CONSTRUCTION PRINCIPLE

APPLICATION

CLICK
HERE

https://youtu.be/hBX2g5G0WHc?si=lu5CHqLijus88xSa&utm_source=C037V%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0190

0191

C 037

D 

A 

B C 

C 

A 

B 

A A 

0121

0681

0175

A (MM) B (MM) C (MM) D (MM) L (MM)

40 30 2.0 40 6,000
30 70 2.0 30 6,000

A (MM) B (MM) C (MM) L (MM)

25 15 2.0 6,000
40 30 2.0 6,000

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Z-PROFILE

Aluminium Z profiles.

OMEGA-PROFILE

Aluminium omega profiles.

Material:		 EN AW 6063 T66
Surface:		 Plain
		  Anodised, grey / black
		  Powder coated
Production:
- Cut to size.
- Profiles can be fitted with punch holes.

Material:		 EN AW 6063 T66
Surface:		 Plain
		  Anodised, grey / black
		  Powder coated
Production:
- Cut to size.
- Profiles can be fitted with punch holes.

SPREADER RIVET

Spreader rivet for attachment construction principle C037, with 
ETA approval. Suitable for metals.
Size: 6.3 x 20 / 23
Material:		  Aluminum
Surface:		  Brute

PIERCING SCREW
Self-piercing screw for installing the profiles for construction 
principle C037, provided with ETA approval. Suitable for 
metals.
Size: 6.0 x 25
Size: 6.5 x 26 
Material: 	 Stainless steel 304
Surface:		 Brute

SELF-ADHESIVE EPDM

Self-adhesive EPDM tape, contact breaker.
Size: 40. x 1.0. x 25 M1

Material:		  EPDM
Surface:		  Textile
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www.ipex-group.com/C037

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Construction principle for providing facades constructed of sandwich panels 
(carrier) made of wood or steel with an aesthetic facade finish. The supporting 
structure consists of a wooden or steel sandwich element. 

C 037 - horizontal

CONSTRUCTION PRINCIPLE

APPLICATION

CLICK
HERE

https://youtu.be/hBX2g5G0WHc?si=gks6omopfsNGogDv&utm_source=C037H%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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D 

A 

B C 

C 

A 

B 

A A 

A 

B 

C 

A 

C 

A (MM) B (MM) C (MM) L (MM)

40 30 2.0 6000

A (MM) B (MM) C (MM)

29 32 40
40 32 40

A (MM) B (MM) C (MM) L (MM)

29 15 2.0 3000
40 30 2.0 6000

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

0190/0195-Vent

0191-Vent

VENTILATION Z-PROFILE

Aluminium Z-profiles with perforation, with air ventilation 
flowing through; +/- 40% air passage.

VENTILATION OMEGA-PROFILE

Aluminium omega profile, perforated, for horizontal mounting, 
with air ventilation flow through;+/- 40% air passage.

VENTILATION Z-PROFILE

Aluminium Z-profiles with perforation, with air ventilation 
flowing through; +/- 40% air passage.
 

VENTILATION Z START PROFILE

Aluminium Z Start profiles with perforation, with air ventilation 
flowing through; +/- 40% air passage.

Material: 	 EN AW 6063 T66
Surface:		 Brute	
		  Anodised, grey / black.
		  Powder coated
Production:	 Cut to size.

Material: 	 EN AW 6063 T66
Surface:		 Brute	
		  Anodised, grey / black.
		  Powder coated
Production:	 Cut to size.

Material: 	 EN AW 6063 T66
Surface:		 Brute	
		  Anodised, grey / black.
		  Powder coated
Production:	 Cut to size.

Material: 	 EN AW 6063 T66
Surface:		 Brute	
		  Anodised, grey / black.
		  Powder coated
Production:	 Cut to size.

C 037

B 

A (MM) B (MM) C (MM) D (MM) L (MM)

40 30 2.0 40 6000

0706-Vent

0807-Vent
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0121

0681

0319

0175

C 037

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

SPREADER RIVET

Spreader rivet for attachment construction principle C037  
(ETA approved). Suitable for metals.
Size: 6,3 x 20 / 23

Material:		 Aluminium
Surface:		 Plain

PIERCING SCREW

Self-piercing screw for installing the profiles for construction 
principle C037, ETA approved. Suitable for metals.
Size: 6,0 x 25
Size: 6.5 x 26 

Material:		 Stainless steel 304
Surface:		 Plain

DRILLMATE

Drilling screw for mounting brackets or profiles on wooden 
structures.

Material:		 Stainless steel A2
Surface:		 Zinc coating

SELF-ADHESIVE EPDM

Self-adhesive tape, contact breaker. 
Size: 40 x 1 x 25 M1

Material:		 EPDM
Surface:		 Textile



BY IPEX

B 002
Fastening method

C 087
Construction principle

Visible fastening method, 
cladding installed using blind rivets.
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www.ipex-group.com/C108

C 108

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Construction principle combining wall supports with linked profiles. This allows 
large spans, making it ideally suited for floor construction systems and 
storey-spanning façade constructions. 

CONSTRUCTION PRINCIPLE

APPLICATION
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C 108

0251_0108

0106

0720

A 

B 

L 

A 

B 

A (MM) B (MM) L (MM)

60 100 3000

A (MM) B (MM) L (MM)

105 130 7000
120 60 7000

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

COLOUR-RIVET®

Blind rivet for 0251_0108 assembly.
Size: 5,0 x 12

Material:		 Aluminium Stainless steel
Surface: 	 Plain or powder-coated

I-PROFILE

Aluminium I profiles.

T-PROFILE

Aluminium T profiles.

Material:		 EN AW 6063 T66
Surface:		 Plain
		  Anodised, grey / black

Material:		 EN AW 6063 T66
Surface:		 Plain
		  Anodised, grey / black
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www.ipex-group.com/C061

C 061

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Construction principle for installing vertically-oriented facade cladding.

Features:
• Horizontal assembly of profiles, ideal as support for vertical facade panels. 
• In combination with 0227 and 0251 profiles

CONSTRUCTION PRINCIPLE

APPLICATION

CLICK
HERE

https://youtu.be/GFCvYX2nsuU?si=V-1G6bimiEFJGM6d&utm_source=C061%20youtube&utm_medium=Catalogus%20UK&utm_campaign=Catalogus%20UK
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0234

0290-180

0290-90

0482

F

C 

B 

C 061

A 

A 

F

B 

F

B 

A (MM) B (MM) F (MM)

50 180 7 x 14 - 11 x 22
60 180 7 x 14 - 11 x 22
90 180 7 x 14 - 11 x 22

A (MM) B (MM) F (MM)

50 90 7 x 14 - 11 x 22
60 90 7 x 14 - 11 x 22
90 90 7 x 14 - 11 x 22

B (MM) C (MM) F (MM)

50 60 7 x 14 - 15 x 22
60 60 7 x 14 - 15 x 22
90 60 7 x 14 - 15 x 22
180 60 7 x 14 - 15 x 22

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

UNIVERSAL CONSTRUCTION PLUG

Nylon construction plug, with ETA approval.
Size: M10 x 80

Material:	 Stainless steel A4 / 316
	 Steel zinc-plated

BRACKET FIX

Brackets, fix, centric attachment; can be combined with 
0286 extension plates to enlarge the cavity (A dimension). 
Can be supplied with or without clip.

BRACKET SLIDE

Brackets, slide, centric attachment; can be combined with 
0286 extension plates to enlarge the cavity (A dimension). 
Can be supplied with or without clip.

INSULATOR

Insulator for the fix brackets; thermal value 0.087 W/mK.

Material: 	 Aluminium EN AW 6063 T66
Surface:	 Plain

Material: 	 Aluminium EN AW 6063 T66.
Surface: 	 Plain

Material:	 Polymer foam plastic vinyl chloride
Surface:	 Smooth
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0725

0312

0724 FIX

0724 SLIDE

C 061

B 

A 

H

C

B 

A 

H

C

A (MM) B (MM) C (MM) H (MM)

115 118 1,5 50
135 118 1,5 50
155 118 1,5 50
175 118 1,5 50
195 118 1,5 50
215 118 1,5 50
235 118 1,5 50
255 118 1,5 50
275 118 1,5 50
295 118 1,5 50
315 118 1,5 50

A (MM) B (MM) C (MM) H (MM)

115 88 1,5 50
135 88 1,5 50
155 88 1,5 50
175 88 1,5 50
195 88 1,5 50
215 88 1,5 50
235 88 1,5 50
255 88 1,5 50
275 88 1,5 50
295 88 1,5 50
315 88 1,5 50

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

EXTENSION PLATE

Extension plate for 0290 and 0295 (A50) brackets.

Material:	 Stainless steel A2 / 304
Surface:	 Plain

EXTENSION PLATE

Extension plate for 0290 and 0295 (A50) brackets. 

Material:	 Stainless steel A2 / 304
Surface:	 Plain

DRILLMATE

Drill screw for connecting profiles. 
Available with or without washer.
Size: 5.5 x 24	
Material: 	 Stainless steel 316 (A4)

DRILLMATE

Drill screw, e.g. suitable for mounting extension plate 0724
on bracket 0290
Size: 5.5 x 25 
Material: 	 Stainless steel A2 with steel drill point
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C 061

0841 FIX

0841 SLIDE

B 

A 

H

C

B 

A 

H

C

A (MM) B (MM) C (MM) H (MM)

115 118 1,5 50
135 118 1,5 50
155 118 1,5 50
175 118 1,5 50
195 118 1,5 50
215 118 1,5 50
235 118 1,5 50
255 118 1,5 50
275 118 1,5 50
295 118 1,5 50
315 118 1,5 50

A (MM) B (MM) C (MM) H (MM)

115 88 1,5 50
135 88 1,5 50
155 88 1,5 50
175 88 1,5 50
195 88 1,5 50
215 88 1,5 50
235 88 1,5 50
255 88 1,5 50
275 88 1,5 50
295 88 1,5 50
315 88 1,5 50

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

EXTENSION PLATE

Extension plate for 0290 and 0295 (A50) brackets.

Material:	 Stainless steel A2 / 304
Surface:	 Plain

EXTENSION PLATE

Extension plate for 0290 and 0295 (A50) brackets. 

Material:	 Stainless steel A2 / 304
Surface:	 Plain
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A 

B 

C 

0251

0227

0230

A 

B 

C 

A 

B 

C 

A (MM) B (MM) C (MM) L (MM)

120 30 2.0 6,000
140 30 2.0 6,000

A (MM) B (MM) C (MM) L (MM)

60 60 2.0 6,000
100 50 2.0 6,000
100 60 2.0 6,000
100 60 2.0 6,000
120 60 2.0 6,000
140 60 2.0 6,000

A (MM) B (MM) C (MM) L (MM)

40 60 2.0 6,000
60 60 2.0 6,000

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

L PROFILE

Aluminium L profiles.

OMEGA PROFILE

Aluminium omega profiles.

T PROFILE

Aluminium T profiles.

Material:		 aluminium EN AW 6063 T66
Surface: 	 Plain.
		  Anodised, grey or black.
		  Powder-coated.

Production:
- Cut to size.
- Profiles can be supplied with hole patterns.

Material:		 aluminium EN AW 6063 T66
Surface: 	 Plain.
		  Anodised, grey or black.
		  Powder-coated.

Production:
- Cut to size.
- Profiles can be supplied with hole patterns.

Material:		 aluminium EN AW 6063 T66
Surface: 	 Plain.
		  Anodised, grey or black.
		  Powder-coated.

Production:
- Cut to size.
- Profiles can be supplied with hole patterns.

CONSTRUCTION PROFILES
Va r i o u s  c o n s t r u c t i o n  p r o f i l e s
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D 

A 

B C 

C 

A 

B 

A A 

0190/0195

0191

0195

0190

0195

0195

0190

0195

0195

A (MM) B (MM) C (MM) D (MM) L (MM)

25 15 2.0 25 6,000

25 20 2.0 25 6,000

40 30 2.0 40 6,000

30 50 2.0 30 3,000

30 70 2.0 30 3,000

A (MM) B (MM) C (MM) L (MM)

25 15 2.0 6,000
25 20 2.0 6,000
40 30 2.0 6,000
40 50 2.0 3,000
40 70 2.0 3,000

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Material:		 Aluminium EN AW 6063 T66
Surface:		 Plain.	
		  Anodised, grey / black.
		  Powder-coated.

Production:
- Cut to size.
- Profiles can be supplied with hole patterns.

Material:		 Aluminium EN AW 6063 T66
Surface:		 Plain.	
		  Anodised, grey / black.
		  Powder-coated.

Production:
- Cut to size.
- Profiles can be supplied with hole patterns.

Z-PROFILE

Aluminium Z profiles.

OMEGA PROFILE

Aluminium Omega profiles

CONSTRUCTION PROFILES
Va r i o u s  c o n s t r u c t i o n  p r o f i l e s
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C 

A 

B 

A A 

0191 - Vent

0705

0706

C 

C 

A 

A 

A 

B 

B 

A 

A 

A (MM) B (MM) C (MM) L (MM)

40 30 2.0 6000

A (MM) B (MM) C (MM) L (MM)

40 25 1.10 3000

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

VENTILATION OMEGA-PROFILE

Aluminium omega profile, perforated, for horizontal mounting, 
with air ventilation flow through.+/- 40% air passage.

Material:		 Aluminium EN AW 6063 T66
Surface:		 Plain
		  Anodised, grey / black

Production:
- Cut to size.
- Profiles can be supplied with hole patterns.

CONSTRUCTION PROFILES
Va r i o u s  c o n s t r u c t i o n  p r o f i l e s

OMEGA-PROFILE

Aluminium Omega profiles.

Z-PROFILE

Aluminium Z profiles.

Material:		 Aluminium EN AW 6063 T66
Surface:		 Plain.	
		  Anodised, black.
		  Powder-coated.

Production:
- Cut to size.
- Profiles can be supplied with hole patterns.

Material:		 Aluminium EN AW 6063 T66
Surface:		 Plain.	
		  Anodised, black.
		  Powder-coated.

Production:
- Cut to size.
- Profiles can be supplied with hole patterns.

A (MM) B (MM) C (MM) L (MM)

40 25 1.10 3000
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LIGHTWEIGHT PROFILES
L i g h t w e i g h t  p r o f i l e s  ex c l u s i ve l y  f o r  c l a d d i n g  p a n e l  b o n d i n g

PLATE ANCHORS

Depending on plate type, the size can be determined.

Material:		 Stainless steel A4
Surface:		 Plain

PROFILE SPRING CLIP

Material:		 Stainless steel 301
Surface:		 Plain

ADAPTER

Adapter, vertical profiles can be installed on one bracket and 
expanded separately from each other.

Material:		 Aluminium EN AW 6063 T66
Surface:		 Plain	
		  Anodised, grey / black
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CONCEPT (07-09-2011)

Pos. Aantal Teknr. / Artikelnr. Omschrijving Afmeting
1 960 470-M6 (afstand 0,5 mm) - -
2 22 238-7 BRACKET DE LUXE Lange uitvoering H=240
3 132 234-1 ISOLATIESTRIP KORT -
4 22 234-1 ISOLATIESTRIP LANG -
5 132 238-7 BRACKET DE LUXE Korte uitvoering H=240
6 132 259-1 KLEMLIP TYPE 1 L=88
7 22 251-1 MONTAGE T-PROFIEL "STANDAARD" L=6000
8 22 259-1 KLEMLIP TYPE 1 L=178
9 960 229-4 MONTAGE PROFIEL "B" -

10 1928 310-ø4,8 Boorschroef -
11 48 228-4 MONTAGE PROFIEL "A" -
12 960 L020 Zeskantbout DIN 933 - M6
13 198 L040 Zeskantbout DIN 6921 - M10 -
14 239 Gevelplaat Gevelplaat Trespa D=12,B=595,H=995
15 1 Isolatiemateriaal Isolatie D=100 -
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Postbus 82, 7468-ZH Enter
Vonderweg 14,  7468-DC Enter,  
The Netherlands 
Tel: +31 (0) 547 384635
Fax: +31 (0) 547 384637
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Support & Service

SUPPORT AND SERVICE

•	 training
•	 static calculations
•	 thermal calculations
•	 engineering
•	 project / manufacturing preparation
•	 production
•	 project management

TRAINING

To take full advantage of the benefits of I-Façade systems, 
it is important to be well informed and instructed. That is 
why we offer instruction opportunities to fitters, constructors 
and resellers, this way they learn all the ins and outs of our 
I-Façade® system. 



195IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

Static calculation

We also provide static calculations. This takes into account the 
various occurring loads such as: 

•	 Wind load
•	 Own weight
•	 Local laws and regulations.

Based on a cladding panel layout, we make a static calculation 
according to a principle detail, taking into account Eurocode and 
ETAG 34.  

Some important aspects for a static calculation: 

•	 Properties of the facade cladding material.
•	 Fastening method.
•	 Properties of the main structure.
•	 Characteristics of materials.
•	 Additional local building regulations.
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Thermal calculations

The rear construction can impair the insulation properties of a 
façade. Building codes often state minimum requirements for 
a building's transmission losses. When (re)building, it must be 
demonstrated that a building meets these minimum requirements. 
Developing the construction in the right way reduces this risk. 

To maintain optimum insulation efficiency, wall brackets with a centric 
anchorage are often chosen so that the number of wall supports is 
reduced. However, the use of supports with negligible heat and/or 
cold conduction also contributes to better insulation efficiency. 

Based on a structural layout, we are happy to calculate the influence 
of the structure on the insulation value of the facade construction for 
our clients. 
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Engineering

Our engineers develop and innovate customised systems and 
products. We do this both for individual projects and for new products 
in our range. 

We also test products for strength with an official tensile testing 
machine.

If you have specific requirements or a large project, ask our advisors 
about the possibilities. 
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Work preparation & Production

Together with the work preparation, the engineers further develop 
a façade construction based on principle detailing and static 
calculations. This cooperation makes all components transparent for 
production. 

In this way, we can guarantee the quality of our products, systems 
and semi-finished products. 

An impression of our production facilities:

• THE CNC PUNCHING / DRILLING / CUTTING LINE, 
   FULLY AUTOMATIC.
	 For providing profiles with holes and for cutting profiles.

• BENDING MATERIALS
	 For shaping aluminium, steel or stainless steel parts.

• PUNCHING LINES
	 For making different kinds of holes in materials. 

• PRESSING PARTS.
	 For shaping small parts for attachment

• POWDER-COATING SMALL PARTS
	 Powder-coating line for all types of screws, rivets, clamps, 
	 and profiles up to 3 metres.

• COMPOSITE
	 For making composite profiles.

• 3D MANUFACTURING / PROTOTYPING
 	 Prototypes are printed to gain a clear impression of the  
	 designed product.
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More information? 

Contact us at: sales@ipex-group.com 

Or visit our website.
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DUSTRY     
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A (MM) BE BD BF

3.0 x 10 2.5 - 7.0 l l l

4.0 x 10 1.5 - 6.5 l l l

4.0 x 15 5.5 - 11.0 l l l

4.0 x 18 9.5 - 14.5 l l l

4.8 x 10 1.0 - 6.0 l l l

4.8 x 12 2.0 - 8.0 l l l

4.8 x 15 5.0 - 11.5 l l l

4.8 x 18 8.0 - 14.0 l l l

4.8 x 24 12.0 - 20.0 l l l

A (MM) BE BD BF

4.0 x 10 1.5 - 6.5 l l

4.0 x 15 5.5 - 11.0 l l l

4.0 x 18 9.5 - 14.5 l l l

4.8 x 10 1.0 - 6.0 l l l

4.8 x 12 2.0 - 8.0 l l

4.8 x 15 5.0 - 11.5 l l l

4.8 x 18 8.0 - 14.0 l l

4.8 x 22 12.0 - 20.0 l l l

4.8 x 25 15.0 - 20.0 l l l

4.8 x 30 20.0 - 25.0 l

4.8 x 35 25.0 - 30.0 l

0418

0418

A 

A 

0109

0110
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RIVETS - MULTIGRIP

Multigrip Rivets.

RIVETS - MULTIGRIP

Multigrip rivets with a large head.

INDUSTRY

* Steel drill bits available in various diameters.

* Steel drill bits available in various diameters.

APPLICATION

APPLICATION

BE = Alu / RVS A2
BD = Alu / Zinc plated steel
BF = RVS A2 / RVS A2 

BE = Alu / RVS A2
BD = Alu / Zinc plated steel
BF = RVS A2 / RVS A2 

SIZE

SIZE

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment
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A (MM) BE BJ

3.0 x 10 2.5 - 7.0 l l

4.0 x 10 1.5 - 6.5 l l

4.0 x 15 5.5 - 11.0 l l

4.0 x 18 9.5 - 14.5 l l

4.8 x 10 1.0 - 6.0 l l

4.8 x 12 2.0 - 8.0 l l

4.8 x 15 5.0 - 11.5 l l

4.8 x 18 8.0 - 14.0 l l

4.8 x 24 12.0 - 20.0 l l

A (MM) BJ

3.2 x 8 0.5 - 1.0 l

3.0 x 10 1.0 - 3.0 l

4.0 x 10 1.5 - 5.0 l

4.0 x 12 4.0 - 6.5 l

4.0 x 16 8.0 - 11.0 l

4.0 x 18 10.0 - 13.0 l

4.8 x 10 0.5 - 4.0 l

4.8 x 12 2.0 - 6.0 l

4.8 x 16 6.0 - 10.0 l

4.8 x 18 8.0 - 12.0 l

4.8 x 20 10.0 - 14.0 l

4.8 x 24 15.0 - 18.0 l

4.8 x 30 19.0 - 24.0 l

A 

A 

0111

0112

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

RIVETS - MULTIGRIP

Multigrip rivets - flat head.

RIVETS - PEEL

Peel Rivets.

INDUSTRY

* Steel drill bits available in various diameters.

* Steel drill bits available in various diameters.

APPLICATION

APPLICATION

BE = Alu / RVS A2
BJ = Alu / Alu

BJ = Alu / Alu

SIZE

SIZE

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment
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A (MM) BE BD BF

3.2 x 6.5 0.5 - 2.0 l l

3.2 x 8.0 2.0 - 3.5 l l

4.0 x 8 0.5 - 3.5 l l l

4.0 x 10 5.5 - 6.0 l l l

4.0 x 12 6.5 - 8.0 l l l

4.0 x 14 8.0 - 10.0 l l l

4.8 x 8 1.0 - 3.0 l l l

4.8 x 10 3.0 - 5.0 l l l

4.8 x 12 5.5 - 7.5 l l

4.8 x 14 7.5 - 9.0 l l

4.8 x 18 11.0 - 13.0 l l

A (MM) BJ

5.2 x 17.5 0.5 - 4.8 l

5.2 x 19.1 1.5 - 6.4 l

5.2 x 22.2 4.8 - 9.5 l

5.2 x 25.4 7.9 - 12.7 l

5.2 x 28.6 11.1 - 15.9 l

5.2 x 31.8 14.3 - 19.1 l

A 

A 

0113

0121
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RIVETS - GAS- AND WATERPROOF

Sealed rivets.

RIVETS - TREBOL

Pan head rivet with an EPDM sealing washer.

INDUSTRY

APPLICATION

APPLICATION

BE = Alu / RVS A2
BD = Alu / Zinc plated steel
BF = RVS A2 / RVS A2 

BJ = Alu / Alu

SIZE

SIZE

A=Clamp Thickness    B=Drilling capacity   l With Zulassung approval    l No approval at the moment
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A 

B 

A 

B 

0361

0362

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

SELFDRILLING WINGSCREW

Drill screw with reamers, for mounting wooden slats 
on steel substructures, the reamers clear the wood, 
breaking off as soon as it hits steel. 

SELFDRILLING WINGSCREW

Drill screw with reamers, for mounting wooden slats 
on steel substructures, the reamers clear the wood, 
breaking off as soon as it hits steel. 

INDUSTRY

APPLICATION

APPLICATION

BI = Bi-metal A2
CF = Zinc plated steel
SN = RVS 410  

BI = Bi-metal A2
CF = Zinc plated steel

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

SIZE A (MM) B (MM) HEAD Ø BI CF

5.5 x 60 10 - 25 4.0 - 10.0 10.5 TX 25 l l

5.5 x 85 15 - 50 4.0 - 10.0 10.5 TX 25 l l

5.5 x 102 40 - 75 4.0 - 10.0 10.5 TX 25 l l

SIZE A (MM) B (MM) HEAD Ø BI CF SN

4.8 x 38 5 - 20 1.3 - 4.5 10.5 TX 25 l l

4.8 x 50 5 - 32 1.3 - 4.5 10.5 TX 25 l l

5.5 x 50 5 - 32 1.3 - 6.0 10.5 TX 25 l l l

5.5 x 85 25 - 60 1.3 - 6.0 10.5 TX 25 l l l

5.5 x 109 25 - 84 1.3 - 6.0 10.5 TX 25 l l l
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0373
3.9 = SQDR 1 
4.2 = SQDR 2
4.8 = SQDR 2
5.5 = SQDR 3
6.3 = SQDR 3

0350
3.9 = TX 15 
4.2 = TX 20
4.8 = TX 20
5.5 = TX 25
6.3 = TX 25

3.5 3.9 4.2 4.8 5.5 6.3

9,5 l l l

13 l l l l l l l l l l

16 l l l l l l l l l l l l l

19 l l l l l l l l l l l l l

22 l l l l l l l l l l l l

25 l l l l l l l l l l l

32 l l l l l l l l l l

38 l l l l l l l

45 l l l l l l

50 l l l l l

60 l l l

70 l l l

80 l l

C
F

C
F

S
A

S
A

S
M

S
M

C
F

S
A

S
M

C
F

S
A

S
M

C
F

S
A

S
M

C
F

S
A

S
M

B
I

3.5 3.9 4.2 4.8 5.5 6.3

9,5 l

13 l l l l l l l

16 l l l l l l l l

19 l l l l l l l l

22 l l l l l l l

25 l l l l l l l

32 l l l l l l

38 l l l l l

45 l l l l

50 l l l l

60 l l

70 l l

80 l l

C
F

C
F

S
A

S
A

S
M

S
M

C
F

S
A

S
M

C
F

S
A

S
M

C
F

S
A

S
M

C
F

S
A

S
M

B
I

0348

0373

0348	
3.9 = 1/4
4.2 = 1/4
4.8 = 5/16
5.5 = 5/16
6.3 = 3/8

Schrauben mit anderen DIN und/oder ISO sind auf Anfrage 
in blanker oder pulverbeschichteter Ausführung erhältlich.

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

CF = Zinc plated steel
SA = Stainless steel A2 
SM = RVS Marutex
BI = Bi-metal A2 

CF = Zinc plated steel
SA = Stainless steel A2 
SM = RVS Marutex
BI = Bi-metal A2 

DRILLSCREW 	 -DIN 7504 K
			   -ISO 15480

Drillscrew with hexagon head.

DRILLSCREW		  -DIN 7504 N/M
			    -ISO 15481

Drillscrew with pan head.

INDUSTRY

APPLICATION

APPLICATION

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

Screws with other DIN and/or ISO are available 
in blank or powder-coated on request.
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0351
3.9 = TX 15 
4.2 = TX 20
4.8 = TX 20
5.5 = TX 25
6.3 = TX 25

0380
3.9 = SQDR 1 
4.2 = SQDR 2
4.8 = SQDR 2
5.5 = SQDR 3
6.3 = SQDR 3

3.5 3.9 4.2 4.8 5.5 6.3

9,5 l

13 l l

16 l l l l l l

19 l l l l l l l

22 l l l l l l l

25 l l l l l l l

32 l l l l l l l l l

38 l l l l l l l

45 l l l l l

50 l l l l l

60 l l l

70 l l

80 l l

C
F

C
F

S
A

S
A

B
I

B
I

C
F

S
A

B
I

C
F

S
A

B
I

C
F

S
A

B
I

C
F

S
A

B
I

0386	
3.9 = 1/4
4.2 = 1/4
4.8 = 5/16
5.5 = 5/16
6.3 = 3/8

3.5 3.9 4.2 4.8 5.5 6.3 8.0

9,5 l l l l l l l l l l

13 l l l l l l l l l l l l

16 l l l l l l l l l l l l l l

19 l l l l l l l l l l l l l l

22 l l l l l l l l l l l l l

25 l l l l l l l l l l l l l

32 l l l l l l l l l l l l

38 l l l l l l l l l l l l

45 l l l l l l l l l l l

50 l l l l l l l l l l l l

60 l l l l l l l l l

70 l l l

C
F

C
F

S
A

S
A

C
F

S
A

C
F

S
A

C
F

S
A

C
F

C
F

S
A

S
A

0380

0386
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CF = Zinc plated steel
SA = Stainless steel A2 
BI = Bi-metal A2 

INDUSTRY

APPLICATION

DRILLSCREW		 -DIN 7504 O/P
			   -ISO 15482

Drillscrew with a countersunk head.

CF = Zinc plated steel
SA = Stainless steel A2 

TAPPINGSCREW	 -DIN 7976
			   -ISO 1479

Self tapping plate screw with a Hexagon head.
APPLICATION

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

Screws with other DIN and/or ISO are available 
in blank or powder-coated on request.
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0379
3.9 = TX 15
4.2 = TX 20
4.8 = TX 20
5.5 = TX 25
6.3 = TX 25

3.5 3.9 4.2 4.8 5.5 6.3

9,5 l l l l

13 l l l l l l l l l l

16 l l l l l l l l l l l l l l l l

19 l l l l l l l l l l l l l l l l

22 l l l l l l l l l l l l l l l l

25 l l l l l l l l l l l l l l l l

32 l l l l l l l l l l l l l l l l

38 l l l l l l l l l l l l l l l l

45 l l l l l l l l l l l l l l l l

50 l l l l l l l l l l l l l

60 l l l l l l l l l l l

70 l l l l

80 l l

C
F

C
F

S
A

S
A

S
B

S
B

C
F

S
A

S
B

C
F

S
A

S
B

C
F

S
A

S
B

C
F

S
A

S
B

0385
3.9 = TX 15 
4.2 = TX 20
4.8 = TX 20
5.5 = TX 25
6.3 = TX 25

3.5 3.9 4.2 4.8 5.5 6.3

9,5 l l l l

13 l l l l l l l l l l l

16 l l l l l l l l l l l l l l l

19 l l l l l l l l l l l l l l l

22 l l l l l l l l l l l l

25 l l l l l l l l l l l l l l l

32 l l l l l l l l l l l l l l

38 l l l l l l l l l l l l l l

45 l l l l l l l l l l l l

50 l l l l l l l l l l l l

60 l l l l l l l l

70 l l l l

80 l l l l

C
F

C
F

S
A

S
A

S
B

S
B

C
F

S
A

S
B

C
F

S
A

S
B

C
F

S
A

S
B

C
F

S
A

S
B

0379

0385
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CF = Zinc plated steel
SA = Stainless steel A2 
CF = Zinc plated steel
SA = Stainless steel A2 
SB = Stainless steel A4 

TAPPINGSCREW	 -DIN 7981
			   -ISO 14585

Self tapping platescrew with a pan head.

INDUSTRY

APPLICATIONAPPLICATION

CF = Zinc plated steel
SA = Stainless steel A2 
SB = Stainless steel A4 

TAPPINGSCREW	 -DIN 7982
			   -ISO 14586

Self tapping platescrew with flat head.
APPLICATION

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

Screws with other DIN and/or ISO are available 
in blank or powder-coated on request.
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0384
3.9 = TX 15
4.2 = TX 20
4.8 = TX 20
5.5 = TX 25
6.3 = TX 25

3.5 3.9 4.2 4.8 5.5 6.3

9,5 l l  l l l l

13 l l l l l l l l l l l l l

16 l l l l l l l l l l l l l l l l l l

19 l l l l l l l l l l l l l l l l l l

22 l l l l l l l l l l l l l l l l l l

25 l l l l l l l l l l l l l l l l l l

32 l l l l l l l l l l l l l l l l l l

38 l l l l l l l l l l l l l l l l l l

45 l l l l l l l l l l l l l l l l l

50 l l l l l l l l l l l l l l l l l

60 l l l l l l l l l l l l l l l

70 l l l l l l l l

80 l l l

C
F

C
F

S
A

S
A

S
B

S
B

C
F

S
A

S
B

C
F

S
A

S
B

C
F

S
A

S
B

C
F

S
A

S
B

0374
4.8 = #4
5.5 = #5
6.3 = #5

3.5 3.9 4.2 4.8 5.5 6.3

9,5

13 l l l l l

16 l l l l l l

19 l l l l l l

22 l l l l l l

25 l l l l l l

32 l l l l l l

38 l l l l l l

45 l l l l l l

50 l l l l l l

60 l l l l l

70 l l l l l

80 l l l

90 l l l

100 l

S
A

S
A

S
B

S
B

S
A

S
B

S
A

S
B

S
A

S
B

S
A

S
B

0384

0374
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CF = Zinc plated steel
SA = Stainless steel A2 
SB = Stainless steel A4 

TAPPINGSCREW	 -DIN 7983
			   -ISO 14587

Self tapping platescrew with a raised countersunk head.

INDUSTRY

APPLICATION

A=Clamp Thickness    B=Drilling capacity    l No approval at the moment

SA = Stainless steel A2
SB = Stainless steel A4 

TAPPINGSCREW	 -DIN 912
			   -ISO 4762T

Self tapping platescrew with a cylindrical head.
APPLICATION

Screws with other DIN and/or ISO are available 
in blank or powder-coated on request.



More information? 

Contact us at: sales@ipex-group.com 

Or visit our website.
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3.0 3.5 4.0 4.5 5.0 6.0 8.0 10.0

12 l l l

16 l l l l l l

20 l l l l l l l l l l l

25 l l l l l l l l

30 l l l l l l l l l l

35 l l l l l l l l

40 l l l l l l l l l l

45 l l l l l l l l l l

50 l l l l l l l l l l

60 l l l l l l l l l

70 l l l l l l l l l

80 l l l l l l

90 l l l l l

100 l l l l l l

110 l l l l l l

120 l l l l l l

140 l l l l

160 l l l l

180 l l l l

200 l l l l

220 l l l l

240 l l l l

260 l l l l

280 l l l l

300 l l l

320 l

340 l

360 l

380 l

400

C
F

C
F

C
F

C
F

C
F

C
F

C
F
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F

S
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A

S
A
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B

0391

B 

C A 
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CF = Zinc plated steel
SA = Stainless steel A2 
SB = Stainless steel A4

0391 CHIPBOARD SCREW

Flatheaded TX or PZD chipboard screw partly threaded. 

WOODCONSTRUCTION

APPLICATION

l No approval at the moment

A - THREAD Ø B - HEAD Ø C - HEAD THICKNESS

3.0 6.0 1.9 TX 10 PZD 2
3.5 7.0 2.1 TX 15 PZD 2 
4.0 8.0 2.5 TX 20 PZD 2
4.5 9.0 2.7 TX 20 PZD 3
5.0 10.0 3.0 TX 25 -
6.0 12.0 3.6 TX 30 -
8.0 15.0 4.1 TX 30 -
10.0 19.0 4.7 TX 40 -
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3.0 3.5 4.0 4.5 5.0 6.0

12 l l l l

16 l l l l l l l l l l l l l

20 l l l l l l l l l l l l l l l

25 l l l l l l l l l l l l l l l

30 l l l l l l l l l l l l l l l l l

35 l l l l l l l l l l l l l l

40 l l l l l l l l l l l l l l

45 l l l l l l l l l l l l l

50 l l l l l l l l l l l l

60 l l l l l l l l l l l l

70 l l l l l l l l l l l l

80 l l l l l l l l

90 l l l l l l l l

100 l l l l l

110 l l l

120 l l l

140 l

160 l

C
F

C
F

C
F

C
F

C
F

C
F

S
A

S
A

S
A

S
A

S
A

S
A

S
B

S
B

S
B

S
B

S
B

S
B

0398

B 

C A 
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CF = Zinc plated steel
SA = Stainless steel A2 
SB = Stainless steel A4

APPLICATION

CHIPBOARD SCREW

Pan head chipboard screw partly threaded.

WOODCONSTRUCTION

l No approval at the moment

A - THREAD Ø B - HEAD Ø C - HEAD THICKNESS

3.0 6.0 2.5 TX 10 PZD 1
3.5 7.0 2.6 TX 10 - 
4.0 8.0 3.0 TX 20 PZD 2
4.5 9.0 3.1 TX 20 PZD 2
5.0 10.0 3,7 TX 25 PZD 2
6.0 12.0 4.7 TX 25 PZD 3
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3.0 3.5 4.0 4.5 5.0 6.0

12 l l l l

15 l l l l l l l l l l l l l

20 l l l l l l l l l l l l l l l

25 l l l l l l l l l l l l l l l

30 l l l l l l l l l l l l l l l l l

35 l l l l l l l l l l l l l l

40 l l l l l l l l l l l l l l

45 l l l l l l l l l l l l l

50 l l l l l l l l l l l

60 l l l l l l l l l

70 l l l l l l l l l

80 l l l l l l

C
F

C
F

S
A

S
A

S
B

S
B

C
F

S
A

S
B

C
F

S
A

S
B

C
F

S
A

S
B

C
F

S
A

S
B

0393

B 

C A 
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CF = Zinc plated steel
SA = Stainless steel A2 
SB = Stainless steel A4

CHIPBOARD SCREW

Countersunk TX or PZD head with full thread.

WOODCONSTRUCTION

APPLICATION

l No approval at the moment

A - THREAD Ø B - HEAD Ø C - HEAD THICKNESS

3.0 6.0 1.9 TX 10 -
3.5 7.0 2.1 TX 10 - 
4.0 8.0 2.5 TX 20 PZD 2
4.5 9.0 2.7 TX 20 PZD 2
5.0 10.0 3.0 TX 25 PZD 2
6.0 12.0 3.6 TX 25 PZD 3
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3.0 3.5 4.0 4.5 5.0 6.0

12 l l l l

15 l l l l l l l l l l l l

20 l l l l l l l l l l l l l

25 l l l l l l l l l l l l l

30 l l l l l l l l l l l l l l

35 l l l l l l l l l l l

40 l l l l l l l l l l l

45 l l l l l l l l l l

50 l l l l l l l l

60 l l l l l l l l

C
F

C
F

S
A

S
A

S
B

S
B

C
F

S
A

S
B

C
F

S
A

S
B

C
F

S
A

S
B

C
F

S
A

S
B

0399

B 

C A 
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CF = Zinc plated steel
SA = Stainless steel A2 
SB = Stainless steel A4

APPLICATION

CHIPBOARD SCREW

Pan head chipboard screw fully threaded.

A - THREAD Ø B - HEAD Ø C - HEAD THICKNESS

3.0 6.0 2.5 TX 10 PZD 1
3.5 7.0 2.6 TX 10 - 
4.0 8.0 3.0 TX 20 PZD 2
4.5 9.0 3.1 TX 20 PZD 2
5.0 10.0 3,7 TX 25 PZD 2
6.0 12.0 4.7 TX 25 PZD 3

WOODCONSTRUCTION

l No approval at the moment
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3.0 = TX 10
3.5 = TX 15
4.0 = TX 20
4.5 = TX 20
5.0 = TX 25
6.0 = TX 30

3.0 = TX 10
3.5 = TX 15
4.0 = TX 20
4.5 = TX 20
5.0 = TX 25
6.0 = TX 30

4.0 4.5 5.0 6.0

30 l l

35 l l l l l

40 l l l l l

50 l l l l l l

60 l l l l l l

70 l l l l l l

80 l l l l l l l

90 l l

100 l

120 l

140 l

160 l

C
F

C
F

S
A

S
A

C
F

S
A

C
F

S
A

4.0 4.5 5.0 6.0

35

40

45

50 l l

60 l l

70 l l

80 l l

90

100

S
B

S
B

S
B

S
N

S
B

0375

0458
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0375

0458

CHIPBOARD SCREW

Drillscrew with countersunk head and milling ribs.

DECKING SCREW

Self-drilling woodscrew for floor boards, 
with milling ribs.

WOODCONSTRUCTION

APPLICATION

APPLICATION

CF = Zinc plated steel
SA = Stainless steel A2 

SB = Stainless steel A4
SN = Stainless steel 410+
         coating

l No approval at the moment
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3.5 = TX 20
4.0 = TX 20
4.5 = TX 20
5.0 = TX 25
6.0 = TX 30
8.0 = TX 40
 10 = TX 40

3.5 4.0 4.5 5.0 6.0 8.0 10.0

30 l l l l l l l l

40 l l l l l l l l l

45 l l l l l l l l l

50 l l l l l l l l

60 l l l l l l l l

70 l l l l l l l l

80 l l l l l l

90 l l l l

100 l l l l l l l

110 l l l l l l l

120 l l l l l l l

140 l l l l l l

160 l l l l l l

180 l l l l l l

200 l l l l l l

220 l l l l l l

240 l l l l l l

260 l l l l l l

280 l l l l l l

300 l l l l l

320 l l l

340 l l l

360 l l l

380 l l l

400 l l

420 l

440 l

460

480

500

C
F

C
F

C
F

C
F

C
F

C
F

C
F

S
A

S
A

S
A

S
A

S
A

S
A

S
A

S
B

S
B

S
B

S
B

S
B

S
B

S
B

0400
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CF = Zinc plated steel
SA = Stainless steel A2 
SB = Stainless steel A4

APPLICATION

WOODSCREW

This countersunk head screw is specially designed for 
structural timber construction. The special tip and thread 
ensures less splitting of the wood and a low screw-in 
torque. 

In addition, the characteristic bending moment in the 
screw makes it suitable for movements in wooden 
constructions. 

WOODCONSTRUCTION

l Provided with approval, Zulassung    Z-9.1-626     Z-9.1-630     Z-9.1-661    l No approval at the moment
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6.0 8.0 10.0

80 l l l l

90 l l l

100 l l l l l

120 l l l l

140 l l l l

160 l l l l

180 l l l l

200 l l l l

220 l l l l

240 l l l l

260 l l l l

280 l l l l

300 l l l l

320 l l l

340 l l l

360 l l l

380 l l l

400 l l l

420 l

440 l

460 l

480

500

C
F

C
F

C
F

S
A

S
A

S
A

6.0 = TX 30
8.0 = TX 40
 10 = TX 40

0402
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CF = Zinc plated steel
SA = Stainless steel A2 

0402

APPLICATION

WOODSCREW

This dish head screw is specially designed for structural 
timber construction. The special tip and thread ensures 
less splitting of the wood and a low screw-in torque. 

In addition, the characteristic bending moment in the 
screw makes it suitable for movements in wooden 
constructions. 

WOODCONSTRUCTION

l Provided with approval, Zulassung    Z-9.1-626     Z-9.1-630     Z-9.1-661    l No approval at the moment
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6.0 = TX 30
8.0 = TX 40
 10 = TX 40

CF SA

6.0 x 180 TX 30 l

6.0 x 200 TX 30 l

6.0 x 220 TX 30 l

6.0 x 240 TX 30 l

6.0 x 260 TX 30 l

6.0 x 280 TX 30 l

6.0 x 300 TX 30 l

6.0 x 320 TX 30 l

6.0 x 340 TX 30 l

6.0 x 360 TX 30 l

6.0 x 380 TX 30 l

6.0 x 400 TX 30 l

6.0 x 420 TX 30 l

8.0 x 180 TX 40 l

8.0 x 200 TX 40 l 

8.0 x 220 TX 40 l

8.0 x 240 TX 40 l

8.0 x 260 TX 40 l

8.0 x 280 TX 40 l

8.0 x 300 TX 40 l

8.0 x 320 TX 40 l

8.0 x 340 TX 40 l

8.0 x 360 TX 40 l

8.0 x 380 TX 40 l

8.0 x 400 TX 40 l

8.0 x 420 TX 40 l

0477
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0477

APPLICATION

WOODSCREW

Woodscrew with a head diameter of 14.8 mm,
for roof insulation systems.

WOODCONSTRUCTION

CF = Zinc plated steel
SA = Stainless steel A2 

SIZE

l No approval at the moment
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4.5

20 l l

25 l l

30 l l

35 l l

40 l l

45 l l

50 l l

55 l l

60 l l

65 l l

80 l l

90 l l

100 l l

120 l l

150 l l

S
A

S
K

4.5 = TX 20

4.5

20 l l

25 l l

30 l l

35 l l

40 l l

45 l l

50 l l

55 l l

60 l l

65 l l

80 l l

90 l l

100 l l

120 l l

150 l l

S
A

S
K

4.5 = PZ 2

0404

0366
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SA = Stainless steel A2
SK = Stainless steel A2
        copper

0366

0404

SPENGLERSCREW

Woodscrew, liseko head with a liseko washer
(15 mm or 20 mm) of your choice.

WOODCONSTRUCTION

APPLICATION

l No approval at the moment

SA = Stainless steel A2
SK = Stainless steel A2
        copper

SPENGLERSCREW

Woodscrew, liseko head with a liseko washer
(15 mm or 20 mm) of your choice.

APPLICATION
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SN

3.2 x 40 TX 10 l

3.2 x 50 TX 10 l

3.2 x 60 TX 10 l

4.0 x 40 TX 15 l

4.0 x 50 TX 15 l

4.0 x 60 TX 15 l

SN SA SB

4.0 x 40 TX 15 l l l

4.0 x 50 TX 15 l l l

4.0 x 60 TX 15 l l l

5.0 x 40 TX 25 l l l

5.0 x 50 TX 25 l l l

5.0 x 60 TX 25 l l l

5.0 x 70 TX 25 l l l

5.0 x 80 TX 25 l l l

5.0 x 90 TX 25 l l l

5.0 x 100 TX 25 l l l

0741

0742
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WOOD SCREW

Wood screw, with small drill point, 
suitable for wooden cladding.

WOOD SCREW 

Wood screw, with notched point, 
suitable for wooden cladding.

WOODCONSTRUCTION

APPLICATION

APPLICATION

SN = Stainless steel 410

SN = Stainless steel 410
SA = Stainless steel A2
SB = Stainless steel A4

SIZE

SIZE

l No approval at the moment
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ANCHORING

More information? 

Contact us at: sales@ipex-group.com 

Or visit our website.
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0339

0341

0340
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SIZE CLAMP THICKNESS (MM) CF

8 x 110 10 TX 25 l

10 x 110 10 TX 30 l

SIZE CLAMP THICKNESS (MM) CF

10 x 110 10 TX 30 l

10 x 160 60 TX 30 l

10 x 210 110 TX 30 l

SIZE CLAMP THICKNESS (MM) CF

10 x 110 10 SW 13 l

10 x 160 60 SW 13 l

ANCHORING

APPLICTION

CF = Zinc plated steel

CF = Zinc plated steel

CF = Zinc plated steel

l No approval at the moment

TSM-PB AUTOCLEAVED AERATED CONCRETE 
SCREW

Self tapping screw for autocleaved aerated concrete.

TSM-PB AUTOCLEAVED AERATED CONCRETE 
SCREW

Self tapping screw for autocleaved aerated concrete.

TSM-PB AUTOCLEAVED AERATED CONCRETE 
SCREW

Self tapping screw for autocleaved aerated concrete.
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0342

0344
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CF = Zinc plated steel 
SB = Stainless steel A4

CF = Zinc plated steel 
SB = Stainless steel A4

l Provided with approval, Zulassung                                           ETA-06/0124  -  R 30 / R120

TSM CONCRETE SCREW

Screwanchor for cracked and non-cracked concrete.

TSM CONCRETE SCREW

Screwanchor for cracked and non-cracked concrete.

ANCHORING

APPLICTION

APPLICTION

SIZE PRE-DRILL CF SB

5 x 40 5 TX 25 / TX 30 l

6 x 60 6 TX 25 / TX 30 l

6 x 80 6 TX 25 / TX 30 l

6 x 90 6 TX 25 / TX 30 l

SIZE PRE-DRILL CF SB

5 x 50 5 TX 25 / TX 30 l

6 x 60 6 TX 25 / TX 30 l

6 x 80 6 TX 25 / TX 30 l

6 x 90 6 TX 25 / TX 30 l
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0343

0357
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l Provided with approval, Zulassung                                           ETA-06/0124  -  R 30 / R120

CF = Zinc plated steel 
SB = Stainless steel A4

CF = Zinc plated steel 
SB = Stainless steel A4

APPLICTION

APPLICTION

TSM CONCRETE SCREW

Screwanchor for cracked and non-cracked concrete.

TSM CONCRETE SCREW

Screwanchor for cracked and non-cracked concrete.

ANCHORING

SIZE PRE-DRILL CF SB

6 x 60 6 SW 13 l

8 x 80 8 SW 16 l

8 x 90 8 SW 16 l

8 x 100 8 SW 16 l

8 x 120 8 SW 16 l

8 x 220 8 SW 16 l

10 x 65 10 SW 18 l

10 x 90 10 SW 18 l

10 x 95 10 SW 18 l

10 x 100 10 SW 18 l

10 x 105 10 SW 18 l

10 x 110 10 SW 18 l

10 x 115 10 SW 18 l

SIZE PRE-DRILL CF SB

10x140  M12x35 10 SW 9 l

10x140  M12x55 10 SW 9 l
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A B C D E CF SB

M-6 7 5 35 100 l l

M-6 7 10 55 100 l l

M-6 7 15 55 100 l l

M-6 7 25 55 100 l l

M-6 7 30 55 100 l

M-6 7 40 55 100 l l

M-8 9 5 45 100 l l

M-8 9 10 50 100 l l

M-8 9 10 65 100 l l

M-8 9 15 65 100 l l

M-8 9 25 65 100 l l

M-8 9 35 65 100 l

M-8 9 45 65 100 l l

M-8 9 55 65 100 l l

M-10 12 10 50 50 l l

M-10 12 10 70 50 l l

M-10 12 15 70 50 l l

M-10 12 20 70 50 l l

M-10 12 45 70 50 l l

M-10 12 70 70 50 l l

M-10 12 100 70 50 l l

M-10 12 140 70 25 l l

0405 (1/2)

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

APPLICTION

MKT B

Wedge anchor zinc plated throughbolt for  
load bearing in non-cracked concrete.

ANCHORING

CF = Zinc plated steel
SB = Stainless steel A4 

A = Thread 
B = Hole diameter in fixture
C = Fixture thickness
D = Setting depth
E = Quantity

                 l Provided with approval, ETA    l No approval at the moment
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A B C D E CF SB

M-12 14 5 65 25 l l

M-12 14 10 80 25 l l

M-12 14 10 90 25 l

M-12 14 15 90 25 l l

M-12 14 30 90 25 l l

M-12 14 50 90 25 l l

M-12 14 85 90 25 l l

M-12 14 125 90 25 l

M-12 14 145 90 20 l

M-12 14 190 90 20 l

M-12 14 230 90 20 l

M-16 18 5 75 20 l l

M-16 18 15 90 20 l l

M-16 18 10 110 20 l l

M-16 18 30 110 20 l l

M-16 18 60 110 20 l l

M-16 18 80 110 10 l

M-16 18 100 110 10 l

M-20 22 10 100 10 l

M-20 22 5 130 10 l l

M-20 22 20 130 10 l

M-20 22 35 130 10 l l

M-20 22 60 130 10 l

M-20 22 95 130 10 l

0405 (2/2)
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APPLICTION

MKT B

Wedge anchor zinc plated throughbolt for  
load bearing in non-cracked concrete.

ANCHORING

CF = Zinc plated steel
SB = Stainless steel A4 

A = Thread 
B = Hole diameter in fixture
C = Fixture thickness
D = Setting depth
E = Quantity

                 l Provided with approval, ETA    l No approval at the moment
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0406 (1/2)

A B C D E CF SB

M-8 9 10 60 100 l l

M-8 9 10 60 100 l l

M-8 9 30 60 100 l l

M-8 9 50 60 100 l l

M-8 9 100 60 50 l

M-10 12 10 75 50 l l

M-10 12 15 75 50 l l

M-10 12 20 75 50 l

M-10 12 30 75 50 l l

M-10 12 50 75 50 l l

M-10 12 75 75 50 l

M-12 14 15 90 25 l l

M-12 14 20 90 25 l l

M-12 14 30 90 25 l l

M-12 14 50 90 25 l l

M-12 14 65 90 25 l

M-12 14 85 90 25 l l

M-12 14 105 90 25 l

M-12 14 125 90 25 l l

M-12 14 145 90 20 l

M-12 14 160 90 20 l

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

APPLICTION

MKT BZ PLUS

Wedge anchor zinc plated throughbolt for  
load bearing in non-cracked concrete.

ANCHORING

CF = Zinc plated steel
SB = Stainless steel A4 

A = Thread 
B = Hole diameter in fixture
C = Fixture thickness
D = Setting depth
E = Quantity

                 l Provided with approval, ETA    l No approval at the moment
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A B C D E CF SB

M-16 18 15 110 20 l

M-16 18 25 110 20 l l

M-16 18 50 110 20 l l

M-16 18 80 110 10 l

M-16 18 100 110 10 l l

M-16 18 140 110 10 l

M-16 18 180 110 10 l

M-20 22 30 125 10 l l

M-20 22 60 125 10 l l

M-20 22 130 125 10 l l

M-20 22 150 125 10 l l

M-24 26 30 145 10 l

M-24 26 60 145 5 l

M-24 26 75 145 5 l

0406 (2/2)

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

APPLICTION

MKT BZ PLUS

Wedge anchor zinc plated throughbolt for  
load bearing in cracked and non-cracked concrete.

ANCHORING

CF = Zinc plated steel
SB = Stainless steel A4 

A = Thread 
B = Hole diameter in fixture
C = Fixture thickness
D = Setting depth
E = Quantity

                 l Provided with approval, ETA    l No approval at the moment
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A B C D E F CF

M-6 10 12 10 65 50 l

M-6 10 12 30 65 50 l

M-6 10 12 50 65 50 l

M-6 10 12 100 65 25 l

M-8 12 14 0 80 50 l

M-8 12 14 10 80 50 l

M-8 12 14 30 80 50 l

M-8 12 14 50 80 25 l

M-8 12 14 100 80 25 l

M-10 15 17 0 95 25 l

M-10 15 17 15 95 25 l

M-10 15 17 25 95 25 l

M-10 15 17 45 95 25 l

M-10 15 17 95 95 25 l

M-12 18 20 0 105 20 l

M-12 18 20 10 105 20 l

M-12 18 20 20 105 20 l

M-12 18 20 40 105 20 l

M-12 18 20 70 105 20 l

M-12 18 20 100 105 10 l

M-16 24 26 0 130 10 l

M-16 24 26 20 130 10 l

M-16 24 26 50 130 10 l

M-16 24 26 100 130 5

M-20 28 31 10 150 10 l

M-20 28 31 30 150 10 l

M-20 28 31 60 150 5 l

M-20 28 31 100 150 5 l

0407
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APPLICTION

MKT SZ-B

Highload anchor for fast through fastening in cracked and 
non-cracked concrete. 

ANCHORING

CF = Zinc plated steel

A = Thread 
B = Drill diameter
C = Hole diameter in fixture
D = Clamping thickness
E = Setting depth
F = Quantity

                l Provided with approval, ETA    l No approval at the moment
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A B C D E F CF

M-6 10 12 0 65 100 l

M-6 10 12 10 65 50 l

M-6 10 12 30 65 50 l

M-6 10 12 50 65 50 l

M-8 12 14 0 80 50 l

M-8 12 14 10 80 50 l

M-8 12 14 30 80 50 l

M-8 12 14 50 80 25 l

M-10 15 17 0 95 25 l

M-10 15 17 15 95 25 l

M-10 15 17 25 95 25 l

M-10 15 17 45 95 25 l

M-10 15 17 95 95 25 l

M-12 18 20 0 105 20 l

M-12 18 20 10 105 20 l

M-12 18 20 20 105 20 l

M-12 18 20 40 105 20 l

M-12 18 20 70 105 20 l

M-16 24 26 0 130 10 l

M-16 24 26 20 130 10 l

M-16 24 26 50 130 10 l

0408
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APPLICTION

MKT SZ-S

Highload anchor for fast through fastening in cracked and 
non-cracked concrete. 

ANCHORING

CF = Zinc plated steel

A = Thread 
B = Drill diameter
C = Hole diameter in fixture
D = Clamping thickness
E = Setting depth
F = Quantity

                l Provided with approval, ETA    l No approval at the moment
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A B C D E F CF

M-6 10 12 10 65 50 l

M-6 10 12 25 65 50 l

M-6 10 12 45 65 50 l

M-8 12 14 10 80 50 l

M-8 12 14 25 80 50 l

M-8 12 14 50 80 25 l

M-10 15 17 10 95 25 l

M-10 15 17 25 95 25 l

M-10 15 17 35 95 25 l

M-10 15 17 50 95 25 l

M-12 18 20 20 105 20 l

M-12 18 20 40 105 20 l

0409
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CF = Zinc plated steel

MKT SZ-SK

Highload anchor for fast through fastening in cracked and 
non-cracked concrete. 

ANCHORING

APPLICTION

A = Thread 
B = Drill diameter
C = Hole diameter in fixture
D = Clamping thickness
E = Setting depth
F = Quantity

                l Provided with approval, ETA    l No approval at the moment
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0410

A B C D E F SB

M-6 10 12 10 60 50 l

M-6 10 12 25 60 50 l

M-6 10 12 50 60 50 l

M-8 12 14 10 70 50 l

M-8 12 14 25 70 50 l

M-8 12 14 50 70 25 l

M-10 15 16 10 85 25 l

M-10 15 16 25 85 25 l

M-10 15 16 50 85 25 l

M-12 18 20 15 100 20 l

M-12 18 20 25 100 20 l

M-12 18 20 40 100 20 l

M-16 24 26 25 125 10 l

M-16 24 26 50 125 10 l

M-20 28 31 30 150 5 l

M-20 28 31 60 150 5 l

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

APPLICTION

MKT SL-B

Highload anchor for through fastening in non-cracked  
concrete. 

ANCHORING

A = Thread 
B = Drill hole diameter
C = Hole diameter in fixture
D = Clamping thickness
E = Setting depth
F = Quantity

SB = Stainless steel A4 

l Provided with approval, ETA    l No approval at the moment
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A B C D E F SB

M-6 10 12 10 60 50 l

M-6 10 12 25 60 50 l

M-6 10 12 50 60 50 l

M-8 12 14 10 70 50 l

M-8 12 14 25 70 50 l

M-8 12 14 50 70 25 l

M-10 14 16 10 85 25 l

M-10 14 16 25 85 25 l

M-10 14 16 50 85 25 l

M-12 18 20 15 100 20 l

M-12 18 20 25 100 20 l

M-12 18 20 40 100 20 l

M-16 24 26 25 125 10 l

M-16 24 26 50 125 10 l

M-20 28 31 30 150 5 l

M-20 28 31 60 150 5 l

0411
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APPLICTION

MKT SL-S

Highload anchor for through fastening in non-cracked  
concrete. 

ANCHORING

A = Thread 
B = Drill hole diameter
C = Hole diameter in fixture
D = Clamping thickness
E = Setting depth
F = Quantity

SB = Stainless steel A4 

l Provided with approval, ETA    l No approval at the moment
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A B C D E CF SB

M-8 10 110 80 10 l l

M-8 10 150 80 10 l l

M-10 12 115 90 10 l

M-10 12 130 90 10 l

M-10 12 165 90 10 l

M-10 12 190 90 10 l

M-12 14 135 110 10 l l

M-12 14 160 110 10 l l

M-12 14 180 110 10 l

M-12 14 210 110 10 l l

M-12 14 220 110 10 l l

M-12 14 250 110 10 l l

M-12 14 300 110 10 l l

M-14 16 170 120 10 l l

M-16 18 150 125 10 l

M-16 18 165 125 10 l l

M-16 18 190 125 10 l l

M-16 18 210 125 10 l

M-16 18 230 125 10 l l

M-16 18 250 125 10 l l

M-16 18 300 125 10 l l

M-20 25 220 170 10 l l

M-20 25 220 170 10 l l

M-20 25 220 170 10 l l

M-24 28 220 210 5 l

M-24 28 260 210 5 l l

M-24 28 300 210 5 l l

M-30 35 380 280 5 l l

0412
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MKT V-A

Threaded stud for chemical glas capsule V-P, chemical  
anchorsytem for non-cracked concrete surfaces.

ANCHORING

A = Thread 
B = Drill diameter
C = Hole diameter in fixture
D = Setting depth
E = Quantity

CF = Zinc plated steel
SB = Stainless steel A4 

APPLICATION

l Provided with approval, ETA    l No approval at the moment



236

A B C

8 10 10

10 12 10

12 14 10

14 16 10

16 18 10

20 25 10

24 28 5

30 35 5

0413

0414
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MKT V-P

Chemical glas capsule VE-P for anchoring in non-cracked  
concrete.  

MKT

Tool for fixing threaded studs. 

ANCHORING

A = Diameter 
B = Rebar diameter
C = Quantity

APPLICATION

APPLICATION

TYPE

M-8

M-10

M-12

M-16

M-20
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A B C D E CF SB

M-8 10 80 55 10 l l

M-8 10 95 55 10 l l

M-8 10 110 55 10 l l

M-10 12 85 65 10 l l

M-10 12 95 65 10 l l

M-10 12 105 65 10 l l

M-10 12 135 65 10 l l

M-10 12 175 65 10 l l

M-12 14 110 85 10 l l

M-12 14 125 85 10 l l

M-12 14 150 85 10 l l

M-12 14 200 85 10 l l

M-12 14 225 85 10 l l

M-12 14 265 85 10 l l

M-12 14 145 105 10 l l

M-12 14 180 105 10 l l

M-12 14 220 105 10 l l

M-16 18 180 130 10 l l

M-16 18 210 130 10 l l

M-16 18 250 130 10 l l

M-16 18 315 130 10 l l

M-20 24 230 180 5 l l

M-20 24 255 180 5 l l

M-20 24 305 180 5 l l

M-24 26 290 215 5 l l

M-24 26 340 215 5 l l

0425
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APPLICATION

MKT VMZ- A

Threaded stud for chemical anchoring to be applied on 
cracked and non-cracked concrete.

ANCHORING

A = Thread 
B = Drill diameter
C = Length total
D = Setting depth
E = Quantity

CF = Zinc plated steel
SB = Stainless steel A4 

l Provided with approval, ETA    l No approval at the moment
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0426

0439
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TYPE CONTENT QUANTITY

VMZ 345 345 ml. 12

TYPE CONTENT QUANTITY

VMU 300 300 ml. 12

VMU 345 345 ml. 12

VM-X Mixer 1

MKT

Cartridge for VMZ-A threaded stud for fastening in cracked 
and non-cracked concrete.

MKT

Cartridges for througbolt on non-cracked concrete.

ANCHORING

APPLICATION

APPLICATION

Provided with approval, ETA
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0428

0429

0427
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ANCHORING

A = Steeldiameter 
B = Drill diameter
C = Setting depth
D = Quantity

A = Drillhole
B = Length total
C = For thread / sleeve
D = Quantity

MKT

Hammer-in Capsule VE-P to fasten anchor ribbed rebar.

MKT

Perfo Sleeve VM-SH (plastic), for installation in hollow based 
material.

MKT

Internal threaded sleeve VM-IG (Steel Zinc plated).

APPLICATION

APPLICATION

TYPE A B C D

VE - P10 10 13 85 10

VE - P12 12 15 110 10

VE - P16 14 18 130 10

VE - P16 16 20 140 10

VE - P20 20 24 185 10

TYPE A B C D

VM-SH 12x50 12 60 M6-M8 10

VM-SH 16x85 16 95 M8-M12 10

VM-SH 16x130 16 140 M8-M12 10

VM-SH 20x85 20 95 M16 10

TYPE A B C D

VM-IG M 6 10 10 12 x 50 10

VM-IG M 8 14 70 16 x 85 10

VM-IG M 10 16 70 20 x 85 10

VM-IG M 12 18 70 20 x 85 10
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0415

0416

0417
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ANCHORING

APPLICATION

APPLICATION

APPLICATION

MKT QUALITY DISPENSER FOR CARTRIDGES

MKT BLOW-OUT PUMP

MKT CLEANING BRUSH 
WITH WOODEN T-HANDLE

TYPE

ZU-AP

TYPE

VM-P 345

VM-P 380 Standard

VM-P 380 Profi

TYPE

STB-H 14

STB-H 18

STB-H 28

STB 35
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A B C D CF SB

8x80 8 10 90 l l

8x100 8 30 110 l l

8x120 8 50 130 l l

8x140 8 70 150 l l

10x60 10 10 70 l l

10x80 10 30 90 l l

10x100 10 50 110 l l

10x120 10 70 130 l l

10x140 10 90 150 l l

10x160 10 110 170 l l

10x180 10 130 190 l l

10x200 10 150 210 l l

10x230 10 180 240 l l

10x260 10 210 270 l l

0482/0486

0482
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APPLICATION

UNIVERSAL CONSTRUCTIONPLUG
0482 - Nylon plug with a special screw
0486 - Nylon plug with a special screw (countersunk head)
Suitable for:

Concrete
Brick
Llime brick 
Atuoclaved Aerated Concrete (AAC)
Light concrete

ANCHORING

A = Size 
B = Drill size 
C = Clamping thickness
D = Dril depth

CF = Zinc plated steel
SB = Stainless steel A4 

l Provided with approval, ETA    l No approval at the moment

0486 COUNTERSUNK HEAD

0486 COUNTERSUNK HEAD
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0431

0430
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SIZE SCREW Ø

6.0 x 40 4.0 - 5.0

8.0 x 50 5.0 - 6.0

10.0 x 60 6.0 - 7.0

SIZE SCREW Ø

4.0 x 20 2.0 - 3.0

5.0 x 25 2.6 - 4.0

6.0 x 30 3.5 - 5.0

7.0 x 30 4.0 - 5.5

8.0 x 40 4.5 - 6.0

10.0 x 50 6.0 - 8.0

12.0 x 60 8.0 - 10.0

14.0 x 70 10.0 - 12.0

16.0 x 80 12.0 - 14.0

ANCHORING

ANCHOR

Nylon polyamide-6-anchor suitable for solid material.
Temp. steadiness: 	 -40° C up to +70° C.

MEGA ANCHOR

Polyethylene mega anchor suitable for solid and hollow  
material. 
Temp. steadiness: 	 -40° C up to +70° C.

APPLICATION

APPLICATION
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SIZE CLAMPING THICKNESS NAIL

CF SA 

5.0 x 25 5 l l

5.0 x 30 10 l l

5.0 x 35 15 l l

5.0 x 40 20 l l

5.0 x 50 30 l l

5.0 x 60 40 l l

6.0 x 25 1 l l

6.0 x 30 5 l l

6.0 x 35 10 l l

6.0 x 40 15 l l

6.0 x 50 25 l l

6.0 x 60 35 l l

6.0 x 80 55 l l

6.0 x 100 75 l l

8.0 x 50 10 l l

8.0 x 60 20 l l

8.0 x 80 40 l l

8.0 x 100 60 l l

8.0 x 120 80 l l

8.0 x 140 100 l l

0432

l No approval at the moment

APPLICATION

NAIL ANCHOR

Nylon polyamide-6 nail anchor suitable for solid and hollow  
material. Temp. steadiness: 	 -40° C up to +70° C.

ANCHORING

CF = Zinc plated steel
SB = Stainless steel A4 
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0434

0433
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SIZE INSULATION DIAMETERS

8.0 x 60 30 - 40 90	 45

8.0 x 80 50 - 60 90	 45

8.0 x 100 70 - 80 90	 45

8.0 x 120 90 - 100 90	 45

8.0 x 140	 110 - 120 90	 45

8.0 x 160 130 - 140 90	 45

SIZE INSULATION DIAMETERS

8.0 x 80 30 - 50 90	 52

8.0 x 100 60 - 70 90	 52

8.0 x 120 80 - 90 90	 52

8.0 x 140 100 - 110 90	 52

8.0 x 160	 120 - 130 90	 52

8.0 x 180 140 - 150 90	 52

8.0 x 200 160 - 170 90	 52

8.0 x 220 180 - 190 90	 52

8.0 x 240 200 - 210 90	 52

8.0 x 260 220 - 230 90	 52

8.0 x 280 240 - 250 90	 52

8.0 x 300 260 - 270 90	 52

ANCHORING

INSULATION ANCHOR

Plastic insulation anchor suitable for solid material. 
Temp. steadiness: 	 -40° C up to +70° C.

Large disc diameter for fixing soft 
insulation material. Smaller disc for firmer or harder insulation 
insulation material. 

INSULATION ANCHOR, TWO-PARTS

Plastic spreading nail and anchor suitable for solid and  
hollow material. 
Temp. steadiness: 	 -40° C up to +70° C.

Large disc diameter for fixing soft 
insulation material. Smaller disc for firmer or harder insulation 
insulation material. 

APPLICATION

APPLICATION
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0436

0435
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SIZE INSULATION DIAMETERS

10 x 70 40 60

10 x 90 60 60

10 x 110 80 60

10 x 130 100 60

10 x 150 120 60

10 x 180 150 60

10 x 210 180 60

10 x 240 210 60

SIZE INSULATION DIAMETERS

8 x 90 60 60 l

8 x 110 80 60 l

8 x 130 100 60 l

8 x 150 120 60 l

8 x 170 140 60 l

8 x 190 160 60 l

8 x 210 180 60 l

8 x 240 210 60 l

ANCHORING

APPLICATION

APPLICATION

ISO - UNIVERSAL PLUG, TWO-PARTS

Plastic plug and metal pin with plastic cover 
suitable for fixing in solid material.  
Temp. steadiness: 	 -40° C up to +70° C.

ISO - UNIVERSAL PLUG, TWO-PARTS

Plastic plug and metal pin with plastic cover 
suitable for fixing in solid and hollow material. 
Temp. steadiness: 	 -40° C up to +70° C.

  l No approval at the moment     l Provided with approval - ETAG 014
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0438

0437
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APPLICATION

APPLICATION

SIZE DRILLHOLE

5.0 x 30 5 - 7

6.0 x 32 7 - 9 

8.0 x 38 10 - 12 

8.0 x 60 10 - 12 

10.0 x 60 12 - 14

SIZE CLAMPING THICKNESS

5.0 x 26 6

6.0 x 30 5

6.0 x 40 10

6.0 x 50 20

6.0 x 60 30

6.0 x 80 50

6.0 x 100 70

ANCHORING

UNIVERSAL METAL PLUG

Universal metal plug, zinc plated steel, 
suitable for solid and hollow material.

IMPACT SLEEVE

Zinc plated sleeve of feathersteel 
suitable for solid and hollow material.
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0480
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  l - Testreport MPA 3444-7404          -F12 TIDS / R

METAL INSULATION ANCHOR
For the fixation for insulation on concrete. Installation is drilling 
and hamering. For soft materials the head can be enlarged from 
35mm. to a 80 mm. plate. Decorative colourcaps are available 
in RAL 9003, 1015 en 7042.

CEILING INSULATION ANCHOR

Informeer bij onze technische afdeling voor montage advies.

A = Length 
B = Setting depth
C = Clamp thickness
D = Head diameter
E = Drilldiameter

CF = Zinc plated steel
SA = Stainless steel A2
 

APPLICATION

A (MM) B C D E CF SA

50 30 20 35 8 l l

70 30 50 35 8 l l

110 35 75 35 8 l l

140 40 100 35 8 l l

170 45 125 35 8 l l

200 50 150 35 8 l l

250 50 200 35 8 l l

300 50 250 35 8 l l

- - - 80 - l l
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A (MM) B C D E CF

50 25 25 37 6 l

75 25 50 37 6 l

85 25 60 37 6 l

100 25 75 37 6 l

125 25 100 37 6 l

135 25 110 37 6 l

150 25 125 37 6 l

175 25 150 37 6 l

200 25 175 37 6 l

225 25 200 37 6 l

250 25 225 37 6 l

275 25 250 37 6 l

300 25 275 37 6 l

325 25 300 37 6 l

0479
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  l - Testreport          -TIS6-125

APPLICATION

INSULATION CONCRETE SCREW
For the fixation for insulation on concrete. Installation is drilling 
and screwing. The screws are coming with a plastic injection 
moulded head with wood wool structure in colours RAL 9003, 
1015 and 7042.

CEILING INSULATION SCREW

Ask our technical department for installation advice.

A = Length 
B = Setting depth
C = Clamp thickness
D = Head diameter
E = Drilldiameter

CF = Zinc plated steel
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0846

0839

CF

7.5 x 50 TX 30 l

CF

7.5 x 50 TX 30 l

18 mm

3,1 mm

18 mm

3,1 mm

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

MOUNTING SCREW FOR WOOD WOOL 
CEMENT BOARDS & EDGE PLANKS 

Mounting Screws for Seamless Installation of, among  
others, Wood Wool Insulation Panels on Various Substrates, 
from Concrete, Wood, and Steel up to 1.5 mm Galvanized 
Steel, with a head that has the same texture as wood wool 
cement panels.

Suitable for projects with brands such as Fibrolith, Tektalan, 
Heratekta, and Heradesign Acoustic Panels on Concrete.

Ideal for a professional and virtually invisible installation.

APPLICATIONV

CF = Zinc plated steel

MOUNTING SCREW FOR WOOD WOOL 
CEMENT BOARDS & EDGE PLANKS 

Mounting Screws for Seamless Installation of, among others, 
Wood Wool Insulation Panels on Various Substrates, from 
Concrete, Wood, and Steel up to 1.5 mm Galvanized Steel.

Suitable for projects with brands such as Fibrolith, Tektalan, 
Heratekta, and Heradesign Acoustic Panels on Concrete.

SIZE

CF = Zinc plated steel

APPLICATION

SIZE

l No approval at the moment.

CEILING INSULATION SCREW
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A (MM) B C D E CF SM

70 30 40 20 * l

100 30 70 20 * l

130 30 100 20 * l

150 30 120 20 * l

175 30 145 20 * l

200 30 170 20 * l

225 30 105 20 * l

250 30 220 20 * l

300 30 270 20 * l

0448

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

l No approval at the moment

APPLICATION

INSULATION CONCRETE SCREW. 
For the fixation for insulation on concrete, wood, AAC 
and stone. Installation is drilling and screwing. 
The screws are coming with a metal washer and can 
be powderpainted in any desired colour.

CEILING INSULATION SCREW

A = Length 
B = Setting depth
C = Clamp thickness
D = Head diameter
E = Drilldiameter

CF = Zinc plated steel
SM = Stainless Marutex
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0133
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LENGTH WIDTH HOLE Ø

100 mm 50 mm 7,5 mm

APPLICATION

MELT ANCHOR

Melt anchor (PA) for firewalls. 

ANCHORING

SPECIFICATION VALUE UNIT

Material PA66 GF30

Standard ISO

Density 1.36 g/cm3

Tensile strength 175 Mpa

Elongation 2 %

Bending strength 240 MPa

Hardness 120 R Scale

Impact strength 13 KJ/m2

Deflection temperature (Load< 0,45 MPa) 235 oC

Maximum short-term working temperature 149 oC

Maximale werktemperatuur op lange termijn 99 oC

Mold Shrink 0,2 - 0,6 %

Moisture absorption 6 %

Surface resistance 1014 Ω

Point of Fusion 255 oC

Reinforced glass 35 %
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More information? 

Contact us at: sales@ipex-group.com 

Or visit our website.

w w w. i p e x - g r o u p . c o m



TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     TOOLS     

IPEX  |  sales@ipex-group.com  |  www.ipex-group.com

IPEX NEDERLAND BV

Pb 82 - 7468 ZH
Enter / the Netherlands
	 +31 (0) 547 384635 
	 +31 (0) 547 384637
	 info@ipex-group.com
	 www.ipex-group.com



255

0418

0419
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Ø LENGTH Ø LENGTH

3.0 46 / 16 4.5 58 / 24
3.1 49 / 18 4.6 58 / 24
3.1 49 / 18 4.7 58 / 24
3.2 49 / 18 4.8 62 / 26
3.3 49 / 18 4.9 62 / 26
3.4 52 / 20 5.0 62 / 26
3.5 52 / 20 5.1 62 / 26
3.6 52 / 20 5.2 62 / 26
3.7 52 / 20 5.3 62 / 26
3.8 55 / 22 5.5 66 / 28
3.9 55 / 22 5.7 66 / 28
4.0 55 / 22 5.8 66 / 28
4.1 55 / 22 5.9 66 / 28
4.2 55 / 22 6.0 66 / 28
4.3 58 / 24 7.5 74 / 34
4.4 58 / 24 8.5 79 / 37

IZAR - HSS STUBBY / TAPPING DRILLS - 
SPLITPOINT DIN 1897 N

WERKÖ - HSS

Rooferdrill, Splitpoint

TOOLS

Ø LENGTH

5.0 100
5.0 150
5.0 185
5.1 100
5.1 150
5.1 210
5.2 100
5.2 150
5.2 185
5.2 210
5.7 150
5.7 185
5.7 210
5.7 300
5.8 150
5.8 185
5.8 210
5.8 300
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Ø LENGTH Ø LENGTH Ø LENGTH Ø LENGTH

4.0 50/110 8.0 550/600 13.0 200/260 19.0 150/200
4.0 100/160 8.0 950/1000 13.0 250/310 19.0 400/450

13.0 400/450
5.0 50/110 9.0 100/160 20.0 150/200
5.0 80/140 9.0 150/210 14.0 100/160 20.0 250/300
5.0 100/160 14.0 150/120 20.0 400/450
5.0 150/210 9.5 100/160 14.0 200/260 20.0 550/600
5.0 250/310 14.0 250/310 20.0 950/1000

10.0 50/110 14.0 400/450
6.0 50/110 10.0 100/160 14.0 550/600 22.0 200/250
6.0 100/160 10.0 150/210 14.0 950/1000 22.0 250/300
6.0 150/210 10.0 200/260 22.0 400/450
6.0 200/260 10.0 250/310 15.0 100/160 22.0 550/600
6.0 200/260 10.0 300/350 15.0 150/210 22.0 950/1000
6.0 400/460 10.0 410/450 15.0 200/260

10.0 550/600 15.0 400/450 23.0 200/250
6.5 50/110 10.0 750/800 15.0 550/600 23.0 400/450
6.5 100/160 10.0 950/1000
6.5 150/210 16.0 100/160 24.0 200/250
6.5 200/260 11.0 100/160 16.0 150/210 24.0 400/450
6.5 250/310 11.0 150/210 16.0 250/310

11.0 200/260 16.0 400/450 25.0 200/250
7.0 50/110 11.0 250/310 16.0 550/600 25.0 400/450
7.0 100/160 16.0 750/800 25.0 550/600
7.0 150/210 12.0 100/160 16.0 950/1000 25.0 950/1000
7.0 200/250 12.0 150/210

12.0 200/260 17.0 150/210 26.0 200/250
8.0 50/110 12.0 250/310 17.0 250/310 26.0 400/450
8.0 100/160 12.0 400/450 17.0 400/450
8.0 150/210 12.0 550/600
8.0 200/260 12.0 950/100 18.0 150/210
8.0 250/310 18.0 250/300
8.0 350/400 13.0 100/160 18.0 400/450
8.0 400/460 13.0 150/210 18.0 550/600

SDS+ CONCRETE DRILL

TOOLS
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SIZE

115 x 3 x 22
180 x 3 x 22
230 x 3 x 22

DRONCO

Grinding wheels for metal.

DRONCO

Grinding wheels for stone.

TOOLS

Other sizes and applications on request.

Other sizes and applications on request.

SIZE

115 x 3 x 22
180 x 3 x 22
230 x 3 x 22

LENGTH (M) CASE (MM) SIZE (MM)

5.0 70 19
8.0 85 25

MEASURE TAPES

LENGTH (MM) CUTLENGTH (MM)

248 32.0 left-handed
248 32.0 right-handed

SNIPS

Left- and righthanded snips for profile cutting. 
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BITS

We deliver all kinds of bits. For further questions please  
contact our sales department.

TOOLS
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If you would like more information or if you have any 

questions,please contact us directly at: 

info@ipex-group.com or call us at 0547-384 635
IPEX Group | Vonderweg 14 | 7468 DC Enter

WE ARE READY TO 

ASSIST YOU

Sometimes proper installation of a facade 
requires customisation; in colour, size or 
material. 

From choosing the best profiles and 
screws, mounting tips to developing 
a complete substructure system: our 
advisers, engineers and production 
department will help you with every detail.
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