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BIPS Description:



General Conditions:

3.xxx	Insulation Strapping:
Strapping of EPS insulation beneath self-supporting ground slabs.
To be executed in corrosion-resistant glass-fiber-reinforced nylon.


Description:

4.xxxx	Insulation Strapping::
Mounting screws shall be installed using 2 pcs per panel (1200 × 1200 mm).  

Screws shall be driven diagonally in each corner, positioned ¼ of the way in from the panel edge, ensuring that the screws achieve anchorage in both the upper and lower layers when the insulation is laid in a staggered pattern.  

Along all edges, screws shall be installed so that all panels have a minimum of 2 mounting screws to ensure retention. Mounting screws shall be driven into the panel until they reach the top surface of the EPS insulation. Overdriving is not permitted, as this may damage the insulation material and reduce anchorage. Mounting screws are typically used for insulation thicknesses between 300 and 400 mm beneath floors. It is important that the thread does not penetrate completely through the insulation panel, as this would cause loss of anchorage (in the case of insufficient insulation thickness).
Screws shall be driven diagonally in each corner, positioned approximately ¼ of the way in from the panel edge, ensuring that the screws achieve anchorage in both the upper and lower layers when the insulation is laid in a staggered pattern.

Along all edges, screws shall be installed so that each panel is secured with a minimum of two mounting screws to ensure permanent retention.
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