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Type description: Manufacturer:

RC-98 BC 3 PORT SPRAY W&H
REF

30385000

Category:

Turbine

         Instructions

           for use

Leaflet

Valid from SN:

Intended use: D001844

Permitted pressure level: - from ………….      to ………….. 2,2 -2,5 bar

speed: 330.000 rpm

torque: > 0,18 Ncm

power up to: ≥ 16 W

air consumption: ≤ 45 l/min

Dimension:

Head diameter: 12,20 mm

Length: with/without coupling < 120 mm

Addendum with bur (19 mm): 22,50 mm

Addendum without bur (19mm): 15,50 mm

Hygiene head: yes

Weight: 55 ± 10 g

Noise level: < 80 dBA

Hose-side coupling :  - Connection coupling-instrument 

                   - Fixed connection according to ISO 9168

Borden connection

Chucking system:

 Type: Press button cucking system

 Bur shaft diameter accord. to ISO 1797-1: 1,6 -0,01 mm

 Maximum permitted bur length: 21,00 mm

Operating- or insertion force at chuck system: ≤ 45 N

 Retention force: ≥ 40 N

Light system: no light system

Maximum light intensity: lx

01001
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Lamp: :             Voltage: V, AC or DC

                         Current absorption: A

Cooling system:

 Type: 3 hole system

 Permitted coolant water pressure: 0,7 - 2 bar

 Permitted coolant air pressure: 1,5 - 3 bar

 Amount of spray water: > 50 ml/min / 2 bar

Type of ball bearings (steel/ceramic): steel

Permitted hygiene methods:

 Sterilizer:

 Thermo washer disinfector:

 Chemical autoclave:

 Ultra sonic bath:

 Disinfection solutions which are released for the product:

Permitted lubrication:

 W&H oil

 NSK oil

 KaVo oil

 Sirona oil

 None

Warranty: up to 12 Month
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