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inch tire size Alternative
tire size

tread
pattern Page

24" 280/85 R 24 (11.2R24) RD-01 22

320/70 R 24 RD-02 16

320/85 R 24 (12.4R24) RD-01 22

340/85 R 24 (13.6R24) RD-01 22

360/70 R 24 RD-02 16

380/70 R 24 RD-02 16

380/85 R 24 (14.9R24) RD-01 22

420/65 R 24 RD-03 8

420/70 R 24 RD-02 16

420/85 R 24 (16.9R24) RD-01 22

440/65 R 24 RD-03 8

480/65 R 24 RD-03 8

540/65 R 24 RD-03 8

28" 280/85 R 28 (11.2R28) RD-01 22

320/85 R 28 (12.4R28) RD-01 22

inch tire size Alternative
tire size

tread
pattern Page

32" 320/85 R 32 (12.4R32) RD-01 24

34" 380/85 R 34 (14.9R34) RD-01 26

420/85 R 34 (16.9R34) RD-01 26

420/85 R 34 (16.9R34) RD-01 26

460/85 R 34 (18.4R34) RD-01 26

480/70 R 34 RD-02 18

520/70 R 34 RD-02 18

540/65 R 34 RD-03 10

600/65 R 34 RD-03 10

36" 340/85 R 36 (13.6R36) RD-01 26

38" 340/85 R 38 (13.6R38) RD-01 26

380/80 R 38 RD-01 26

420/85 R 38 (16.9R38) RD-01 28

460/85 R 38 (18.4R38) RD-01 28

480/70 R 38 RD-02 18

inch tire size Alternative
tire size

tread
pattern Page

340/85 R 28 (13.6R28) RD-01 24

380/70 R 28 RD-02 16

380/85 R 28 (14.9R28) RD-01 24

420/70 R 28 RD-02 16

420/85 R 28 (16.9R28) RD-01 24

440/65 R 28 RD-03 8

480/65 R 28 RD-03 8

480/70 R 28 RD-02 16

540/65 R 28 RD-03 10

600/65 R 28 RD-03 10

30" 380/85 R 30 (14.9R30) RD-01 24

420/85 R 30 (16.9R30) RD-01 24

460/85 R 30 (18.4R30) RD-01 24

480/70 R 30 RD-02 18

540/65 R 30 RD-03 10

inch tire size Alternative
tire size

tread
pattern Page

520/70 R 38 RD-02 18

520/85 R 38 (20.8R38) RD-01 28

540/65 R 38 RD-03 10

580/70 R 38 RD-02 18

600/65 R 38 RD-03 12

650/65 R 38 RD-03 12

710/70 R 38 RD-03 12

42" 480/80 R 42 RD-01 28

520/85 R 42 (20.8R42) RD-01 28

650/65 R 42 RD-03 12

46" 480/80 R 46 RD-01 28

50" 480/80 R 50 RD-01 28

List of tire sizes
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New generation of tractor tire 
for gentle ground handling  
and higher load capacity

rd-03

   Reduced soil compaction thanks to large 
ground contact area and optimal pressure 
distribution

   Up to 40% higher traction force compared 
with standard tires

   High load capacity due to the wide design 
and the large volume of air

   Outstanding grip and tractive force ensure 
less slip and much lower fuel consumption

   Maximum speed of 40 mph on roads, with 
high driving comfort and easy handling
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tire size
service

description  
Li / ss

Permitted 
rims *

tire
section  
width  
(inch)
(mm)

tire
outer

diameter
(inch)
(mm)

static
loaded
radius  
(inch)
(mm)

rolling 
circum-
ference  
 (inch)
(mm)

tread
depth
(32nd)
(mm)

rci
sri

(cm2)

flat
plate

(sq.inch)
(cm2)

number
of lugs

× 2
(cm2)

tire
weight 
(lbs)
(kg)

tire load at pressure speed
(mph)
(km/h)psi

bar
6

0.4
9

0.6
12
0.8

15
1.0

17
1.2

20
1.4

23
1.6

29
2.0

35
2.4

44
3.0

420/65 r 24 126 D 
(129 A8)

W 13 L
W 12
W 11

16.5
16.1
15.7

45.2 20.3 134.8 44 37 186 19 138

lbs 2 878 3 142 3 451 3 749 40
lbs 2 723 3 021 3 296 3 627 3 936 31
lbs 2 492 2 833 3 153 3 440 3 782 4 079 25
lbs 2 624 2 977 3 308 3 616 3 969 4 311 19
lbs 2 734 3 197 3 627 4 024 4 399 4 829 5 248 6152 6

W 13 L
W 12
W 11

420
410
400

1 147 515 3 425 35 550 1 200 63

kg 1 305 1 425 1 565 1 700 65
kg 1 235 1 370 1 495 1 645 1 785 50
kg 1 130 1 285 1 430 1 560 1 715 1 850 40
kg 1 190 1 350 1 500 1 640 1 800 1 955 30
kg 1 240 1 450 1 645 1 825 1 995 2 190 2 380 2 790 10

440/65 r 24 128 D 
(131 A8)

W 14 L
W 13
W 12

17.6
17.2
16.9

46.9 21.1 140.2 47 38 202 20 163

lbs 3 087 3 374 3 682 3 969 40
lbs 2 922 3 241 3 550 3 859 4 167 31
lbs 2 679 3 043 3 385 3 693 4 035 4 300 25
lbs 2 822 3 197 3 550 3 881 4 234 4 564 19
lbs 2 933 3 429 3 892 4 322 4 730 5 149 5 557 6 516 6

W 14 L
W 13
W 12

448
438
428

1 190 535 3 560 37 575 1 300 74

kg 1 400 1 530 1 670 1 800 65
kg 1 325 1 470 1 610 1 750 1 890 50
kg 1 215 1 380 1 535 1 675 1 830 1 950 40
kg 1 280 1 450 1 610 1 760 1 920 2 070 30
kg 1 330 1 555 1 765 1 960 2 145 2 335 2 520 2 955 10

480/65 r 24 133 D 
(136 A8)

W 15 L
W 14 L
W 13

19.1
18.7
18.3

48.8 21.5 144.5 49 38 225 20 180

lbs 3 539 3 870 4 212 4 542 40
lbs 3 341 3 715 4 057 4 421 4 774 31
lbs 3 076 3 484 3 870 4 234 4 608 4 939 25
lbs 3 230 3 660 4 068 4 443 4 840 5 226 19
lbs 3 363 3 925 4 454 4 950 5 413 5 898 6 361 7 464 6

W 15 L
W 14 L
W 13

485
475
465

1 239 545 3 670 39 600 1 450 82

kg 1 605 1 755 1 910 2 060 65
kg 1 515 1 685 1 840 2 005 2 165 50
kg 1 395 1 580 1 755 1 920 2 090 2 240 40
kg 1 465 1 660 1 845 2 015 2 195 2 370 30
kg 1 525 1 780 2 020 2 245 2 455 2 675 2 885 3 385 10

540/65 r 24 140 D 
(143 A8)

W 16 L
W 18 L
W 15 L

20.7
21.5
20.4

51.2 22.5 151.1 55 39 264 20 213

lbs 4 256 4 653 5 094 5 513 40
lbs 4 024 4 465 4 884 5 347 5 788 31
lbs 3 693 4 190 4 664 5 094 5 568 6 009 25
lbs 3 881 4 399 4 895 5 347 5 854 6 339 19
lbs 4 046 4 719 5 358 5 954 6 505 7 122 7 718 9 052 6

W 16 L
W 18 L
W 15 L

527
547
517

1 300 572 3 839 44 625 1 700 97

kg 1 930 2 110 2 310 2 500 65
kg 1 825 2 025 2 215 2 425 2 625 50
kg 1 675 1 900 2 115 2 310 2 525 2 725 40
kg 1 760 1 995 2 220 2 425 2 655 2 875 30
kg 1 835 2 140 2 430 2 700 2 950 3 230 3 500 4 105 10

440/65 r 28 131 D 
(134 A8)

W 14L
W 13
W 12

17.5
17.1
16.7

51.0 23.1 152.8 47 39 206 22 182

lbs 3 319 3 627 3 969 4 300 40
lbs 3 142 3 484 3 804 4 167 4 520 31
lbs 2 878 3 274 3 638 3 969 4 344 4 675 25
lbs 3 032 3 440 3 815 4 167 4 564 4 950 19
lbs 3 153 3 682 4 178 4 653 5 083 5 557 6 020 7 067 6

W 14L
W 13
W 12

445
435
425

1 295 588 3 882 37 625 1 330 83

kg 1 505 1 645 1 800 1 950 65
kg 1 425 1 580 1 725 1 890 2 050 50
kg 1 305 1 485 1 650 1 800 1 970 2 120 40
kg 1 375 1 560 1 730 1 890 2 070 2 245 30
kg 1 430 1 670 1 895 2 110 2 305 2 520 2 730 3 205 10

480/65 r 28 136 D 
(139 A8)

W 15 L
W 14 L
W 13

18.8
18.4
18.0

53.0 24.1 158.8 54 40 233 21 201

lbs 3 793 4 145 4 542 4 939 40
lbs 3 583 3 980 4 355 4 774 5 182 31
lbs 3 296 3 737 4 156 4 542 4 983 5 358 25
lbs 3 462 3 925 4 366 4 763 5 226 5 678 19
lbs 3 605 4 212 4 774 5 314 5 799 6 361 6 913 8 114 6

W 15 L
W 14 L
W 13

478
468
458

1 345 611 4 034 43 650 1 500 91

kg 1 720 1 880 2 060 2 240 65
kg 1 625 1 805 1 975 2 165 2 350 50
kg 1 495 1 695 1 885 2 060 2 260 2 430 40
kg 1 570 1 780 1 980 2 160 2 370 2 575 30
kg 1 635 1 910 2 165 2 410 2 630 2 885 3 135 3 680 10

Tractor radial tires – 65 Series

rd-03
technicAL dAtA

RD-03
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Tractor radial tires – 65 Series

rd-03
technicAL dAtA

tire size
service

description  
Li / ss

Permitted 
rims *

tire
section  
width  
(inch)
(mm)

tire
outer

diameter
(inch)
(mm)

static
loaded
radius  
(inch)
(mm)

rolling 
circum-
ference  
 (inch)
(mm)

tread
depth
(32nd)
(mm)

rci
sri

(cm2)

flat
plate

(sq.inch)
(cm2)

number
of lugs

× 2
(cm2)

tire
weight 
(lbs)
(kg)

tire load at pressure speed
(mph)
(km/h)psi

bar
6

0.4
9

0.6
12
0.8

15
1.0

17
1.2

20
1.4

23
1.6

29
2.0

35
2.4

44
3.0

540/65 r 28 142 D 
(145 A8)

W 16 L
W 18 L
W 15 L

20.5
21.3
20.1

55.2 24.5 163.4 55 41 302 21 242

lbs 4 553 4 972 5 413 5 843 40
lbs 4 300 4 774 5 215 5 689 6 141 31
lbs 3 947 4 487 4 983 5 446 5 931 6 395 25
lbs 4 145 4 708 5 237 5 722 6 229 6 725 19
lbs 4 322 5 049 5 733 6 372 6 957 7 585 8 181 9 603 6

W 16 L
W 18 L
W 15 L

520
540
510

1 402 622 4 150 44 675 1 950 110

kg 2 065 2 255 2 455 2 650 65
kg 1 950 2 165 2 365 2 580 2 785 50
kg 1 790 2 035 2 260 2 470 2 690 2 900 40
kg 1 880 2 135 2 375 2 595 2 825 3 050 30
kg 1 960 2 290 2 600 2 890 3 155 3 440 3 710 4 355 10

600/65 r 28 147 D 
(150 A8)

W 18 L
DW 18 L
W 16 L

23.5
23.5
22.7

58.1 25.2 170.9 63 42 372 20 300

lbs 5 358 5 865 6 339  6 780 40
lbs 5 072 5 634 6 152 6 659 7 122 31
lbs 4 653 5 281 5 876 6 417 6 935 7 387 25
lbs 4 895 5 546 6 163 6 736 7 288 7 795 19
lbs 5 094 5 954 6 758 7 508 8 203 8 875 9 493 11 135 6

W 18 L
DW 18 L
W 16 L

597
597
577

1 475 640 4 340 50 700 2 400 136

kg 2 430 2 660 2 875 3 075 65
kg 2 300 2 555 2 790 3 020 3 230 50
kg 2 110 2 395 2 665 2 910 3 145 3 350 40
kg 2 220 2 515 2 795 3 055 3 305 3 535 30
kg 2 310 2 700 3 065 3 405 3 720 4 025 4 305 5 050 10

540/65 r 30 150 D 
(153 A8)

W 16 L
W 18 L
W 15 L

20.9
21.7
20.6

58.4 26.3 174.3 59 42 310 22 261

lbs 4 697 5 127 5 612 6 086 6 791 7 387 40
lbs 4 432 4 928 5 380 5 898 6 383 7 133 7 762 31
lbs 4 079 4 631 5 138 5 612 6 152 6 659 7 442 8 048 25
lbs 4 278 4 862 5 402 5 898 6 461 7 001 7 817 8 500 19
lbs 4 454 5 215 5 909 6 571 7 177 7 861 8 522 9 515 10 341 12 128 6

W 16 L
W 18 L
W 15 L

532
552
522

1 484 667 4 427 47 700 2 000 118

kg 2 130 2 325 2 545 2 760 3 080 3 350 65
kg 2 010 2 235 2 440 2 675 2 895 3 235 3 520 50
kg 1 850 2 100 2 330 2 545 2 790 3 020 3 375 3 650 40
kg 1 940 2 205 2 450 2 675 2 930 3 175 3 545 3 855 30
kg 2 020 2 365 2 680 2 980 3 255 3 565 3 865 4 315 4 690 5 500 10

540/65 r 34 145 D 
(148 A8)

W 16 L
W 18 L
W 15 L

20.6
21.4
20.2

62.2 28.0 185.4 59 43 326 23 270

lbs 4 972 5 435 5 931 6 395 40
lbs 4 697 5 226 5 711 6 218 6 714 31
lbs 4 322 4 906 5 446 5 954 6 494 6 946 25
lbs 4 531 5 149 5 722 6 251 6 813 7 354 19
lbs 4 730 5 524 6 273 6 968 7 607 8 302 8 952 10 507 6

W 16 L
W 18 L
W 15 L

523
543
513

1 579 710 4 710 47 750 2 100 122

kg 2 255 2 465 2 690 2 900 65
kg 2 130 2 370 2 590 2 820 3 045 50
kg 1 960 2 225 2 470 2 700 2 945 3 150 40
kg 2 055 2 335 2 595 2 835 3 090 3 335 30
kg 2 145 2 505 2 845 3 160 3 450 3 765 4 060 4 765 10

600/65 r 34 151 D 
(154 A8)

W 18 L
DW 18 L
W 16 L

23.1
23.1
22.4

64.3 28.5 190.9 63 44 381 22 340

lbs 5 843 6 395 7 012 7 607 40
lbs 5 524 6 141 6 714 7 354 7 993 31
lbs 5 072 5 766 6 406 7 001 7 673 8 335 25
lbs 5 336 6 053 6 725 7 343 8 059 8 754 19
lbs 5 557 6 494 7 365 8 181 8 941 9 812 10 650 12 491 6

W 18 L
DW 18 L
W 16 L

587
587
570

1 632 725 4 850 50 775 2 460 154

kg 2 650 2 900 3 180 3 450 65
kg 2 505 2 785 3 045 3 335 3 625 50
kg 2 300 2 615 2 905 3 175 3 480 3 780 40
kg 2 420 2 745 3 050 3 330 3 655 3 970 30
kg 2 520 2 945 3 340 3 710 4 055 4 450 4 830 5 665 10

540/65 r 38 147 D 
(150 A8)

W 16 L
W 18 L
W 15 L

20.6
21.3
20.2

66.2 29.6 197.0 59 44 326 24 292

lbs 5 248 5 733 6 273 6 780 40
lbs 4 961 5 513 6 020 6 582 7 122 31
lbs 4 553 5 171 5 744 6 284 6 869 7 387 25
lbs 4 785 5 435 6 097 6 593 7 210 7 795 19
lbs 4 983 5 821 6 615 7 343 8 026 8 776 9 493 11 135 6

W 16 L
W 18 L
W 15 L

522
542
512

1 681 752 5 003 47 800 2 100 133

kg 2 380 2 600 2 845 3 075 65
kg 2 250 2 500 2 730 2 985 3 230 50
kg 2 065 2 345 2 605 2 850 3 115 3 350 40
kg 2 170 2 465 2 765 2 990 3 270 3 535 30
kg 2 260 2 640 3 000 3 330 3 640 3 980 4 305 5 050 10

RD-03
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tire load at pressure speed
(mph)
(km/h)psi

bar
6

0.4
9

0.6
12
0.8

15
1.0

17
1.2

20
1.4

23
1.6

29
2.0

35
2.4

44
3.0

lbs 6 163 6 725 7 398 8 048 40
lbs 5 821 6 472 7 067 7 773 8 456 31
lbs 5 347 6 075 6 747 7 365 8 103 8 820 25
lbs 5 612 6 372 7 078 7 740 8 511 9 261 19
lbs 5 854 6 836 7 762 8 622 9 426 10 352 11 268 13 219 6
kg 2 795 3 050 3 355 3 650 65
kg 2 640 2 935 3 205 3 525 3 835 50
kg 2 425 2 755 3 060 3 340 3 675 4 000 40
kg 2 545 2 890 3 210 3 510 3 860 4 200 30
kg 2 655 3 100 3 520 3 910 4 275 4 695 5 110 5 995 10
lbs 6 957 7 607 8 357 9 096 40
lbs 6 582 7 310 7 993 8 776 9 548 31
lbs 6 042 6 858 7 618 8 335 9 151 9 923 25
lbs 6 350 7 210 8 004 8 754 9 614 10 463 19
lbs 6 615 7 729 8 776 9 746 10 650 11 709 12 734 13 991 6
kg 3 155 3 450 3 790 4 125 65
kg 2 985 3 315 3 625 3 980 4 330 50
kg 2 740 3 110 3 455 3 780 4 150 4 500 40
kg 2 880 3 270 3 630 3 970 4 360 4 745 30
kg 3 000 3 505 3 980 4 420 4 830 5 310 5 775 6 345 10
lbs 6 957 7 607 8 357 9 096 9 989 10 749 11 687 40
lbs 6 582 7 310 7 993 8 776 9 548 10 496 11 290 12 271 31
lbs 6 042 6 858 7 618 8 335 9 151 9 923 10 937 11 687 12 789 25
lbs 6 350 7 210 8 004 8 754 9 614 10 463 11 488 12 359 13 439 19
lbs 6 615 7 729 8 776 9 746 10 650 11 709 12 734 13 991 15 049 16 361 6
kg 3 155 3 450 3 790 4 125 4 530 4 875 5 300 65
kg 2 985 3 315 3 625 3 980 4 330 4 760 5 120 5 565 50
kg 2 740 3 110 3 455 3 780 4 150 4 500 4 960 5 300 5 800 40
kg 2 880 3 270 3 630 3 970 4 360 4 745 5 210 5 605 6 095 30
kg 3 000 3 505 3 980 4 420 4 830 5 310 5 775 6 345 6 825 7 420 10
lbs 8 765 9 581 10 639 11 687 40
lbs 8 280 9 206 10 066 11 168 12 271 31
lbs 7 596 8 633 9 592 10 496 11 642 12 789 25
lbs 7 982 9 063 10 077 11 025 12 238 13 439 19
lbs 8 302 9 713 11 036 12 271 13 417 14 895 16 361 19 195 6
kg 3 975 4 345 4 825 5 300 65
kg 3 755 4 175 4 565 5 065 5 565 50
kg 3 445 3 915 4 350 4 760 5 280 5 800 40
kg 3 620 4 110 4 570 5 000 5 550 6 095 30
kg 3 765 4 405 5 005 5 565 6 085 6 755 7 420 8 705 10
lbs 7 299 7 971 8 732 9 459 10 507 11 356 40
lbs 6 891 7 662 8 368 9 162 9 934 11 036 11 929 31
lbs 6 339 7 188 7 993 8 732 9 559 10 364 11 510 12 348 25
lbs 6 648 7 552 8 390 9 173 10 044 10 882 12 083 13 065 19
lbs 6 935 8 103 9 195 10 220 11 168 12 227 13 241 14 718 15 898 18 654 6
kg 3 310 3 615 3 960 4 290 4 765 5 150 65
kg 3 125 3 475 3 795 4 155 4 505 5 005 5 410 50
kg 2 875 3 260 3 625 3 960 4 335 4 700 5 220 5 600 40
kg 3 015 3 425 3 805 4 160 4 555 4 935 5 480 5 925 30
kg 3 145 3 675 4 170 4 635 5 065 5 545 6 005 6 675 7 210 8 460 10

* Further admissible rims on request 
° Calculated / In preparation 
 
Load values given for 9 psi at 25 mph are for calculating dual and triple load values only. 
19 mph (up to 25 mph) load values also apply for low-speed high-torque field work. 
For plowing with single driven tires in the furrow, a minimum inflation pressure of 12 psi is required. 
For intensive road transport at 40/31/25/19 mph the pressure must be increased by 6 psi. Maximum inflation pressure should never be exceeded. 
All load values are valid for ground slopes up to and including 20% (11o). When operating on slopes greater than 20%, please, contact the producer. 
Tubeless tires - may be used with a tube.

rd-03
Tractor radial tires – 65 Series

technicAL dAtA

RD-03

tire size
service

description  
Li / ss

Permitted 
rims *

tire
section  
width  
(inch)
(mm)

tire
outer

diameter
(inch)
(mm)

static
loaded
radius  
(inch)
(mm)

rolling 
circum-
ference  
 (inch)
(mm)

tread
depth
(32nd)
(mm)

rci
sri

(cm2)

flat
plate

(sq.inch)
(cm2)

number
of lugs

× 2
(cm2)

tire
weight 
(lbs)
(kg)

600/65 r 38 153 D 
(156 A8)

W 18 L
DW 18 L
W 16 L

23.1
23.1
22.4

68.6 30.7 205.2 63 45 419 23 365

W 18 L
DW 18 L
W 16 L

588
588
568

1 742 781 5 212 50 825 2 700 166

650/65 r 38 157 D 
(160 A8)

W 18 L
DW 20 B

24.6
25.4 72.0 31.9 213.0 66 46 512 23 430

W 18 L
DW 20 B

626
646 1 829 809 5 410 52 875 3 300 195

650/65 r 38 ° 166 D 
(169 A8)

W 18 L
DW 20 B

24.6
25.4 72.0 31.9 213.0 66 46 512 23 450

W 18 L
DW 20 B

626
646 1 829 809 5 410 52 875 3 300 204

710/70 r 38 166 D 
(169 A8)

dW 23 B 27.7 75.7 33.4 224.1 72 47 465 21 581

dW 23 B 703 1 922 848 5 693 57 925 3 000 264

650/65 r 42 165 D 
(168 A8)

dW 20 B
DW 18L

25.0
24.2 75.8 34.2 227.0 66 47 434 24 500

dW 20 B
DW 18L

635
615 1 926 868 5 767 52 925 2 800 227
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   Reduced ground compression thanks 
to a larger ground contact area

   Excellent transmission of power due 
to greater grip and traction

   High load capacity with stable 
and safe handling on the road

    Improved driving comfort due 
to flexible sidewalls

   Longer service life coupled with reduced 
fuel consumption for low operational costs

70 series tires for high power in 
the field and comfort
on the road

rd-02
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tire load at pressure speed
(mph)
(km/h)psi

bar
9

0.6
12
0.8

15
1.0

17
1.2

20
1.4

23
1.6

29
2.0

lbs 2 249 2 448 2 624 2 756 31
lbs 2 051 2 249 2 448 2 624 2 756 25
lbs 1 951 2 194 2 414 2 613 2 800 2 955 19
lbs 2 370 2 668 2 933 3 175 3 407 3 583 4 134 6
kg 1 020 1 110 1 190 1 250 50
kg 930 1 020 1 110 1 190 1 250 40
kg 885 995 1 095 1 185 1 270 1 340 30
kg 1 075 1 210 1 330 1 440 1 545 1 625 1 875 10
lbs 2 690 2 922 3 131 3 308 31
lbs 2 448 2 690 2 922 3 131 3 308 25
lbs 2 326 2 613 2 878 3 120 3 352 3 539 19
lbs 2 833 3 175 3 506 3 793 4 079 4 300 4 961 6
kg 1 220 1 325 1 420 1 500 50
kg 1 110 1 220 1 325 1 420 1 500 40
kg 1 055 1 185 1 305 1 415 1 520 1 605 30
kg 1 285 1 440 1 590 1 720 1 850 1 950 2 250 10
lbs 2 933 3 175 3 396 3 638 31
lbs 2 657 2 933 3 175 3 396 3 638 25
lbs 2 536 2 844 3 131 3 396 3 638 3 892 19
lbs 3 076 3 462 3 804 4 123 4 432 4 730 5 457 6
kg 1 330 1 440 1 540 1 650 50
kg 1 205 1 330 1 440 1 540 1 650 40
kg 1 150 1 290 1 420 1 540 1 650 1 765 30
kg 1 395 1 570 1 725 1 870 2 010 2 145 2 475 10
lbs 3 418 3 704 3 969 4 190 31
lbs 3 109 3 418 3 704 3 969 4 190 25
lbs 2 955 3 319 3 660 3 969 4 256 4 476 19
lbs 3 594 4 035 4 443 4 807 5 160 5 446 6 284 6
kg 1 550 1 680 1 800 1 900 50
kg 1 410 1 550 1 680 1 800 1 900 40
kg 1 340 1 505 1 660 1 800 1 930 2 030 30
kg 1 630 1 830 2 015 2 180 2 340 2 470 2 850 10
lbs 3 153 3 418 3 660 3 859 31
lbs 2 867 3 153 3 418 3 660 3 859 25
lbs 2 723 3 065 3 374 3 660 3 914 4 134 19
lbs 3 308 3 726 4 090 4 432 4 763 5 016 5 788 6
kg 1 430 1 550 1 660 1 750 50
kg 1 300 1 430 1 550 1 660 1 750 40
kg 1 235 1 390 1 530 1 660 1 775 1 875 30
kg 1 500 1 690 1 855 2 010 2 160 2 275 2 625 10
lbs 3 660 3 969 4 256 4 542 31
lbs 3 330 3 660 3 969 4 256 4 542 25
lbs 3 175 3 572 3 925 4 256 4 564 4 851 19
lbs 3 859 4 333 4 763 5 171 5 546 5 909 6 813 6
kg 1 660 1 800 1 930 2 060 50
kg 1 510 1 660 1 800 1 930 2 060 40
kg 1 440 1 620 1 780 1 930 2 070 2 200 30
kg 1 750 1 965 2 160 2 345 2 515 2 680 3 090 10
lbs 4 498 4 884 5 237 5 513 31
lbs 4 090 4 498 4 884 5 237 5 513 25
lbs 3 903 4 377 4 818 5 226 5 601 5 909 19
lbs 4 741 5 314 5 854 6 350 6 813 7 166 8 269 6
kg 2 040 2 215 2 375 2 500 50
kg 1 855 2 040 2 215 2 375 2 500 40
kg 1 770 1 985 2 185 2 370 2 540 2 680 30
kg 2 150 2 410 2 655 2 880 3 090 3 250 3 750 10

Tractor radial tires – 70 Series

rd-02
technicAL dAtA

RD 02

tire size
service

description  
Li / ss

Permitted 
rims *

tire
section  
width  
(inch)
(mm)

tire
outer

diameter
(inch)
(mm)

static
loaded
radius  
(inch)
(mm)

rolling 
circum-
ference  
 (inch)
(mm)

tread
depth
(32nd)
(mm)

rci
sri

(cm2)

flat
plate

(sq.inch)
(cm2)

number
of lugs

× 2
(cm2)

tire
weight 
(lbs)
(kg)

320/70 r 24 ° 116 A8 
(116 B)

W 10
W 11
W 9

12.6
13.0
12.2

43.1 19.9 129.0 N/A 36 N/A N/A 95

W 10
W 11
W 9

320
330
310

1 095 505 3 276 N/A 525 N/A 43

360/70 r 24 ° 122 A8 
(122 B)

W 11
W 12
W 10

14.2
14.6
13.8

45.3 20.3 134.9 N/A 37 N/A N/A 132

W 11
W 12
W 10

360
370
350

1 150 516 3 426 N/A 550 N/A 60

380/70 r 24 125 A8 
(125 B)

W 12
W 13
W 11

14.6
15.0
14.3

46.9 20.9 139.4 50 38 174 19 141

W 12
W 13
W 11

372
382
362

1 190 530 3 542 40 575 1 120 64

420/70 r 24 ° 130 A8 
(130 B)

W 13
W 14 L
W 12

17.0
17.4
16.7

49.6 22.2 146.3 N/A 39 N/A N/A 179

W 13
W 14 L
W 12

433
443
423

1 260 563 3 715 N/A 600 N/A 81

380/70 r 28 127 A8 
(127 B)

W 12
W 13
W 11

15.3
15.7
14.9

51.1 23.1 152.2 50 39 175 19 165

W 12
W 13
W 11

389
399
379

1 298 588 3 866 40 625 1 130 75

420/70 r 28 133 A8 
(133 B)

W 13
W 14 L
W 12

16.6
17.0
16.2

52.8 23.9 158.1 53 40 222 19 179

W 13
W 14 L
W 12

422
432
412

1 342 607 4 015 42 650 1 430 81

480/70 r 28 140 A8 
(140 B)

W 15 L
W 16 L
W 14 L

19.1
19.5
18.7

55.7 24.5 165.0 58 41 282 18 213

W 15 L
W 16 L
W 14 L

486
496
476

1 414 623 4 190 46 675 1 820 97
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tire load at pressure speed
(mph)
(km/h)psi

bar
9

0.6
12
0.8

15
1.0

17
1.2

20
1.4

23
1.6

29
2.0

lbs 4 542 4 939 5 336 5 678 31
lbs 4 145 4 542 4 939 5 336 5 678 25
lbs 4 013 4 432 4 851 5 292 5 711 6 086 19
lbs 4 895 5 402 5 909 6 417 6 946 7 387 8 511 6
kg 2 060 2 240 2 420 2 575 50
kg 1 880 2 060 2 240 2 420 2 575 40
kg 1 820 2 010 2 200 2 400 2 590 2 760 30
kg 2 220 2 450 2 680 2 910 3 150 3 350 3 860 10
lbs 4 928 5 347 5 733 6 009 31
lbs 4 476 4 928 5 347 5 733 6 009 25
lbs 4 267 4 785 5 270 5 722 6 130 6 428 19
lbs 5 182 5 821 6 406 6 946 7 453 7 817 9 018 6
kg 2 235 2 425 2 600 2 725 50
kg 2 030 2 235 2 425 2 600 2 725 40
kg 1 935 2 170 2 390 2 595 2 780 2 915 30
kg 2 350 2 640 2 905 3 150 3 380 3 545 4 090 10
lbs 5 568 6 042 6 472 6 946 31
lbs 5 060 5 568 6 042 6 472 6 946 25
lbs 4 818 5 413 5 954 6 461 6 924 7 431 19
lbs 5 854 6 571 7 243 7 850 8 423 9 029 10 419 6
kg 2 525 2 740 2 935 3 150 50
kg 2 295 2 525 2 740 2 935 3 150 40
kg 2 185 2 455 2 700 2 930 3 140 3 370 30
kg 2 655 2 980 3 285 3 560 3 820 4 095 4 725 10
lbs 5 204 5 645 6 053 6 395 31
lbs 4 730 5 204 5 645 6 053 6 395 25
lbs 4 509 5 049 5 568 6 042 6 472 6 836 19
lbs 5 468 6 152 6 769 7 343 7 872 8 313 9 592 6
kg 2 360 2 560 2 745 2 900 50
kg 2 145 2 360 2 560 2 745 2 900 40
kg 2 045 2 290 2 525 2 740 2 935 3 100 30
kg 2 480 2 790 3 070 3 330 3 570 3 770 4 350 10
lbs 5 733 6 240 6 747 7 387 31
lbs 5 248 5 733 6 240 6 747 7 387 25
lbs 5 072 5 623 6 130 6 681 7 210 7 916 19
lbs 6 174 6 813 7 453 8 114 8 776 9 614 11 091 6
kg 2 600 2 830 3 060 3 350 50
kg 2 380 2 600 2 830 3 060 3 350 40
kg 2 300 2 550 2 780 3 030 3 270 3 590 30
kg 2 800 3 090 3 380 3 680 3 980 4 360 5 030 10
lbs 6 935 7 519 8 059 8 544 31
lbs 6 295 6 935 7 519 8 059 8 544 25
lbs 5 998 6 747 7 420 8 048 8 633 9 140 19
lbs 7 299 8 192 9 018 9 779 10 485 11 113 12 822 6
kg 3 145 3 410 3 655 3 875 50
kg 2 855 3 145 3 410 3 655 3 875 40
kg 2 720 3 060 3 365 3 650 3 915 4 145 30
kg 3 310 3 715 4 090 4 435 4 755 5 040 5 815 10

Tractor radial tires – 70 Series

rd-02
technicAL dAtA

* Further admissible rims on request 
° Calculated / In preparation 
 
19 mph (up to 25 mph) load values also apply for low-speed high-torque field work. 
For plowing with single driven tires in the furrow, a minimum inflation pressure of 12 psi is required. 
For intensive road transport at 31/25/19 mph the pressure must be increased by 6 psi. Maximum inflation pressure should never be exceeded. 
All load values are valid for ground slopes up to and including 20% (11o). When operating on slopes greater than 20%, please, contact the producer. 
Tubeless tires - may be used with a tube.

RD 02

tire size
service

description  
Li / ss

Permitted 
rims *

tire
section  
width  
(inch)
(mm)

tire
outer

diameter
(inch)
(mm)

static
loaded
radius  
(inch)
(mm)

rolling 
circum-
ference  
 (inch)
(mm)

tread
depth
(32nd)
(mm)

rci
sri

(cm2)

flat
plate

(sq.inch)
(cm2)

number
of lugs

× 2
(cm2)

tire
weight 
(lbs)
(kg)

480/70 r 30 141 A8 
(141 B)

W 15 L
W 16 L
W 14 L

19.4
19.8
19.1

58.2 25.8 172.8 58 42 307 19 228

W 15 L
W 16 L
W 14 L

494
504
484

1 479 655 4 390 46 700 1 980 104

480/70 r 34 143 A8 
(143 B)

W 15 L
W 16 L
W 14 L

19.2
19.6
18.8

62.4 27.9 185.4 60 43 290 20 249

W 15 L
W 16 L
W 14 L

487
497
477

1 584 708 4 710 48 750 1 870 113

520/70 r 34 ° 148 A8 
(148 B)

W 16 L
W 18 L
W 15 L

20.6
21.4
20.2

64.7 28.9 194.0 N/A 44 N/A N/A 300

W 16 L
W 18 L
W 15 L

523
543
513

1 644 734 4 927 N/A 775 N/A 136

480/70 r 38 145 A8 
(145 B)

W 15 L
W 16 L
W 14 L

19.1
19.4
18.7

66.4 30.1 199.2 58 44 295 21 269

W 15 L
W 16 L
W 14 L

484
494
474

1 687 765 5 060 46 800 1 900 122

520/70 r 38 150 A8 
(150 B)

W 16 L
W 18 L
W 15 L

20.6
21.4
20.2

69.3 31.0 206.2 63 45 376 21 320

W 16 L
W 18 L
W 15 L

524
544
514

1 761 787 5 238 50 825 2 425 145

580/70 r 38 ° 155 A8 
(155 B)

W 18 L 22.4 72.0 32.2 214.3 N/A 46 N/A N/A 404

W 18 L 570 1 829 819 5 442 N/A 875 N/A 183



20 21

All-round standard tires 
for a wide range of applications

rd-01

   Balanced combination of features 
for various agricultural applications

   Very good grip and traction 
with much less slip

   Long service life thanks 
to the wear-resistant tread compound

    Large ground contact patch 
and lower operating pressure 
for less soil compaction 
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tire load at pressure speed
(mph)
(km/h)psi

bar
9

0.6
12
0.8

15
1.0

17
1.2

20
1.4

23
1.6

29
2.0

35
2.4

44
3.0

58
4.0

64
4.4

lbs 1 962 2 139 2 293 2 470 31
lbs 1 962 2 161 2 359 2 514 2 679 25
lbs 1 874 2 117 2 315 2 514 2 690 2 867 19
lbs 2 271 2 558 2 822 3 065 3 285 3 484 4 024 6
kg 890 970 1 040 1 120 50
kg 890 980 1 070 1 140 1 215 40
kg 850 960 1 050 1 140 1 220 1 300 30
kg 1 030 1 160 1 280 1 390 1 490 1 580 1 825 10
lbs 2 426 2 624 2 811 2 999 31
lbs 2 414 2 657 2 878 3 087 3 308 25
lbs 2 304 2 591 2 844 3 087 3 308 3 539 19
lbs 2 800 3 142 3 462 3 749 4 024 4 300 4 961 6
kg 1 100 1 190 1 275 1 360 50
kg 1 095 1 205 1 305 1 400 1 500 40
kg 1 045 1 175 1 290 1 400 1 500 1 605 30
kg 1 270 1 425 1 570 1 700 1 825 1 950 2 250 10
lbs 2 657 2 878 3 087 3 308 31
lbs 2 657 2 922 3 164 3 396 3 638 25
lbs 2 525 2 844 3 131 3 385 3 638 3 892 19
lbs 3 076 3 451 3 793 4 123 4 421 4 730 5 457 6
kg 1 205 1 305 1 400 1 500 50
kg 1 205 1 325 1 435 1 540 1 650 40
kg 1 145 1 290 1 420 1 535 1 650 1 765 30
kg 1 395 1 565 1 720 1 870 2 005 2 145 2 475 10
lbs 3 153 3 429 3 671 3 969 31
lbs 3 153 3 473 3 771 4 035 4 300 25
lbs 3 010 3 374 3 715 4 035 4 322 4 608 19
lbs 3 660 4 101 4 520 4 895 5 248 5 590 6 450 6
kg 1 430 1 555 1 665 1 800 50
kg 1 430 1 575 1 710 1 830 1 950 40
kg 1 365 1 530 1 685 1 830 1 960 2 090 30
kg 1 660 1 860 2 050 2 220 2 380 2 535 2 925 10
lbs 4 068 4 410 4 730 5 072 31
lbs 3 693 4 068 4 410 4 730 5 072 25
lbs 3 517 3 958 4 344 4 719 5 060 5 424 19
lbs 4 278 4 796 5 281 5 733 6 152 6 593 7 607 6
kg 1 845 2 000 2 145 2 300 50
kg 1 675 1 845 2 000 2 145 2 300 40
kg 1 595 1 795 1 970 2 140 2 295 2 460 30
kg 1 940 2 175 2 395 2 600 2 790 2 990 3 450 10
lbs 2 128 2 304 2 481 2 679 31
lbs 2 128 2 337 2 536 2 723 2 911 25
lbs 2 029 2 271 2 503 2 712 2 911 3 109 19
lbs 2 470 2 767 3 043 3 296 3 539 3 782 4 366 6
kg 965 1 045 1 125 1 215 50
kg 965 1 060 1 150 1 235 1 320 40
kg 920 1 030 1 135 1 230 1 320 1 410 30
kg 1 120 1 255 1 380 1 495 1 605 1 715 1 980 10
lbs 2 602 2 822 3 021 3 197 31
lbs 2 602 2 855 3 098 3 330 3 528 25
lbs 2 481 2 778 3 054 3 319 3 561 3 771 19
lbs 3 010 3 374 3 715 4 035 4 322 4 586 5 292 6
kg 1 180 1 280 1 370 1 450 50
kg 1 180 1 295 1 405 1 510 1 600 40
kg 1 125 1 260 1 385 1 505 1 615 1 710 30
kg 1 365 1 530 1 685 1 830 1 960 2 080 2 400 10

Tractor radial tires – 85 Series

rd-01
technicAL dAtA

RD 01

tire size
service

description  
Li / ss

Permitted 
rims *

tire
section  
width  
(inch)
(mm)

tire
outer

diameter
(inch)
(mm)

static
loaded
radius  
(inch)
(mm)

rolling 
circum-
ference  
 (inch)
(mm)

tread
depth
(32nd)
(mm)

rci
sri

(cm2)

flat
plate

(sq.inch)
(cm2)

number
of lugs

× 2
(cm2)

tire
weight 
(lbs)
(kg)

280/85 r 24
(11.2 R 24)

115 A8 
(112 B)

W 9
W 10

11.4
11.8 43.5 19.6 129.9 44 36 109 19 92

W 9
W 10

290
300 1 105 498 3 300 35 525 700 42

320/85 r 24
(12.4 R 24)

122 A8 
(119 B)

W 11
W 9
W 10

13.4
12.6
13.0

45.4 20.1 134.6 47 37 135 19 106

W 11
W 9
W 10

340
320
330

1 152 510 3 420 37 550 870 48

340/85 r 24
(13.6 R 24)

125 A8 
(122 B)

W 12
W 11

14.4
14.0 46.7 20.9 139.0 50 38 143 19 128

W 12
W 11

365
355 1 186 530 3 530 40 575 920 58

380/85 r 24
(14.9 R 24)

131 A8 
(128 B)

W 12
W 13
W 11

15.8
16.2
15.4

49.0 21.9 145.7 54 38 202 19 149

W 12
W 13
W 11

402
412
392

1 245 555 3 700 43 600 1 300 68

420/85 r 24 
(16.9 R 24)

137 A8 
(137 B)

W 15
W 14
W 13

18.5
18.1
17.7

51.9 22.7 153.3 59 39 229 18 184

W 15
W 14
W 13

470
460
450

1 318 576 3 895 47 625 1 480 83

280/85 r 28
(11.2 R 28)

118 A8 
(115 B)

W 9
W 10

11.3
11.7 46.9 21.7 141.0 44 38 113 20 102

W 9
W 10

288
298 1 190 551 3 582 35 575 730 46

320/85 r 28
(12.4 R 28)

124 A8 
(121 B)

W 11
W 10
W 9

13.1
12.7
12.3

49.6 22.1 147.8 47 39 147 19 112

W 11
W 10
W 9

332
322
312

1 259 562 3 753 37 600 950 51
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Tractor radial tires – 85 Series

tire load at pressure speed
(mph)
(km/h)psi

bar
9

0.6
12
0.8

15
1.0

17
1.2

20
1.4

23
1.6

29
2.0

35
2.4

44
3.0

58
4.0

64
4.4

lbs 2 855 3 087 3 319 3 528 31
lbs 2 855 3 142 3 396 3 649 3 859 25
lbs 2 712 3 043 3 352 3 638 3 903 4 134 19
lbs 3 308 3 704 4 079 4 421 4 741 5 016 5 788 6
kg 1 295 1 400 1 505 1 600 50
kg 1 295 1 425 1 540 1 655 1 750 40
kg 1 230 1 380 1 520 1 650 1 770 1 875 30
kg 1 500 1 680 1 850 2 005 2 150 2 275 2 625 10
lbs 3 385 3 671 3 936 4 190 31
lbs 3 385 3 726 4 035 4 333 4 542 25
lbs 3 219 3 616 3 969 4 322 4 631 4 862 19
lbs 3 914 4 399 4 840 5 248 5 623 5 909 6 813 6
kg 1 535 1 665 1 785 1 900 50
kg 1 535 1 690 1 830 1 965 2 060 40
kg 1 460 1 640 1 800 1 960 2 100 2 205 30
kg 1 775 1 995 2 195 2 380 2 550 2 680 3 090 10
lbs 3 947 4 289 4 597 4 939 31
lbs 3 947 4 344 4 708 5 049 5 358 25
lbs 3 760 4 223 4 653 5 049 5 402 5 733 19
lbs 4 564 5 127 5 645 6 130 6 571 6 968 8 037 6
kg 1 790 1 945 2 085 2 240 50
kg 1 790 1 970 2 135 2 290 2 430 40
kg 1 705 1 915 2 110 2 290 2 450 2 600 30
kg 2 070 2 325 2 560 2 780 2 980 3 160 3 645 10
lbs 3 837 4 167 4 465 4 807 31
lbs 3 495 3 837 4 167 4 465 4 807 25
lbs 3 330 3 737 4 112 4 454 4 785 5 149 19
lbs 4 046 4 542 4 994 5 424 5 810 6 251 7 210 6
kg 1 740 1 890 2 025 2 180 50
kg 1 585 1 740 1 890 2 025 2 180 40
kg 1 510 1 695 1 865 2 020 2 170 2 335 30
kg 1 835 2 060 2 265 2 460 2 635 2 835 3 270 10
lbs 4 079 4 421 4 741 5 072 31
lbs 4 068 4 476 4 862 5 215 5 513 25
lbs 3 881 4 355 4 796 5 204 5 579 5 898 19
lbs 4 719 5 292 5 821 6 317 6 780 7 166 8 269 6
kg 1 850 2 005 2 150 2 300 50
kg 1 845 2 030 2 205 2 365 2 500 40
kg 1 760 1 975 2 175 2 360 2 530 2 675 30
kg 2 140 2 400 2 640 2 865 3 075 3 250 3 750 10
lbs 4 697 5 094 5 457 5 843 31
lbs 4 697 5 160 5 601 5 998 6 395 25
lbs 4 476 5 027 5 535 5 998 6 417 6 836 19
lbs 5 424 6 086 6 703 7 277 7 806 8 313 9 592 6
kg 2 130 2 310 2 475 2 650 50
kg 2 130 2 340 2 540 2 720 2 900 40
kg 2 030 2 280 2 510 2 720 2 910 3 100 30
kg 2 460 2 760 3 040 3 300 3 540 3 770 4 350 10
lbs 3 087 3 429 3 771 4 145 4 410 5 027 5 843 31
lbs 2 536 2 822 3 087 3 429 3 771 4 145 4 410 5 027 5 843 25
lbs 2 723 3 021 3 308 3 671 4 035 4 432 4 719 5 380 6 251 19
lbs 3 561 3 958 4 322 4 807 5 281 5 799 6 174 6 174 8 181 8 544 6
kg 1 400 1 555 1 710 1 880 2 000 2 280 2 650 50
kg 1 150 1 280 1 400 1 555 1 710 1 880 2 000 2 280 2 650 40
kg 1 235 1 370 1 500 1 665 1 830 2 010 2 140 2 440 2 835 30
kg 1 615 1 795 1 960 2 180 2 395 2 630 2 800 2 800 3 710 3 875 10

rd-01
technicAL dAtA

RD 01

tire size
service

description  
Li / ss

Permitted 
rims *

tire
section  
width  
(inch)
(mm)

tire
outer

diameter
(inch)
(mm)

static
loaded
radius  
(inch)
(mm)

rolling 
circum-
ference  
 (inch)
(mm)

tread
depth
(32nd)
(mm)

rci
sri

(cm2)

flat
plate

(sq.inch)
(cm2)

number
of lugs

× 2
(cm2)

tire
weight 
(lbs)
(kg)

340/85 r 28
(13.6 R 28)

127 A8 
(124 B)

W 12
W 11

14.4
14.1 50.9 22.8 151.6 50 39 167 19 148

W 12
W 11

367
357 1 293 580 3 850 40 625 1 080 67

380/85 r 28
(14.9 R 28)

133 A8 
(130 B)

W 12
W 13
W 11

15.6
15.9
15.2

53.1 23.5 157.7 54 40 209 20 167

W 12
W 13
W 11

395
405
385

1 350 596 4 005 43 650 1 350 76

420/85 r 28
(16.9 R 28)

139 A8 
(136 B)

W 15
W 14
W 13

17.7
17.3
16.9

56.2 25.0 165.9 60 41 274 19 207

W 15
W 14
W 13

449
439
429

1 428 635 4 215 48 675 1 770 94

380/85 r 30 
(14.9 R 30)

135 A8 
(135 B)

W 12
W 13
W 11

15.7
16.1
15.3

55.7 25.0 166.3 55 41 209 21 189

W 12
W 13
W 11

398
408
388

1 415 635 4 225 44 675 1 350 86

420/85 r 30
(16.9 R 30)

140 A8 
(137 B)

W 15
W 14
W 13

17.5
17.1
16.7

58.1 26.4 173.2 60 42 291 19 219

W 15
W 14
W 13

444
434
424

1 475 670 4 400 48 700 1 880 99

460/85 r 30
(18.4 R 30)

145 A8 
(142 B)

W 16
W 15
W 14

19.3
18.9
18.5

60.6 27.0 180.4 66 42 317 20 264

W 16
W 15
W 14

490
480
470

1 540 685 4 582 52 725 2 044 120

320/85 r 32 
(12.4 R 32)

142 A8 
(142 B)

W 9
W 11
W 10

12.0
12.8
12.4

54.5 25.1 162.6 52 40 163 22 144

W 9
W 11
W 10

305
325
315

1 385 637 4 130 41 650 1 050 65
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tire load at pressure speed
(mph)
(km/h)psi

bar
9

0.6
12
0.8

15
1.0

17
1.2

20
1.4

23
1.6

29
2.0

35
2.4

44
3.0

58
4.0

64
4.4

lbs 3 704 4 421 4 741 5 049 5 590 6 615 31
lbs 3 704 4 079 4 421 4 741 5 049 5 590 6 615 25
lbs 3 528 3 969 4 366 4 730 5 072 5 402 5 976 7 078 19
lbs 4 289 4 818 5 303 5 755 6 163 6 549 7 265 8 600 9 923 6
kg 1 680 2 005 2 150 2 290 2 535 3 000 50
kg 1 680 1 850 2 005 2 150 2 290 2 535 3 000 40
kg 1 600 1 800 1 980 2 145 2 300 2 450 2 710 3 210 30
kg 1 945 2 185 2 405 2 610 2 795 2 970 3 295 3 900 4 500 10
lbs 4 322 4 686 5 027 5 358 31
lbs 4 311 4 752 5 149 5 524 5 843 25
lbs 4 112 4 619 5 083 5 513 5 909 6 251 19
lbs 4 994 5 612 6 174 6 692 7 177 7 596 8 324 6
kg 1 960 2 125 2 280 2 430 50
kg 1 955 2 155 2 335 2 505 2 650 40
kg 1 865 2 095 2 305 2 500 2 680 2 835 30
kg 2 265 2 545 2 800 3 035 3 255 3 445 3 775 10
lbs 4 752 5 149 5 524 5 843 6 406 6 780 31
lbs 4 311 4 752 5 149 5 524 5 843 6 406 6 780 25
lbs 4 112 4 619 5 083 5 513 5 909 6 251 6 858 7 254 19
lbs 4 994 5 612 6 174 6 692 7 177 7 596 8 324 8 820 9 592 6
kg 2 155 2 335 2 505 2 650 2 905 3 075 50
kg 1 955 2 155 2 335 2 505 2 650 2 905 3 075 40
kg 1 865 2 095 2 305 2 500 2 680 2 835 3 110 3 290 30
kg 2 265 2 545 2 800 3 035 3 255 3 445 3 775 4 000 4 350 10
lbs 4 961 5 391 5 777 6 174 31
lbs 4 961 5 457 5 920 6 350 6 780 25
lbs 4 730 5 303 5 843 6 339 6 791 7 254 19
lbs 5 744 6 450 7 100 7 695 8 258 8 820 10 176 6
kg 2 250 2 445 2 620 2 800 50
kg 2 250 2 475 2 685 2 880 3 075 40
kg 2 145 2 405 2 650 2 875 3 080 3 290 30
kg 2 605 2 925 3 220 3 490 3 745 4 000 4 615 10
lbs 3 230 3 495 3 771 4 079 31
lbs 3 230 3 550 3 848 4 145 4 410 25
lbs 3 076 3 462 3 804 4 112 4 432 4 719 19
lbs 3 737 4 201 4 619 4 994 5 380 5 733 6 615 6
kg 1 335 1 465 1 585 1 710 1 850 50
kg 1 465 1 610 1 745 1 880 2 000 40
kg 1 395 1 570 1 725 1 865 2 010 2 140 30
kg 1 695 1 905 2 095 2 265 2 440 2 600 3 000 10
lbs 3 649 3 958 4 245 4 542 31
lbs 3 308 3 649 3 958 4 245 4 542 25
lbs 3 153 3 539 3 903 4 234 4 542 4 862 19
lbs 3 837 4 311 4 741 5 149 5 513 5 909 6 813 6
kg 1 655 1 795 1 925 2 060 50
kg 1 500 1 655 1 795 1 925 2 060 40
kg 1 430 1 605 1 770 1 920 2 060 2 205 30
kg 1 740 1 955 2 150 2 335 2 500 2 680 3 090 10
lbs 3 793 4 145 4 608 5 072 5 524 5 843 31
lbs 3 407 3 793 4 145 4 608 5 072 5 524 5 843 25
lbs 3 208 3 649 4 057 4 432 4 928 5 424 5 909 6 251 19
lbs 3 903 4 432 4 928 5 380 5 987 6 593 7 177 7 596 8 600 6
kg 1 720 1 880 2 090 2 300 2 505 2 650 50
kg 1 545 1 720 1 880 2 090 2 300 2 505 2 650 40
kg 1 455 1 655 1 840 2 010 2 235 2 460 2 680 2 835 30
kg 1 770 2 010 2 235 2 440 2 715 2 990 3 255 3 445 3 900 10

Tractor radial tires – 85 Series
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RD 01

tire size
service

description  
Li / ss

Permitted 
rims *

tire
section  
width  
(inch)
(mm)

tire
outer

diameter
(inch)
(mm)

static
loaded
radius  
(inch)
(mm)

rolling 
circum-
ference  
 (inch)
(mm)

tread
depth
(32nd)
(mm)

rci
sri

(cm2)

flat
plate

(sq.inch)
(cm2)

number
of lugs

× 2
(cm2)

tire
weight 
(lbs)
(kg)

380/85 r 34 °
(14.9 R 34)

146 A8 
(146 B)

W 12
W 13
W 11

15.8
16.2
15.4

60.6 27.5 180.2 N/A 42 N/A N/A 206

W 12
W 13
W 11

401
411
391

1 538 699 4 577 N/A 725 N/A 93

420/85 r 34
(16.9 R 34)

142 A8 
(139 B)

W 15
W 14
W 13

17.4
17.0
16.7

61.9 28.0 185.6 63 43 304 21 236

W 15
W 14
W 13

443
433
423

1 571 712 4 715 50 750 1 960 107

420/85 r 34 °
(16.9 R 34)

147 A8 
(147 B)

W 15
W 14
W 13

18.5
18.1
17.7

62.7 28.4 187.2 63 43 304 21 247

W 15
W 14
W 13

469
459
449

1 593 722 4 755 50 750 1 960 112

460/85 r 34
(18.4 R 34)

147 A8 
(144 B)

W 16
W 15
W 14

19.2
18.8
18.4

63.9 28.6 190.8 66 43 307 22 282

W 16
W 15
W 14

488
478
468

1 624 727 4 847 52 775 1 980 128

340/85 r 36
(13.6 R 36)

132 A8 
(129 B)

W 12
W 11

14.4
14.0 58.8 26.9 177.2 50 42 194 22 178

W 12
W 11

365
355 1 493 682 4 500 40 725 1 250 81

340/85 r 38
(13.6 R 38)

133 A8 
(133 B)

W 12
W 11

14.4
14.0 61.3 27.6 183.4 54 43 206 24 182

W 12
W 11

365
355 1 556 701 4 658 43 750 1 330 82

380/80 r 38 ° 142 A8 
(142 B)

W 12
W 11
W 13

15.0
14.6
15.4

62.6 28.7 188.6 N/A 43 N/A N/A 209

W 12
W 11
W 13

380
370
390

1 590 730 4 790 N/A 750 N/A 95
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tire load at pressure speed
(mph)
(km/h)psi

bar
9

0.6
12
0.8

15
1.0

17
1.2

20
1.4

23
1.6

29
2.0

35
2.4

44
3.0

58
4.0

64
4.4

lbs 4 564 4 939 5 292 5 678 31
lbs 4 553 5 005 5 435 5 821 6 174 25
lbs 4 333 4 873 5 358 5 810 6 240 6 615 19
lbs 5 270 5 920 6 516 7 067 7 574 8 026 9 261 6
kg 2 070 2 240 2 400 2 575 50
kg 2 065 2 270 2 465 2 640 2 800 40
kg 1 965 2 210 2 430 2 635 2 830 3 000 30
kg 2 390 2 685 2 955 3 205 3 435 3 640 4 200 10
lbs 5 226 5 678 6 086 6 615 31
lbs 5 226 5 744 6 240 6 681 7 166 25
lbs 4 972 5 590 6 152 6 681 7 155 7 673 19
lbs 6 053 6 791 7 475 8 114 8 699 9 316 10 749 6
kg 2 370 2 575 2 760 3 000 50
kg 2 370 2 605 2 830 3 030 3 250 40
kg 2 255 2 535 2 790 3 030 3 245 3 480 30
kg 2 745 3 080 3 390 3 680 3 945 4 225 4 875 10
lbs 6 317 6 847 7 343 7 828 31
lbs 6 306 6 946 7 530 8 070 8 544 25
lbs 6 009 6 747 7 431 8 059 8 644 9 140 19
lbs 7 299 8 203 9 018 9 790 10 496 11 113 12 822 6
kg 2 865 3 105 3 330 3 550 50
kg 2 860 3 150 3 415 3 660 3 875 40
kg 2 725 3 060 3 370 3 655 3 920 4 145 30
kg 3 310 3 720 4 090 4 440 4 760 5 040 5 815 10
lbs 5 656 6 185 6 891 7 607 31
lbs 5 083 5 656 6 185 6 891 7 607 25
lbs 4 785 5 435 6 053 6 615 7 376 8 136 19
lbs 6 262 7 122 7 916 8 655 9 647 10 650 11 411 6
kg 2 565 2 805 3 125 3 450 50
kg 2 305 2 565 2 805 3 125 3 450 40
kg 2 170 2 465 2 745 3 000 3 345 3 690 30
kg 2 840 3 230 3 590 3 925 4 375 4 830 5 175 10
lbs 7 277 7 883 8 467 8 985 9 967 10 474 31
lbs 6 604 7 277 7 883 8 467 8 985 9 967 10 474 25
lbs 6 306 7 067 7 784 8 434 9 041 9 614 10 661 11 212 19
lbs 7 651 8 588 9 448 10 253 11 003 11 687 12 954 13 616 15 711 6
kg 3 300 3 575 3 840 4 075 4 520 4 750 50
kg 2 995 3 300 3 575 3 840 4 075 4 520 4 750 40
kg 2 860 3 205 3 530 3 825 4 100 4 360 4 835 5 085 30
kg 3 470 3 895 4 285 4 650 4 990 5 300 5 875 6 175 7 125 10
lbs 5 920 6 472 7 155 7 828 8 732 9 371 31
lbs 5 314 5 920 6 472 7 155 7 828 8 732 9 371 25
lbs 5 005 5 689 6 328 6 924 7 651 8 379 9 349 10 033 19
lbs 6 086 6 913 7 684 8 412 9 294 10 176 12 227 13 120 13 892 6
kg 2 685 2 935 3 245 3 550 3 960 4 250 50
kg 2 410 2 685 2 935 3 245 3 550 3 960 4 250 40
kg 2 270 2 580 2 870 3 140 3 470 3 800 4 240 4 550 30
kg 2 760 3 135 3 485 3 815 4 215 4 615 5 545 5 950 6 300 10
lbs 6 174 6 747 7 508 8 269 9 052 9 647 31
lbs 5 546 6 174 6 747 7 508 8 269 9 052 9 647 25
lbs 5 226 5 942 6 604 7 221 8 037 8 445 9 691 10 319 19
lbs 6 836 7 773 8 644 9 448 10 507 11 047 12 679 13 506 14 476 6
kg 2 800 3 060 3 405 3 750 4 105 4 375 50
kg 2 515 2 800 3 060 3 405 3 750 4 105 4 375 40
kg 2 370 2 695 2 995 3 275 3 645 3 830 4 395 4 680 30
kg 3 100 3 525 3 920 4 285 4 765 5 010 5 750 6 125 6 565 10

Tractor radial tires – 85 Series

rd-01
technicAL dAtA

* Further admissible rims on request 
° Calculated / In preparation 

19 mph (up to 25 mph) load values also apply for low-speed high-torque field work. 
For plowing with single driven tires in the furrow, a minimum inflation pressure of 12 psi is required. 
For intensive road transport at 31/25/19 mph the pressure must be increased by 6 psi. Maximum inflation pressure should never be exceeded. 
All load values are valid for ground slopes up to and including 20% (11o). When operating on slopes greater than 20%, please, contact the producer. 
Tubeless tires - may be used with a tube. 

RD 01

tire size
service

description  
Li / ss

Permitted 
rims *

tire
section  
width  
(inch)
(mm)

tire
outer

diameter
(inch)
(mm)

static
loaded
radius  
(inch)
(mm)

rolling 
circum-
ference  
 (inch)
(mm)

tread
depth
(32nd)
(mm)

rci
sri

(cm2)

flat
plate

(sq.inch)
(cm2)

number
of lugs

× 2
(cm2)

tire
weight 
(lbs)
(kg)

420/85 r 38
(16.9 R 38)

144 A8 
(141 B)

W 15
W 14
W 13

17.6
17.2
16.8

65.9 30.1 197.6 63 44 310 22 257

W 15
W 14
W 13

446
436
426

1 675 764 5 020 50 800 2 000 116

460/85 r 38
(18.4 R 38)

149 A8 
(146 B)

W 16
W 15
W 14

18.6
18.2
17.8

68.3 31.2 205.9 66 45 357 23 297

W 16
W 15
W 14

473
463
453

1 735 793 5 230 52 825 2 300 135

520/85 r 38
(20.8 R 38)

155 A8 
(152 B)

W 16
W 18

21.1
21.9 72.0 32.0 214.3 66 46 403 23 377

W 16
W 18

536
556 1 828 814 5 442 52 875 2 600 171

480/80 r 42 ° 151 A8 
(151 B)

W 16
W 15
W 14

20.2
19.8
19.5

72.8 32.9 218.1 N/A 46 N/A N/A 340

W 16
W 15
W 14

513
503
495

1 850 835 5 540 N/A 875 N/A 154

520/85 r 42
(20.8 R 42)

162 A8 
(162 B)

W 16
W 18

21.1
21.9 76.8 35.1 230.1 69 47 103 22 470

W 16
W 18

537
557 1 950 891 5 845 55 925 665 213

480/80 r 46 ° 158 A8 
(158 B)

W 16
W 15
W 14

20.0
19.6
19.2

77.2 35.3 231.7 N/A 47 N/A N/A 377

W 16
W 15
W 14

507
497
487

1 960 896 5 886 N/A 925 N/A 171

480/80 r 50 ° 159 A8 
(159 B)

W 16
W 15
W 14

19.5
19.1
18.7

81.3 37.2 244.5 N/A 48 N/A N/A 395

W 16
W 15
W 14

495
485
475

2 065 945 6 210 N/A 975 N/A 179
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rci
Approx. tire section width (mm)

(inch)
tire section width (mm)

(inch)

rc
(inch)

od
(inch)

280
11.2

320
12.4

340
13.6

380
14.9

420
16.9

480
18.4

520
20.8

600
23.1

650
24.5

710
28.0

48 243 81 480/80 R 50

47 230 77 480/80 R 46 520/85 R 42 650/65 R 42 710/70 R 38
(20.8 R 42)

46 219 73 480/80 R 42 520/85 R 38 580/70 R 38 650/65 R 38
(20.8 R 38)

45 207 70 460/85 R 38 520/70 R 38 600/65 R 38
(18.4 R 38)

44 197 66 420/85 R 38 480/70 R 38 520/70 R 34 600/65 R 34
(16.9 R 38) 540/65 R 38

43 187 63 340/85 R 38 380/80 R 38 420/85 R 34 460/85 R 34 540/65 R 34

(13.6 R 38) (16.9 R 34) (18.4 R 34)

480/70 R 34

42 177 59 340/85 R 36 380/85 R 34 420/85 R 30 460/85 R 30 540/65 R 30 600/65 R 28

(13.6 R 36) (14.9 R 34) (16.9 R 30) (18.4 R 30)

480/70 R 30

41 168 56 380/85 R 30 420/85 R 28 480/70 R 28 540/65 R 28
(14.9 R 30) (16.9 R 28)

40 160 53 320/85 R 32 380/85 R 28 420/85 R 24 480/65 R 28

(12.4 R 32) (14.9 R 28) (16.9 R 24)

420/70 R 28

39 152 51 320/85 R 28 340/85 R 28 380/70 R 28 420/70 R 24 540/65 R 24
(12.4 R 28) (13.6 R 28) 440/65 R 28

38 144 48 280/85 R 28 340/85 R 24 380/85 R 24 440/65 R 24 480/65 R 24

(11.2 R 28) (13.6 R 24) (14.9 R 24)

380/70 R 24

37 136 46 320/85 R 24 360/70 R 24 420/65 R 24
(12.4 R 24)

36 130 43 280/85 R 24 320/70 R 24
(11.2 R 24)

roLLinG circuMference index

RCI = Rolling Circumference Index. Indicates family of tires with similar rolling circumferences.
All sizes in a row are approximately the same outside diameter.
All sizes in the same column are approximately the same width.
For specific applications, please contact a producer.
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Pressure units conversion tABLe

Quantity when approx. 75 % full

tire size 
radial tires Alternative tread 

pattern
us gallon 

(gal)
Liquid 

(l) 

280/85 r 24 (11.2R24) RD-01 22.5 85

320/70 r 24 RD-02 26.4 100

320/85 r 24 (12.4R24) RD-01 30.4 115

340/85 r 24 (13.6R24) RD-01 37.0 140

360/70 r 24 RD-02 33.0 125

380/70 r 24 RD-02 38.3 145

380/85 r 24 (14.9R24) RD-01 48.9 185

420/65 r 24 RD-03 43.6 165

420/70 r 24 RD-02 44.9 170

420/85 r 24 (16.9R24) RD-01 63.4 240

440/65 r 24 RD-03 48.9 185

480/65 r 24 RD-03 55.5 210

540/65 r 24 RD-03 79.3 300

280/85 r 28 (11.2R28) RD-01 26.4 100

320/85 r 28 (12.4R28) RD-01 34.3 130

340/85 r 28 (13.6R28) RD-01 42.3 160

380/70 r 28 RD-02 43.6 165

380/85 r 28 (14.9R28) RD-01 54.2 205

420/70 r 28 RD-02 52.8 200

420/85 r 28 (16.9R28) RD-01 66.1 250

440/65 r 28 RD-03 52.8 200

480/65 r 28 RD-03 66.1 250

480/70 r 28 RD-02 68.7 260

540/65 r 28 RD-03 83.2 315

600/65 r 28 RD-03 105.7 400

380/85 r 30 (14.9R30) RD-01 58.1 220

420/85 r 30 (16.9R30) RD-01 71.3 270

460/85 r 30 (18.4R30) RD-01 89.8 340

Li kg lbs

110 1 060 2 337 
111 1 090 2 403 
112 1 120 2 470 
113 1 150 2 536 
114 1 180 2 602 
115 1 215 2 679 
116 1 250 2 756 
117 1 285 2 833 
118 1 320 2 911 
119 1 360 2 999 
120 1 400 3 087 
121 1 450 3 197 
122 1 500 3 308 
123 1 550 3 418 
124 1 600 3 528 
125 1 650 3 638 
126 1 700 3 749 
127 1 750 3 859 

Quantity when approx. 75 % full

tire size 
radial tires Alternative tread 

pattern
us gallon 

(gal)
Liquid 

(l) 

480/70 r 30 RD-02 72.7 275

540/65 r 30 RD-03 87.2 330

320/85 r 32 (12.4R32) RD-01 37.0 140

380/85 r 34 (14.9R34) RD-01 63.4 240

420/85 r 34 (16.9R34) RD-01 76.6 290

460/85 r 34 (18.4R34) RD-01 100.4 380

480/70 r 34 RD-02 81.9 310

520/70 r 34 RD-02 88.5 335

540/65 r 34 RD-03 95.1 360

600/65 r 34 RD-03 122.9 465

340/85 r 36 (13.6R36) RD-01 51.5 195

340/85 r 38 (13.6R38) RD-01 56.8 215

380/80 r 38 RD-01 63.4 240

420/85 r 38 (16.9R38) RD-01 84.5 320

460/85 r 38 (18.4R38) RD-01 111.0 420

480/70 r 38 RD-02 89.8 340

520/70 r 38 RD-02 104.4 395

520/85 r 38 (20.8R38) RD-01 140.0 530

540/65 r 38 RD-03 111.0 420

580/70 r 38 RD-02 145.3 550

600/65 r 38 RD-03 132.1 500

650/65 r 38 RD-03 166.4 630

710/70 r 38 RD-03 211.4 800

480/80 r 42 RD-01 121.5 460

520/85 r 42 (20.8R42) RD-01 153.2 580

650/65 r 42 RD-03 171.7 650

480/80 r 46 RD-01 132.1 500

480/80 r 50 RD-01 145.3 550

75 % full corresponds to a filling level in valve height.
0.88 lbs (0.4 kg) CaCl2 resp. 1.21 lbs (0.55 kg) MgCl2 per litre of water means frost protection down to –22 ºF (–30 ºC).

Length

1 centimeter (cm) = 0.3937 inch

1 inch (in) = 2.54 cm

1 meter (m) = 3.281 feet

1 foot (ft) = 0.3048 m

1 kilometer (km) = 0.6214 mile

1 mile (mi) = 1.6093 km

volume

1 liter (l) = 0.264 US gallon

1 US gallon (gal) = 3.785 liters

Mass

1 kilogram (kg) = 2.205 pounds

1 kilogram (kg) = 1 daN (decanewton)

1 pound (Ib) = 0.4536 kg
Pressure

1 bar = 14.484 p. s. i. (pounds per square inch)

1 bar = 100 kpa (kilo pascal)

tABLe for LiQuid BALLAstinG LoAd index

eQuivALent LoAd for duALs or triPLes

When used as duals, tire load carrying capacity must be reduced by 12 %; when used as triples, tire load carrying capacity must be 
reduced by 18 %. The equivalent load value in this data book which corresponds to the required inflation pressure can be found as 
follows:

duALs:
Equivalent load  = 

Actual load per tire

0.88
Equivalent load  = 

Actual load per tire

0.82
triPLes:

sPeed cAteGory (us)

speed symbol (ss) A1 A2 A3 A4 A5 A6 A7 A8 B D

speed (mph) 3 6 9 12 16 19 22 25 31 40

speed (km/h) 5 10 15 20 25 30 35 40 50 65

p. s. i. 12 15 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

kPa 80 100 120 140 160 180 200 220 240 260 280 300 320 340 360 380 400 420 440

bar 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.2 4.4

Li kg lbs

128 1 800 3 969 
129 1 850 4 079 
130 1 900 4 190 
131 1 950 4 300 
132 2 000 4 410 
133 2 060 4 542 
134 2 120 4 675 
135 2 180 4 807 
136 2 240 4 939 
137 2 300 5 072 
138 2 360 5 204 
139 2 430 5 358 
140 2 500 5 513 
141 2 575 5 678 
142 2 650 5 843 
143 2 725 6 009 
144 2 800 6 174 
145 2 900 6 395 

Li kg lbs

146 3 000 6 615 
147 3 075 6 780 
148 3 150 6 946 
149 3 250 7 166 
150 3 350 7 387 
151 3 450 7 607 
152 3 550 7 828 
153 3 650 8 048 
154 3 750 8 269 
155 3 875 8 544 
156 4 000 8 820 
157 4 125 9 096 
158 4 250 9 371 
159 4 375 9 647 
160 4 500 9 923 
161 4 625 10 198 
162 4 750 10 474 
163 4 875 10 749 

Li kg lbs

164 5 000 11 025 
165 5 150 11 356 
166 5 300 11 687 
167 5 450 12 017 
168 5 600 12 348 
169 5 800 12 789 
170 6 000 13 230 
171 6 150 13 561 
172 6 300 13 892 
173 6 500 14 333 
174 6 700 14 774 
175 6 900 15 215 
176 7 100 15 656 
177 7 300 16 097 
178 7 500 16 538 
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MITAS a. s. is fully compliant with the limits on Polycyclic Aromatic Hydrocarbons (PAHs) determined by  
the European Directive EC/2005/69 and REACH Regulation EC/1907/2006, since December 1st 2009.

Les pneus agricoles Cultor sont produites par Mitas a. s.

tire deALer / distriButor

All agricultural tires Cultor are produced by MITAS a.s.

Mitas tires north America inc.

Customer Service and Technical Help Desk: 
1200 Rove Avenue 
Charles City, IA 50616 USA 
Phone:  +1-641-257-6491 
Fax:    +1-641-228-3442 
tech@mitas-tires.com

Commercial contact: 
7400 Carmel Executive Park, Suite 100 
Charlotte, NC 28226 USA 
Phone:  +1-704-542-3422 
Fax:    +1-704-542-3474 
info@mitas-tires.com

www.mitasag.com


